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1. 
This invention relates to a wheeled toy and 

more particularly to a doll stroller. 
The primary object of the invention is to afford 

entertainment and amusement for children. 
Another object is to simulate in a toy wheeled 

vehicle the various parts and elements entering 
into a full sized stroller of the type commonly 
employed in the transportation and airing of 
infants and young children. 

In the drawings: 
Figure 1 is a perspective view of a complete 

Stroller embodying the features of this inven 
tion, 

Figure 2 is a perspective view of the frames 
illustrating the covers removed, 

Figure 3 is a longitudinal Sectional view taken 
Substantially along the line 3-3 of Figure 1, 

Figure 4 is a longitudinal Sectional view taken 
Substantially on the line 4-4 of Figure 2, and 

Figure 5 is an enlarged fragmentary detail view 
taken substantially along the line 5-5 of Figure 1. 

Referring to the drawings in detail the running 
gear of this toy comprises a pair of substantially 
U-shaped frames designated generally and 2, 
each comprising a bight portion respectively 4 
and 6 to opposite ends of which are connected 
the legS 8 and 29 which are riveted together as 
at 22 intermediate their upper and lower ends. 
A Suitable axle 24 extends between the legs of 
each frame 0 and 2, and mounted at opposite 
ends of the axles 24 are ground contacting wheels 
26 which may be equipped with rubber tires 28. 
The upper ends of the legs 8 and 2 support 
a Seat frame designated generally 30, and as illus 
trated in the drawings the legs 8 extend up 
wardly beyond their connection with the seat 
frame to form couplings for the handle of the 
toy as will be more fully hereinafter explained. 
The seat frame 30 previously referred to com 

prises a U-shaped frame member formed of a 
bight portion 32 having formed integral therewith 
a pair of spaced parallel forwardly extending 
arms 34, and riveted or otherwise connected as 
at 36 to the ends of the Side bars 34 remote from 
the bight portion 32 is a cross bar 38 forming 
the supporting bar for the foot rest designated 
generally 40. This foot rest comprises a pair 
of spaced parallel side bars 42 which are riveted 
to the croSS bar 38 adjacent opposite ends thereof 
and which are joined at their ends remote from 
the croSS bar 38 by a croSS bar 44. As shown the 
side bars 42 are curved in the form of U-bends, 
to form a trough-like body for the reception of 
the feet of the doll occupying the seat of the 
stroller. It will be understood that the frame 
40 of the foot rest is adjustable about the axis 
of the rivetS 36. 

Extending upwardly from opposite sides of the 
seat frame 30 are side frames designated gener 
ally 46 each of which comprises a standard 48 
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which is fixed to a side bar 34 of the seat frame 
3i adjacent the bight portion 32 thereof, and 
extends upwardly substantially perpendicular to 
the Seat frame 39. An upwardly and forwardly 
extending bar 50 is riveted to the Outer side of 
each side bar 34 of the seat frame 30, and the 
upper ends of the bars 50 and standards 48 are 
coupled by longitudinally extending top rails 52 
Which incline downwardly and forwardly toward 
the forward end of the stroller. 
A top frame designated generally 54 comprises 

an inverted U-shaped member formed of a hori 
Zontally extending bight portion 56 having at 
opposite ends downwardly extending spaced 
parallel legS 58 the ends of which remote from 
the bight portion 56 are riveted or otherwise 
rigidly connected to the side bars 52 intermediate 
their ends as at 63. BowS 62 are each riveted or 
otherwise attached at one end to the bight portion 
56 adjacent the legs 53 and the opposite ends of 
the boWS 62 are bent downwardly and fixed in 
any suitable manner to the upper ends of the 
standards 48. A cross bar 64 joins the lower ends 
of the bows 62 in order to hold the upper rear 
ends of the side frames 45 in spaced parallel 
relation. 

Extending transversely between the lower ends 
of the standards 48 is a pivot bar 66 to which as 
back rest designated generally 68 is coupled for 

This back 
rest 68 comprises a cross bar 70 provided adjacent 
opposite ends with perpendicularly extending bars 
2, the lower ends of which are looped about the 

pivot bar 66 to form a pivotal support for the 
is back rest 68. A slat 14 is fixed to the cross bar 

9 intermediate its ends, and the lower end of 
the slat like the side bars 72 is pivotally coupled 
to the pivot bar 66, so that the frame or back 
rest 68 may swing in a vertical arc about the axis 
of the pivot bar 66. Pivotally coupled to the rivets 
6) are the opposite ends of a U-shaped bail 76, 
the bight portion 8 of which extends around 
the rear Side of the back rest 68 in order to limit 
its rearward Swinging movement about the pivot 
66. 

Pivotally coupled as at 80 adjacent the ends 
remote from the bight portion thereof are the 
legs 82 of an inverted U-shaped frame forming 
the handle designated generally 84 by which the 
stroller may be pushed. As shown the legs 82 of 
the handle 84 are provided adjacent their lower 
ends with angular extensions 88 so that when the 
handle is in use the major portions of the legs 
82 will incline upwardly and rearwardly at a 
Sharper angle than the upward and rearward 
inclination of the Side bars 3 of the frame 9. 
Adjacent the bight portion of the handle 84, the 
legs 82 thereof are provided with extensions 88 
which are inclined rearwardly at an angle more 
nearly approaching the horizontal. In order to 
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hold the handle 84 in extended position while the 
stroller is in use Suitable bolts 99 are extended 
through the extensions 86 adjacent their extreme 
ends, and these bolts are provided with Wing nuts 
92, so that they may be readily disconnected to 
permit the handle 84 to be foldod over the out 
side of the stroller as suggested by the dotted lines 
in Figure 4. Likewise the pivotal connection 36 
of the foot rest 20 will permit the foot rest to be 
moved into substantially the dotted line position. 
illustrated in Figure 4 in order to reduce the Space 
occupied by the toy to a minimum for storage and 
transportation. 

Seated on the upper edges of the side and end 
bars forming the frame 30 is a seat panel 94, and 
extending over the side bars 34 of the frame 35 and 
the upper side of the seat panel is a cover 96 of 
a suitable flexible material. This cover is pro 
vided adjacent its forward end with an apron 
98 which as iliustrated in Figure 3 is adapted to 
hang down into the trough formed by the foot 
rest. The back rest frame 68 is enclosed in a 
cover G preferably of the same material from 
which the cover 96 is formed, and extending over 
the side frames 46 are envelopes 02 formed of 
a suitable flexible covering material preferably 
of the same color and quality as that enclosing 
the seat panel and back rest. A hood or top 4 
is supported over the seat of the toy on the frame 
54 as illustrated in Figure 1, and in its preferred 
form the envelopes C2 are equipped with Suit 
able cross straps 36 joined by a buckle (8 Which 
extends across the front of the stroller to serve 
as a retaining strap for a doll occupying the 
stroller. A suitable envelope 9 encloses the 
frame 4e forming the foot rest and this envelope 
is provided at opposite sides with side panels 2. 
The envelope C and side panels 2 are prefer 
ably formed of the same material with which the 
rest of the body of the stroller is covered. 
In use it will be seen that by adjusting the 

position of the bail 76, the angle at which the back 
rest 63 is held may be varied to suit the desire of 
the user. When it is desired to place the toy in 
service, the handle 84 is swung about its pivot 
from the dotted line position illustrated in Figure 
4 to the position illustrated in full lines therein 
and the bolts 93 are passed through mating open 
ings in the extension at the upper ends of the 
arms 8 of the frame O, and the angular exten 
Sions 86 on the arms 82 of the frame 84, after 
which the wing nuts 92 are threaded onto the bolts 
to fock the parts in extended position. The foot 
restlé is then swung from the dotted line position 
illustrated in Figure 4 to the full line position illus 
trated therein and the toy may then be Wheeled 
by a child and will simulate in appearance a con 
ventional Stroller. When it is desired to reduce 
the size of the device for transportation or storage 
it is obvious that a foot rest may be swung into 
the dottedline position illustrated in Figure 4, and 
by removing the bolts 90, the handle 84 may like 
Wise be SWung about the axis of its pivots 89 into 
the dotted line position illustrated in Figure 4. 
While in the foregoing there has been shown 

and described the preferred embodiment of this 
invention it is to be understood that minor 
changes in the details of construction, combina 
tion and arrangement of parts may be resorted 
to. Without departing from the spirit and scope 
of the invention as claimed. 

Having described the invention, what is claimed 
aS new is: 

1. A wheeled toy which includes a pair of 
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4. 
U-shaped supporting frames the legs of one of 
which cross those of the other, said legs being 
joined at their interSections, an axle extending 
transversely of each supporting frame adjacent 
the bight portion thereof, wheels on the axles, a 
rectangular seat frame fixed to the legs of the 
Supporting frames adjacent the ends thereof re 
mote from the bight portions and an inverted 
U-shaped handle pivotally coupled to the legs of 
one of the supporting frames, a side frame extend 
ing upwardly from each side of the seat frame 
and a back extending upwardly from the end of 
the seat frame adjacent the handle, an inverted 
U-shaped top frame the lower ends of the legs 
of which are secured to the side frames intermedi 
ate the forward and rear ends thereof, and bows 
connecting the bight portion of the top frame with 
the upper rear corners of the side frames. 

2. A wheeled toy which includes a pair of 
U-shaped supporting frames the legs of one of 
Which CrOSS those of the other, said legs being 
joined at their intersections, an axle extending 
transversely of each supporting frame adjacent 
the bight portion thereof, wheels on the axles, a 
rectangular seat frame fixed to the legs of the 
Supporting frames adjacent the ends thereof re 
note from the bight portions and in inverted 
U-shaped handle pivotally coupled to the legs of 
One of the supporting frames, a side frame ex 
tending upwardly from each side of the seat frame 
and a back rest pivotally supported adjacent the 
end of the seat frame, saidback rest being adapted 
to Swing in a vertical arc above the seat frame and 
a bail pivoted to the side frames adjacent their 
upper edges and intermediate their ends, said 
bail extending around the back rest to limit its 
rearward movement about its pivot. 

3. A wheeled toy which includes a pair of 
U-shaped supporting frames the legs of one of 
Which CrOSS those of the other, said legs being 
joined at their intersections, an axle extending 
transversely of each supporting frame adjacent 
the bight portion thereof, wheels on the axles, 
a rectangular seat frame fixed to the legs of the 
Supporting frames adjacent the ends thereof re 
imote from the bight portions and an inverted 
U-shaped handle pivotally coupled to the legs of 
One of the supporting frames, a side frame ex 
tending upwardly from each side of the seat 
frame and a back extending upwardly from the 
end of the seat frame adjacent the handle, an 
inverted U-shaped top frame the lower ends of 
the legs of which are secured to the side frames 
intermediate the forward and rear ends thereof, 
and bows connecting the bight portion of the top 
frame With the upper rear corners of the side 
frames and a U-shaped bail having the ends of 
its legs remote from the bight portion thereof piv 
oted to the side frames at their junctions with the 
top frame and said bail extending around the rear 
side of the back rest to limit the rearward nove 
ment. 

ARTHUR. A. WASSERMAN, 

REFERENCES CITEE) 
The following references are of record in the 

file of this patent: 
UNITED STATES PATENS 

Number Name Date 
873,283 Wolfenden et al. ----- Dec. 10, 1907 

1,140,085 Turner ------------- May 18, 1915 
1,855,567 Brown -------------- Apr. 26, 1932 


