Title: PHASE-CHANGE HEAT TRANSFER COUPLING FOR AQUA-AMMONIA ABSORPTION SYSTEMS

Abstract: An improved process for operating an aqua-ammonia absorption cooling system or heating and/or cooling system for supplying cooling to an indoor space, the system including a heat exchange assembly (35, 35', 75) having a first heat exchanger exterior (24, 24', 39) to the indoor space to be heated and/or cooled and a second heat exchanger (26) using a phase-change refrigerant other than ammonia in heat transfer exposure with the interior of the indoor space, comprises pumping more liquid phase-change refrigerant from the refrigerant condensing heat exchanger to the refrigerant vaporizing heat exchanger than is required to meet the heat load transfer in the heat exchanger for vaporizing the phase-change refrigerant alone. The invention includes an apparatus for carrying out the process.
PHASE-CHANGE HEAT TRANSFER COUPLING FOR AQUA-AMMONIA ABSORPTION SYSTEMS

Background of the Invention

Absorption heating and cooling systems, particularly air conditioners and heat pumps in which ammonia is the refrigerant and water the absorbent, are well-known as efficient and cost-effective alternatives to conventional vapor compression air conditioning and heat pump systems, as well as conventional furnaces. Cost savings of the aqua-ammonia systems driven by combustion of natural gas are significant compared to the conventional systems driven by more expensive electrical power. High-efficiency generator absorber heat exchange cycle (GAX) apparatus such as disclosed in Modahl, et al. “Evaluation of a Commercial Advanced Absorption Heat Pump Breadboard”, 1988, and in U.S. Patent Nos. Re. 36,684 and 5,367,884 are examples of further improvements in aqua-ammonia absorption systems. However, such ammonia refrigerant systems require the use of a hydronic heat transfer coupling or other heat exchange assembly for delivering heating and cooling to the living space because ammonia is excluded from use indoors in direct-expansion evaporators or indoor condensers. Ammonia is classified as a safety Group B2 refrigerant by ASHRAE and a Group II gas by UL. Moreover, local and national codes and regulations prohibit the use of ammonia in equipment exposed to indoor or other enclosed areas intended for occupation, except for small quantities.

In addition to aqua-ammonia absorption systems, other heating or cooling systems using a working fluid that is restricted or prohibited for use in the conditioned space must have an isolated heat transfer assembly for transferring heating and cooling to the load. Heat exchange assemblies for coupling aqua-ammonia systems, and other refrigeration or heating systems, include pumped sensible heat loops, and phase-change loops. Pumped sensible heat loops utilize heat transfer fluids such a water, water-glycol solutions, brines, or oils. Hydronic (water based) loops are typically used with unitary aqua-ammonia absorption systems. Both phase-change and pumped systems have disadvantages. Hydronic heat transfer couplings commonly used for transferring cooling and heating from an aqua-ammonia system into a conditioned space utilize a pumped loop containing a solution of water and a heat transfer fluid such as ethylene glycol or propylene glycol. There are a number of disadvantages for using such water-based heat transfer coupling loops. Electrical power required for pumping water-based heat transfer fluid significantly increases operating costs. Retrofit of aqua-ammonia space conditioning equipment into existing buildings is difficult and expensive requiring replacement of indoor coils and piping typically designed for phase-change refrigerants and, thus, are not sized or designed properly for liquid heat exchange. The temperature glide of a water-based liquid as it exchanges heat between the conditioned space and the outdoor system forces the thermodynamic cycle to operate over an increased temperature lift, thereby reducing system efficiency. In addition, heat exchangers designed for liquid heat transfer are typically larger than those used with phase-change fluids.

Prior-art phase-change assemblies include thermosyphons and heat pipes, neither of which circulates more refrigerant than required to carry the heat load by phase change alone. Overfeed (or overpumping) is the process of circulating more refrigerant in a phase change system such than is required for the thermal load. Overfeed is commonly used in the evaporator loop of industrial and some commercial refrigeration systems with liquid refrigerant
returning to a separation tank at the compressor inlet, but is not used in isolated heat transfer assemblies not communicating directly with a compressor. Overpumping has significant advantages in reducing heat transfer surface required, reducing pumping power, and in relaxing or eliminating restrictions on relative elevations of components. Heat pipes and thermosyphons both depend on gravity for circulation and orientation and location of components is important.

Summary of the Invention

The present invention is directed to an improved heat transfer coupling designed to significantly reduce the disadvantages of the hydronic couplings presently used for aqua-ammonia absorption systems, as well as reducing the disadvantages of prior-art phase change coupling. The method and apparatus of the present invention utilize a phase-change refrigerant which is not prohibited nor its use substantially restricted for exchanging heat between the aqua-ammonia system and the indoor or occupied space to be conditioned. The invention includes specific over-pumping of liquid phase-change refrigerant to the heat exchangers of the heat transfer coupling than is required to meet the heat exchange load transfer by phase change alone. A pumped phase-change loop with overpumping is a hybrid of a pumped sensible heat loop and pure phase change loop, and retains advantages of both while avoiding most of their disadvantages. Specific apparatus components and embodiments of the method are described in the following detailed description.

Brief Description of the Drawings

Fig. 1 is a schematic illustration of an aqua-ammonia absorption chiller showing phase-change heat transfer coupling to a conditioned space according to the invention;

Fig. 2 schematically illustrates an aqua-ammonia heating-only appliance using phase-change coupling to the heated space;

Fig. 3 schematically illustrates an aqua-ammonia GAX (generator absorber heat exchange) heating-only appliance incorporating the phase-change coupling;

Fig. 4 is a schematic illustration of an aqua-ammonia absorption system heat pump operating in a cooling mode showing phase-change heat transfer coupling to a conditioned space according to the invention;

Fig. 5 schematically illustrates an aqua-ammonia GAX chiller having the phase-change heat transfer coupling of the invention;

Fig. 6 is a schematic illustration of an aqua-ammonia GAX chiller/heater including the phase-change coupling with a refrigerant condenser by-pass;

Fig. 7 illustrates another GAX chiller/heater apparatus including the phase-change coupling and using gravity refrigerant return to the generator; and

Fig. 8 is a graph illustrating the advantage of over-pumping liquid phase-change refrigerant in a heat transfer coupling according to the invention.
Detailed Description of the Preferred Embodiments

Fig. 1 is a schematic illustration of an aqua-ammonia absorption chiller incorporating the phase-change heat transfer coupling to a conditioned space according to the invention. The aqua-ammonia absorption chiller components include an absorber assembly 10 and generator assembly 11. The absorber assembly comprises an absorber heat exchange section 13 and an air-cooled absorber 12. The generator assembly includes a generator heat exchanger 18 and a rectifier section 16 with a reflux coil 17. An air cooled condenser coil 28 condenses ammonia vapor received from the generator and the condensate is directed through the subcooler 23 to heat exchanger 24 where it is evaporated. Pump 21 pumps aqua-ammonia solution from the absorber to the generator. In the phase-change heat transfer coupling 35 liquid phase-change refrigerant is pumped to the indoor coil 26 by refrigerant pump 19. Liquid phase-change refrigerant from heat exchanger 24 is evaporated in the indoor coil 26 as it absorbs heat from the load and cools a space to which it is thermally exposed. Vapor-phase refrigerant from indoor coil 26 is directed to the heat exchanger 24 where the non-ammonia refrigerant is condensed by thermal contact with vaporizing ammonia which is fed to heat exchanger 24 as a liquid from condenser 28 and subcooler 23.

Fig. 2 schematically illustrates a heating-only aqua-ammonia absorption appliance incorporating the phase-change coupling of the invention for providing heat to a space to be heated. The generator assembly components shown are similar to or substantially the same as described in the Fig. 1 assembly. The absorber assembly comprises absorber heat exchanger 13 and heat exchanger 24 which rejects heat of absorption to the liquid phase-change fluid. The absorber assembly also includes air coil ammonia evaporator 27. Aqua-ammonia absorption fluid is pumped by solution pump 21 as illustrated by the arrows. The phase-change heat transfer coupling 35' includes phase-change refrigerant heat exchanger 24'. Heat exchanger 24 vaporizes liquid phase-change refrigerant by heat transfer with absorbing aqua-ammonia solution from absorber heat exchanger 13. The phase-change refrigerant is then directed from heat exchanger 24 to heat exchanger 24' for further heating and vaporization by thermal contact with condensing ammonia vapor from rectifier section 16 of the generator assembly. Condensation of the phase-change refrigerant in the indoor coil 26 warms the space to be heated. In many situations the order of heat exchangers 24 and 24' may be reversed such that phase-change fluid passes through 24' first and then 24. Heat exchangers 24 and 24' may also be placed in parallel so that a portion of phase change fluid passes through 24 while the remaining portion passes through 24'.

Fig. 3 shows a GAX (generator absorber heat exchange) heating-only appliance with phase-change heat transfer coupling to a heated space. The aqua-ammonia absorption system illustrated comprises an absorber having an absorber heat exchanger 13, a GAX heat exchanger 53 and the heat exchanger 24. The generator assembly 11 is substantially as previously described and includes an adiabatic section 15 between the rectifier section 16 and the generator heat exchanger and boiler section 18. Operation of the GAX components including splitting the flow of ammonia rich absorption fluid (liquor) from the absorber heat exchanger with one portion directed to the GAX absorber and therefrom to a hotter section of the generator column and another portion directed to a cooler section of the generator column are well-known in the art, and described, for example, in the aforesaid Modahl, et al. publication and
U.S. Patent No. 5,367,884. Splitting flow of ammonia rich absorption fluid before the absorber heat exchanger is also common, with one portion going directly to the generator while the other portion passes through the absorber heat exchanger and is then directed to the GAX absorber, and therefrom to a hotter portion of the generator column. The components and operation of the phase-change heat transfer coupling assembly 35' is as described above regarding Fig. 2.

The schematic of Fig. 3 shows means of achieving generator-absorber heat exchange (GAX) by using ammonia-rich solution as the heat transfer fluid. Heat is transferred for the absorber to rich solution in the absorber heat exchanger 13 and GAX heat exchanger 53. In the GAX heat exchanger the rich solution temperature increases beyond its bubble point temperature, and partial vaporization and desorption occurs. This type of GAX is usually called rich-liquor or strong-liquor GAX. Other methods of achieving generator absorber heat exchange are known art. Such methods include using the ammonia-weak solution from the generator as the generator-absorber heat transfer fluid, usually called weak-liquor GAX. Fluids (such as water) in separate heat transfer loops can also be used to transfer heat from the absorber to the generator. Although the GAX heat transfer components illustrated and described in Figs. 3, 4, 5 and 6 shows strong-liquor GAX, the present invention of using phase-change heat coupling to the conditioned space combined with over pumping, are applicable to all methods of GAX heat transfer and thus are equally valid with weak liquor or secondary fluid GAX.

The phase-change heat transfer coupling may also be used with an aqua-ammonia heat pump. Such an apparatus selectively supplies heating and cooling to a space to be conditioned. In addition to an absorber assembly and generator assembly of the aqua-ammonia absorption system, which may be GAX or non-GAX as will be discussed further hereinafter, and the phase-change heat transfer coupling, the heat pump assembly will incorporate an apparatus for selectively reversing the absorption cycle, such as one or more valves, and/or one-way or reversible pumps and suitable piping to provide for effective cycle selection. For a cooling phase, the aqua-ammonia absorption system will provide condensed ammonia to be vaporized in a heat exchanger of the phase-change heat transfer coupling; for a heating phase, ammonia vapor is directed from the absorption system to be condensed in the heat transfer coupling, and heat of absorption is also captured by the phase-change heat transfer coupling loop.

Fig. 4 is a schematic illustration of an aqua-ammonia absorption heat pump using a phase-change heat transfer coupling to the indoor or space to be conditioned. The aqua-ammonia absorption system heat pump illustrated is disclosed in U.S. Patent No. Re. 36,684. Although the phase-change heat transfer coupling can be used with any form of heat pump such as those reversed hydronically as described in U.S. Patent No. 5,679,652, it is especially useful in systems where all heat is rejected at a single point, as described in U.S. Patent No. Re. 36,684. The system illustrated in Fig. 4 includes an absorber 10 and a generator 14 having a rectifier 16. A distributor may be used instead of the reflux coil shown. A pump 30 pumps liquid ammonia from reservoir 22, although gravity drive for the liquid ammonia refrigerant may instead be used as described in U.S. Patent No. Re. 36,684. Condensed ammonia refrigerant from reservoir 22 is pumped to flow splitter 29 where it is directed to lower absorber heat exchanger 37 and to rectifier 16, the latter flow being regulated by valve 45. Ammonia (mostly vapor) from the rectifier and the absorber
heat exchanger is then piped to reversing valve 25. In the embodiment illustrated in the cooling mode of operation, reversing valve 25 directs ammonia to outdoor coil 28 where it is condensed and piped to reservoir 22 via checkflowrator 33 or a one-way thermostatic expansion valve (TXV) or other flow restrictor. Liquid ammonia is piped from reservoir 22 through checkflowrator 31 to the phase-change refrigerant heat exchange assembly 35 as will be described further hereinafter. The checkflowrators 31 and 33 are fully open, with virtually no restriction in the direction of the arrows, and act as expansion devices in the opposite direction. The specific configuration of the absorption heat pump may be selected from any of those systems illustrated in U.S. Patent No. Re. 36,684, including generator absorber heat exchange (GAX) including conventional commercially available single-effect and GAX chillers.

The phase-change heat transfer coupling assembly 35 includes a heat exchanger 24 in which heat is transferred between ammonia and a non-ammonia phase-change refrigerant. With the heat pump functioning in a cooling mode, ammonia is directed via reversing valve 25 through outdoor coil 28, acting as a condenser to reservoir 22, through expansion device 31 to heat exchanger 24. The heat transfer coupling assembly 35 includes an indoor coil 26 in heat transfer exposure with the interior of the indoor space or other area to be conditioned, a four-way valve 18, piping 20 and unidirectional pump 19 for selectively directing the phase-change refrigerant to and from the indoor coil.

In the cooling mode, the four-way valve 18 and pump 19 direct liquid phase-change refrigerant from heat exchanger 24 to indoor coil 26 where the liquid refrigerant is evaporated with the vapor phase directed back to heat exchanger 24.

In a heating mode, the direction of the phase-change refrigerant in the heat transfer coupling assembly 35 is reversed. If desired, the 4-way valve 18 and unidirectional pump may be replaced by a reversible pump, or the 4-way valve may be replaced with any suitable combination of 2-way and/or 3-way valves.

Fig. 5 schematically illustrates an aqua-ammonia GAX (generator absorber heat exchange) chiller apparatus incorporating the heat transfer coupling assembly 75 of the invention. The major components of the GAX chiller system include an absorber assembly 10 comprising an absorber 12 and an absorber heat exchange section 50 which includes an absorber heat exchanger 51 and a GAX heat exchanger 53. A generator assembly 11 includes a generator heat exchanger 35, boiler 46, adiabatic section 15 and a rectifier section 16. Condenser 28 condenses vaporized ammonia and directs it to a subcooler 45 for precooling the ammonia. The absorber and condenser heat exchangers may be air or water cooled whereas the rectifier 16 may be cooled by solution or water. A conventional GAX cooler is well known in the art, for example U.S. Patent Nos. 5,490,393 and 5,367,884 and is also described in the aforesaid Modahl et al. Modahl et al. Operation of the conventional GAX chiller shown is specifically described in U.S. Patent Application Serial No. 09/479,277 filed January 5, 2000 (ROCKYR.99A). The heat transfer coupling assembly 75 operates substantially as described in the previous drawings. The heat exchanger 39 acts as a condenser for the phase-change refrigerant which is condensed and the liquid pumped to indoor coil 26 by refrigerant pump 19. The indoor coil 26 acts as an evaporator to cool the load (conditioned space) to which it is exposed.

In Fig. 6, there is illustrated a GAX chiller/heater system. The apparatus includes a by-pass operation whereby ammonia vapor from the generator 11 may bypass condenser 28 whereby the vaporized ammonia is directed via pipe 72 to heat exchanger 39. Operation of valve 55 selectively shuts off the ammonia flow to the condenser 28.
and solenoid operated valve 74 selectively opens and closes the pipe 72. To provide a heating function, ammonia vapor from the generator passes to heat exchanger 39 which acts as a condenser for heating the vapor phase refrigerant in the heat transfer coupling assembly 75. The phase-change refrigerant in the heat transfer coupling is heated and vaporized in heat exchanger 39, with the refrigerant vapor passing to indoor coil 26, which acts as a condenser to provide heating to the space to which is exposed. A reversible 32 pump is used for pumping the liquid phase of the refrigerant in the heat transfer coupling assembly. Optionally, one or more reversing valves and unidirectional pump as shown in Fig. 4 may be used. To supply cooling to the indoor coil 26 which acts as an evaporator, the valves 55 and 74 will be operated selectively to allow ammonia vapor to pass through the condenser 28 whereby the by-pass pipe 72 is closed and the apparatus functions as a chiller like that illustrated and described in Fig. 5. Over-pumping of the phase change refrigerant will be carried out as described herein. Operation of the GAX-chiller/heater assembly components are fully described in the aforesaid 09/479,277 application.

Fig. 7 illustrates another embodiment of an integrated chiller-heater system in which gravity is used for returning ammonia refrigerant from heat exchanger 39 to the generator 11 via pipe 82 and solenoid operated valve 84, thus avoiding the need for a pump and the use of power for operating a pump for the ammonia. In a heating mode of operation, the condenser and absorber are not operated, nor is the absorption fluid pumped through the system. Instead, ammonia is simply heated and vaporized in the generator 11 and passed directly to the heat exchanger 39 via by-pass pipe 72 where it is condensed for supplying heat to the refrigerant in the heat transfer coupling assembly 75. Again, operation of the aqua-ammonia absorption system is fully described in the aforesaid application, Serial No. 09/479,277 filed on January 5, 2000 (ROCKYR.099A).

According to the invention, in the cooling or heating mode, more liquid phase-change heat transfer fluid is pumped to the indoor coil than is required to meet the heat load transfer at the indoor coil by refrigerant vaporization alone. Such a process, referred to as over-pumping, reduces the amount of heat transfer surface required to vaporize the phase-change refrigerant with fixed temperature approach and/or reduces pumping power, depending on how the process is optimized. As the heat transfer surface dries out in an indoor coil, heat transfer coefficients decrease requiring increases in the heat transfer surface. Liquid over-pumping eliminates areas of dry-out in the indoor coil heat transfer surface. However, excessive over-pumping is to be avoided to prevent a decrease in heat transfer coefficients. According to the invention, the amount of liquid over-pumping is between about 1% and about 100% and preferably about 2% to 25% excess liquid.

Likewise, in a heating mode, over pumping is useful in minimizing pumping power requirements. In a heating mode, phase-change refrigerant is condensed in the indoor coil and vaporized in the heat exchanger. Thus, in Fig. 6, in the heating mode, pump 32 will pump more liquid refrigerant from indoor coil 26 to heat exchanger 39 than will be vaporized in heat exchanger 39.

Referring to Fig. 8, a graph illustrating the effect of liquid refrigerant over-pumping to the indoor coil during cooling mode operation is illustrated. Fig. 8 shows pump power required as a function of over-pumping. These data, based on analysis and specific for R22 refrigerant and particular coil and tubing sizes, show minimum pump power
required in the range of 2 to 10% over pumping. The specific range of liquid refrigerant over-pumping depends on the heat transfer load requirements to be met by the indoor coil, phase-change fluid selection, coil design, and process temperatures. For example, if the selected phase-change refrigerant has a phase-change energy of 100 Btu/lb, a design load of 36,000 Btu/h, a minimum circulation rate of 360 lb/hr is necessary. However, more typically a circulation rate of 365 to 750 lb/hr will be used.

The specific phase-change refrigerants used in the heat transfer coupling include HFCs and HCFCs such as R22, R134a, R404a, R410a, R502, R123 and R507. Most refrigerants in common use in air conditioning systems (HVAC) will work for phase-change coupling, and it is desirable to use these refrigerants because they are readily commercially available, safe, compatible with normal piping materials, and are familiar to contractors and air conditioning engineers and technicians. Preferred refrigerants are ASHREA Safety Group A1 or A2 and UL Group 4, 5, and 6 refrigerant compositions. Use of such HVAC accepted refrigerants also ensures that pressures at cooling and heating temperatures are not excessively high or low. The use of the phase-change heat transfer coupling according to the present invention is advantageous over hydronic systems incorporating solutions of water and ethylene glycol or propylene glycol or other antifreeze liquids. As previously discussed, the electrical power requirements for pumping a phase-change refrigerant to the indoor coil are substantially lower. Because homes with central air conditioning or heat pumps are typically equipped with an indoor coil sized for vaporization of refrigerants, and piping connections between an outdoor unit and the indoor coil are also sized and designed for transport of phase-change refrigerants, retrofit costs are substantially lower. Commonly, existing piping in the home can be used for the phase-change heat transfer coupling with the aqua-ammonia air conditioning or heat pumps used in the systems of the present invention. Moreover, in addition to using existing piping, the existing indoor coil may be used as well, although some modifications may be required, such as removal of the expansion device (refrigerant restrictor) and modifications in the distributor. However, even if the existing indoor coil cannot be used, retrofit may be economically and conveniently accomplished by simply replacing the indoor coil, while utilizing existing piping between the outdoor unit and new indoor coil.

Different heat exchanger designs and structures may be used in the heat transfer coupling of the assembly. For example, the heat exchanger selected may be a tubes-in-a-tube design comprising a plurality of inner tubes aligned substantially parallel to the axis of a larger outer tube. Such a design is relatively inexpensive and has an advantage of low pressure drop within the heat exchanger. Referring to Fig. 1, the vapor phase of the non-ammonia phase-change refrigerant used in the heat transfer coupling 35 will be directed counter-current to the condensed ammonia refrigerant from reservoir 22 which becomes vaporized as it passes through the heat exchanger. Another useful heat exchanger design is a tube-in-a-tube version utilizing a single inner tube extending coaxially with an outer tube. The disadvantage of tube-in-a-tube type heat exchangers is that a substantial length of the tubing may be required to adequately exchange heat between the fluids. Typically, the length is much greater than the diameter of the outer tube. The length to diameter ratio is usually at least about 200. Yet another type of heat exchanger is a coil tube in a shell heat exchange structure. In this design, one fluid travels along the inner coiled tube which extends along the annular interior
of a shell through which the other fluid passes. Another heat exchanger uses a twisted tube design in which an inner tube is twisted and extends coaxially within an outer tube. A plate-type heat exchanger design incorporating a plurality of plates aligned generally parallel to one another between cover plates may also be used. Such a heat exchanger is compact and thus useful where space requirements are limited. A disadvantage is the thermal stress through the heat exchange components where a wide operating temperature range is required. Other heat exchanger designs may also be used within the purview of the invention. The selection of the heat exchange design to be used will be evident by those skilled in the art taking into consideration the respective advantages and disadvantages.
WHAT IS CLAIMED IS:

1. A process for operating an aqua-ammonia absorption cooling system or heating and/or cooling system for supplying cooling or heating to an indoor space, said system comprising:
   a heat exchange assembly (35, 35', 75) having a first heat exchanger (24, 24', 39) exterior to the indoor space to be heated and/or cooled, a second heat exchanger (26) in heat transfer exposure with the interior of said indoor space, piping in flow communication with said first and second heat exchangers and having a phase-change refrigerant other than ammonia therein, and a pump for pumping the liquid phase-change refrigerant between said first and second heat exchangers,
   The process characterized by pumping more of the liquid phase-change refrigerant from the heat exchanger in which refrigerant condensation occurs to the heat exchanger in which refrigerant vaporization occurs than is required to meet the heat load transfer in said heat exchanger for vaporizing said phase-change refrigerant alone.

2. The process of Claim 1 wherein the amount of liquid phase-change refrigerant pumped to the phase-change refrigerant vaporizing heat exchanger is between about 1% and about 100% more than required to meet the heat load transfer therein.

3. The process of Claim 1 wherein the amount of liquid phase-change refrigerant pumped to the phase-change refrigerant vaporizing heat exchanger is between about 2% and about 25% more than required to meet the heat load transfer therein.

4. The process of Claim 1 comprising pumping a fluorocarbon or a chlorofluorocarbon phase-change refrigerant, or mixtures thereof.

5. An apparatus for carrying out the process of Claim 1 wherein the absorption system is an aqua-ammonia chiller comprising an absorber assembly (10) and a generator assembly (11), wherein said first heat exchanger (24) comprises a condenser for said phase-change refrigerant and said second heat exchanger (26) comprises an evaporator for said phase-change refrigerant to provide cooling to the indoor space, and a pump (19) pumping more phase-change refrigerant to said second heat exchanger than is required therein for cooling the indoor space.

6. An apparatus for carrying out a process of Claim 1 wherein said absorption system is an aqua-ammonia chiller comprising a generator (11) and an absorber assembly (10) comprising an absorber (12), an absorber heat exchanger (51) and a generator/absorber heat exchanger (53), and including piping for directing at least a portion of ammonia rich absorption fluid from said absorber to said absorber heat exchanger and therefrom to said generator, and apparatus for transferring thermal energy from the generator/absorber heat exchanger to the generator, wherein said first heat exchanger (24) comprises a condenser for said phase-change refrigerant and said second heat exchanger (26) comprises an evaporator for said phase-change refrigerant to provide cooling to the indoor space, a pump (19) for pumping more phase-change refrigerant to said second heat exchanger (26) than is required therein for cooling the indoor space.
7. An apparatus for carrying out the process of Claim 1 wherein the absorption system is an aqua-ammonia heater comprising an absorber assembly (13) and a generator assembly (11), wherein said first heat exchanger (24) comprises an evaporator for said phase-change refrigerant and said second heat exchanger (26) comprises a condenser for said phase-change refrigerant to provide heating to the indoor space, and a pump (19) for pumping more phase-change refrigerant from said second heat (26) exchanger to said first heat exchanger than is required for vaporizing the phase-change refrigerant therein to meet the heat transfer load for supplying heat to the indoor space.

8. An apparatus for carrying out a process of Claim 1 wherein said absorption system is an aqua-ammonia heater comprising a generator (11) and an absorber assembly comprising an absorber, an absorber heat exchanger (13) and a generator/absorber heat exchanger (53), and including piping for directing at least a portion of ammonia rich absorption fluid from said absorber to said absorber heat exchanger and therefrom to said generator, and apparatus for transferring thermal energy from the generator/absorber heat exchanger to the generator, wherein said first heat exchanger (24, 24') comprises an evaporator for said phase-change refrigerant and said second heat exchanger (28) comprises a condenser for said phase-change refrigerant to provide heating to the indoor space, and a pump (19) for pumping more phase-change refrigerant from said second heat exchanger to said first heat exchanger than is required for vaporizing the phase-change refrigerant therein to meet the heat transfer load for supplying heat to the indoor space.

9. An apparatus for carrying out a process of Claim 1 wherein said aqua-ammonia absorption system is a heat pump comprising:

   an absorber assembly, a generator assembly, and an absorption fluid loop for directing absorption fluid between said absorber assembly and said generator assembly,

   a phase-change refrigerant heat exchange assembly (35) for selectively providing heating and cooling to the indoor space to be conditioned comprising a first heat exchanger (24) exterior to said indoor space and a second heat exchanger (26) in heat transfer exposure to said indoor space and capable of selectively functioning as an evaporator and a condenser, a pump (19) for circulating liquid phase-change refrigerant, and apparatus (18) for reversing the direction of circulation through the phase-change heat exchange assembly,

   apparatus for exchanging heat between said aqua-ammonia absorption system and said first heat exchanger, and

   a cycle reversing apparatus comprising one or more valves (25) and/or pumps cooperating with a refrigerant loop for selectively reversing the aqua-ammonia absorption cycles,

   wherein said first and said second heat exchangers are capable of functioning as a condenser and an evaporator for said phase-change refrigerant to provide heating or cooling to the indoor space, and a pump (19) for pumping more liquid phase-change refrigerant to said first or said second heat exchangers than is required to be vaporized therein for heating or cooling the indoor space, respectively.
10. An apparatus of Claim 9 wherein said absorber assembly comprises an absorber, an absorber heat exchanger and a generator/absorber heat exchanger, and including piping for directing at least a portion of ammonia rich absorption fluid from said absorber to said absorber heat exchanger and therefrom to said generator, and apparatus for transferring thermal energy from the generator/absorber heat exchanger to the generator.

11. An apparatus of Claims 9 or 10 wherein said pump for circulating liquid phase-change refrigerant is a reversible pump.

12. An apparatus of Claims 9 or 10 wherein said heat exchange assembly (35) includes one or more reversing valves (18) and wherein said pump for circulating liquid phase-change refrigerant is a unidirectional pump.

13. An apparatus for carrying out a process of Claim 1 wherein said aqua-ammonia absorption system comprises:

- an absorber assembly (10), a generator assembly (11), and an absorption fluid loop for directing absorption fluid between said absorber assembly and said generator assembly,
- a heat exchange assembly (35) for selectively providing heating and cooling to an indoor space to be conditioned comprising a first heat exchanger (24) exterior to said indoor space and a second heat exchanger (26) in heat transfer exposure to said indoor space and capable of selectively functioning as an evaporator and a condenser,
- an outdoor coil (28) comprising a third heat exchanger capable of selectively functioning as an evaporator and a condenser,
- a first refrigerant loop for directing ammonia between said first heat exchanger, said outdoor coil, said absorber and said generator, and
- a second refrigerant loop containing a phase-change refrigerant other than ammonia between said first heat exchanger and said second heat exchanger, and a pump (19) capable of pumping more liquid phase-change refrigerant to said second heat exchanger than is required to meet the heat exchange load transfer therein.

14. An apparatus of Claim 13 including a reservoir (22) for condensed ammonia and wherein said first refrigerant loop includes piping for directing condensed ammonia from said outdoor coil (28) to said reservoir and from said reservoir to said first heat exchanger.

15. An apparatus of Claim 13 including a reversing valve (25) cooperating with said first refrigerant loop for selectively directing ammonia to said first or said outdoor coil and for directing ammonia from said first heat exchanger or said outdoor coil to the absorber.

16. An apparatus of Claim 15 wherein said reversing valve comprises a four-way valve.

17. An apparatus of Claim 13 wherein said absorber assembly comprises an absorber, an absorber heat exchanger and a generator/absorber heat exchanger, and including piping for directing at least a portion of ammonia rich absorption fluid from said absorber to said absorber heat exchanger and therefrom to said generator, and apparatus for transferring thermal energy from the generator/absorber heat exchanger to said generator.
18. An apparatus of Claim 13 wherein said pump is a reversible pump.

19. An apparatus of Claim 13 wherein said second refrigerant loop includes one or more reversing valves (18) and wherein said pump is a unidirectional pump.

20. An apparatus for carrying out the process of Claim 1 wherein said aqua-ammonia absorption system is a chiller/heater comprising:

   an absorber assembly (10),

   a generator assembly (11),

   an absorption fluid loop for directing absorption fluid between said absorber and generator assemblies, said absorption fluid loop comprising first piping for directing ammonia rich absorption fluid from said absorber assembly to said generator assembly and second piping for directing ammonia weak absorption fluid from said generator assembly to said absorber assembly,

   a condenser (28),

   a first heat exchanger (38) for selectively functioning as a condenser or an evaporator,

   a first refrigerant loop for directing ammonia between said generator assembly, condenser, first heat exchanger and absorber assembly,

   refrigerant by-pass piping (72) for directing ammonia from said generator assembly to said first heat exchanger without passing through said condenser, and

   a second refrigerant loop for directing a phase-change refrigerant other than ammonia, and for selectively providing heating and cooling to an indoor space to be conditioned, said second loop comprising a second heat exchanger (26) in heat transfer exposure to said indoor space and capable of selectively functioning as an evaporator and a condenser.

21. An apparatus of Claim 20 including one or more operable valves (55, 74) cooperating with said refrigerant by-pass piping for selectively opening and closing said by-pass piping.

22. An apparatus of Claim 20 wherein said absorber assembly comprises an absorber and an absorber heat exchanger and wherein said absorption fluid loop directs absorption fluid in heat transfer communication in said absorber heat exchanger and therefrom to said generator assembly.

23. An apparatus of Claim 20 wherein said absorber assembly comprises an absorber, an absorber heat exchanger and a generator/absorber heat exchanger and wherein said absorption fluid loop directs at least a portion of ammonia rich absorption fluid to said absorber heat exchanger and therefrom to said generator, and apparatus for transferring thermal energy from the generator/absorber heat exchanger to said generator.

24. An apparatus of Claim 20 wherein said first heat exchanger is elevated above said generator assembly to provide gravity flow of condensed refrigerant from said first heat exchanger to said generator assembly via said refrigerant conduit.

25. An apparatus of Claim 24 including one or more operable valves (55, 74) cooperating with said refrigerant by-pass piping for selectively opening and closing said by-pass piping.
26. An apparatus of Claim 6, 8, 10, 17 or 23 wherein said apparatus for transferring thermal energy from said generator/absorber heat exchanger to the generator comprises piping for routing a portion of the ammonia-rich absorption fluid through the generator/absorber heat exchanger before it is routed to the generator.
# INTERNATIONAL SEARCH REPORT

**PCT/US 01/42489**

## A. CLASSIFICATION OF SUBJECT MATTER

**IPC** 7 F25B29/00 F25B15/04

According to International Patent Classification (IPC) or to both national classification and IPC

## B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

**IPC** 7 F25B F28D H05K

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal, WPI Data, PAJ

## C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>&amp; US 6 220 341 A (IDEI NOBUHIRO ET AL) 24 May 2001 (2001-05-24) column 8, line 4 -column 24, line 59; figures 1-11</td>
<td>-/---</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:

- **A** document defining the general state of the art which is not considered to be of particular relevance.
- **E** earlier document but published on or after the international filing date.
- **L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified).
- **O** document referring to an oral disclosure, use, exhibition or other means.
- **P** document published prior to the international filing date but later than the priority date claimed.

**"** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention.

**"X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone.

**"Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

**"** document member of the same patent family.

**X** Further documents are listed in the continuation of box C.

**X** Patent family members are listed in annex.

Date of the actual completion of the international search

12 March 2002

Date of mailing of the international search report

19/03/2002

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2 NL – 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, Fax: (+31-70) 340-3016

Authorized officer

Boets, A

Form PCT/SA/210 (second English) (July 1999)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5 799 502 A (KATO TOMOHIKO ET AL) 1 September 1998 (1998-09-01)</td>
<td>6,8-10, 12,13, 15,17, 19,22, 23,26</td>
</tr>
<tr>
<td></td>
<td>column 9, line 12 -column 22, line 9; figures 1-11</td>
<td></td>
</tr>
<tr>
<td></td>
<td>column 4, line 9 -column 6, line 65; figures 3-8</td>
<td></td>
</tr>
<tr>
<td></td>
<td>column 2, line 41 -column 8, line 19; figures 1-3</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 5 456 086 A (HANNA WILLIAM T) 10 October 1995 (1995-10-10)</td>
<td>6,8,10, 12,17, 19,22, 23,26</td>
</tr>
<tr>
<td></td>
<td>column 3, line 61 -column 9, line 15; figures 1-7</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 4 903 761 A (CIMA RICHARD M) 27 February 1990 (1990-02-27)</td>
<td>1,5-9, 13,20</td>
</tr>
<tr>
<td></td>
<td>column 8, line 4 -column 16, line 56; figures 1-18</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 5 375 650 A (MIZUNO TSUKASA) 27 December 1994 (1994-12-27)</td>
<td></td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>JP 11211150 A</td>
<td>06-08-1999</td>
<td>CN 1226662 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6220341 B1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 9042796 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1152104 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69615481 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0757215 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT 205931 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 6152396 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2222735 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69615363 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0832402 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2163026 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9700409 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5941089 A</td>
</tr>
<tr>
<td>US 5456086 A</td>
<td>10-10-1995</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2082896 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0544163 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5458185 A</td>
</tr>
</tbody>
</table>