Kentarō; c/o TOYOTA JIDOSHA KABUSHIKI KAISHA, of 1, Toyota-cho, Toyota-shi, Aichi-ken, 471-8571 (JP).


Published: — with international search report (Art. 21(3))

[Continued on next page]

(54) Title: CONNECTING STRUCTURE FOR WINDSHIELD GLASS AND COWL LOUVER, MOLDING FOR CONNECTING STRUCTURE FOR WINDSHIELD GLASS AND COWL LOUVER, AND COMBINATION STRUCTURE FOR CONNECTING STRUCTURE

(57) Abstract: A connecting structure (16) includes a molding (18) having a fixed portion (18A) that is fixed on an inner surface of a lower edge of a windshield glass (10), and a fitting portion (18B) that receives an engagement rib (14) that protrudes downward from a location near an upper edge of a cowl louver (12), wherein the engagement rib and the fitting portion include slip-out prevention projections (24, 22) that prevent the engagement rib from slipping out. On both sides of the engagement rib are provided elastic lips (32) and (34) that are supported by the fitting portion, and these elastic lips extend in the extending direction of the engagement rib (14) and press on the engagement rib at a side closer to a tip of the engagement rib than the slip-out prevention projections, these elastic lips press each other in opposite directions.
before the expiration of the time limit for amending the
claims and to be republished in the event of receipt of
amendments (Rule 48.2(h))
CONNECTING STRUCTURE FOR WINDSHIELD GLASS AND COWL LOUVER, MOLDING FOR CONNECTING STRUCTURE FOR WINDSHIELD GLASS AND COWL LOUVER, AND COMBINATION STRUCTURE FOR CONNECTING STRUCTURE

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a windshield glass and a cowl louver for a vehicle such as an automobile, and more particularly to a connecting structure therefor.

2. Description of Related Art

[0002] In a vehicle such as an automobile, a windshield glass and a cowl louver located toward the vehicle front side are connected by a molding interposed therebetween. The cowl louver has, near an upper edge thereof, an engagement rib that protrudes inward of the vehicle and extends along the upper edge, and the molding has a fixed portion that is fixed to an inner surface of a lower edge of the windshield glass and a fitting portion that receives the engagement rib.

[0003] A pair of engagement claws that protrudes in a direction away from each other are provided at the tip of the engagement rib on both sides thereof in a width direction thereof, and a pair of engagement projections that cooperates with corresponding engagement claws is provided on an inner surface of the fitting portion. When the engagement rib is fit into the fitting portion up to a predetermined position, the cowl louver is connected to the windshield glass in a predetermined positional relationship with respect to the windshield glass by a molding. Further, the respective engagement protrusions are engaged with corresponding engagement claws, thereby preventing the engagement rib from slipping out from the fitting portion.

[0004] For example, Published Japanese Translation of PCT application No. 2011-520694 (JP 2011-520694 A) described below discloses a connecting structure between a windshield glass and a water tank, the water tank corresponding to a cowl louver, in which one of the engagement projections is replaced by an elastically deformable engagement member that is fixed to the inner surface of the fitting portion. According to this connecting structure, since engagement means for cooperating with one of the engagement claws is an elastically deformable member, the engagement rib can be fit into the fitting portion more easily as compared to a case where both engagement
means such as the projections are a part of the fitting portion and less elastically deformable than the engagement members.

[0005] The connecting structure of the related art includes a sealing member interposed between the lower edge end of the windshield glass and the upper edge of the cowl louver (water tank) such that the entry of rain between the cowl louver and the molding is prevented by the sealing member. Accordingly, the engagement claws provided at the tip of the engagement rib and the engagement projections cooperating therewith are not intended to exert a water preventive effect of preventing the entry of water via the clearance between the engagement rib and the engagement projections.

[0006] Accordingly, due to dimensional and geometrical tolerances of manufacture and assembly of each member and due to geometrical and dimensional changes of each member over time, a clearance may form between the sealing member and the upper edge of the cowl louver, which may lead to entry of water between the cowl louver and the molding. Consequently, the connecting structure of the related art for connecting the windshield glass and the cowl louver requires some improvement in terms of effectively preventing entry of water into vehicle interior.

SUMMARY OF THE INVENTION

[0007] According to the present invention, the connecting structure between the windshield glass and the cowl louver effectively prevents the entry of water into vehicle interior via the clearance between the cowl louver and the molding, regardless of the dimensional and geometrical tolerances of manufacture and assembly of each member which constitutes the connecting structure and geometrical and dimensional changes of each member over time.

[0008] According to one aspect of the present invention, the invention provides a connecting structure for a windshield glass and a cowl louver, including: a molding having a fixed portion that is fixed on an inner surface of a lower edge of the windshield glass, and a fitting portion that receives an engagement rib that protrudes downward from a location near an upper edge of the cowl louver and that extends along the upper edge, in which the engagement ribs and the fitting portion include slip-out prevention projections that prevents slipping out of the engagement rib from the fitting portion by cooperation of the slip-out prevention projections. The invention also provides a molding for the connecting structure for a windshield glass and a cowl louver, including: a fixed portion that is fixed on an inner surface of a lower edge of the windshield glass; and a fitting portion that receives an engagement rib that protrudes downward from a location near an
upper edge of the cowl louver and that extends along the upper edge; in which the engagement rib and the fitting portion include slip-out prevention projections that prevent slipping out of the engagement rib from the fitting portion by cooperation of the slip-out prevention projections. The invention also provides a combination structure of a windshield glass and a molding for a connecting structure for a windshield glass and a cowl louver, in which the molding is fixed at a fixed portion on an inner surface of a lower edge of the windshield glass, the molding is provided with a fitting portion that receives an engagement rib that protrudes downward from a location near an upper edge of the cowl louver and that extends along the upper edge, and the engagement rib and the fitting portion are provided with or include slip-out prevention projections that prevent slipping out of the engagement rib from the fitting portion by cooperation of the engagement rib and the fitting portion, and preferably, by cooperation of the slip-out prevention projections thereof.

[0009] In any of the above-described connecting structure, molding, and the combination structure of the molding and the windshield glass, the molding is provided with a first and a second elastic lips. The first elastic lip is supported by the fitting portion on the windshield glass side with respect to the engagement rib, and the second elastic lip is supported by the fitting portion on the opposite side of the first elastic lip with respect to the engagement rib. The first and the second elastic lips press on the engagement rib at a side closer to the tip of the engagement rib than the slip-out prevention projections, and the first and the second elastic Tips press each other in opposite directions.

[0010] Therefore, according to the above-described structure, even if water enters the fitting portion of the molding via a clearance between the windshield glass and the cowl louver, the first elastic lip prevents that water from entering inside the fitting portion via a clearance between the engagement rib and the first elastic lip. Also, even if water enters inside the fitting portion via the clearance between the engagement rib and the first elastic lip, the second elastic lip prevents that water from entering further inside the fitting portion via the clearance between the engagement rib and the second elastic lip.

[0011] Further, the first and the second elastic lips elastically press on the engagement rib in opposite directions. Therefore, even if dimensional and geometrical tolerances from manufacture and assembly of each member of the connecting structure exist, and even if the geometry and dimensions of each member changes over time, the first and the second elastic lips will maintain the state where they are in close contact.
with the engagement rib, whereby exerting the water preventive function by preventing the entry of water via the clearance between the first and the second elastic lips. Therefore, entry of water to vehicle interior can be prevented by two elastic lips.

[0012] Also, the first and the second elastic lips press on the engagement rib in opposite directions at a side closer to the tip of the engagement rib than the slip-out prevention projections of the engagement rib and the fitting portion. Accordingly, the slip-out prevention projections of the engagement rib and the fitting portion are not expected to possess the water preventive function, and the slip-out prevention projections only need to serve the function of preventing slipping out of the engagement rib from the fitting portion.

[0013] Further, the first and the second elastic lips do not engage with the slip-out prevention projections of the engagement rib and the fitting portion when fitting the engagement rib into the fitting portion during assembly of the connecting structure or when pulling out the engagement rib from the fitting portion during disassembly of the connecting structure. Consequently, elasticity and rigidity of the first and the second elastic lips can be increased to enhance the water preventive function as compared to the case where the first and the second elastic lips engage with the slip-out prevention projections and go through an excessive elastic deformation. Also, deterioration of such water preventive function and durability due to elastic deformation of the first and the second elastic lips in excess can be avoided.

[0014] Also, in the above-mentioned connecting structure, a reference direction is a direction perpendicular to the protrusion direction and the extending direction of the engagement rib, the sum of the lengths of the first and the second elastic lips protruding from the inner surfaces of the fitting portion in the reference direction may be greater than a value obtained by subtracting a thickness of the engagement rib in the reference direction from a distance between the inner surfaces of the fitting portion in the reference direction in the free state before the engagement rib is fit into the fitting portion.

[0015] According to the above-described structure, the first and second elastic lips are compressed in the reference direction to be elastically deformed, which surely ensures the state where the first and second elastic lips press on the engagement rib due to a reaction force of the elastic deformation.

[0016] Further, according to the above-mentioned structure, in a sectional view taken along a longitudinal direction of a vehicle, the cowl louver is relatively pivotable, with respect to the molding, about a pivoting point that is located at a part where the slip-out prevention projections of the engagement rib and the fitting portion are engaged
with each other. A reference point is a foot of a perpendicular drawn from the pivoting point to a centerline of the engagement rib, a first distance and a second distance are distances from the reference point to positions where the first and second elastic lips press on the engagement rib, the first distance and the second distance are expressed in terms of a distance in a protruding direction of the engagement rib. Pressing forces of the first and second elastic lips pressing on the engagement rib are represented by a first pressing force and a second pressing force, and a ratio of the first pressing force to the second pressing force may be greater than the ratio of the second distance to the first distance.

[0017] Suppose that moments that act on the molding about the reference point by the first pressing force and the second pressing force are the first and the second moments, respectively. The first moment acts in the direction pushing the upper edge of the cowl louver toward the windshield glass, and the second moment acts in the opposite direction as the first moment. In the case where the ratio of the first pressing force against the second pressing force is greater than the ratio of a distance Ly2 against a distance Ly1, the first moment will be greater than the second moment. Consequently, the upper edge of the cowl louver can be surely pushed toward the windshield glass by pressing forces of the first and second elastic lips.

[0018] Also, in the above-mentioned connecting structure, the slip-out prevention projections of the engagement rib and the fitting portion may be provided on the windshield glass side with respect to the engagement rib.

[0019] According to the above-described structure, the slip-out prevention projections of the engagement rib and fitting portion press each other by the pushing force applied on the cowl louver toward the windshield glass. Accordingly, even in a case where the distance between the engagement rib and the fitting portion is quite apart due to dimensional and geometrical tolerances of each member, the slip-out prevention projections of the engagement rib and the fitting portion maintain the state of being engaged with each other, therefore effectively preventing the engagement rib from slipping out of the fitting portion.

[0020] Further, the slip-out prevention projections of the engagement rib and the fitting portion do not have to be provided on the opposite side of the windshield glass with respect to the engagement rib. Consequently, the connecting structure may be simplified as compared to the case where the slip-out prevention projections of the engagement rib and the fitting portion are provided on both sides of the engagement rib, and, the fitting of the engagement rib into the fitting portion during assembly and pulling
out of the engagement rib from the fitting portion during disassembly can be performed easily.

[0021] Further, according to the above-mentioned connecting structure, the position where the first elastic lip presses on the engagement rib may be a side closer to the tip of the engagement rib than the position where the second elastic lip presses on the engagement rib.

[0022] According to the above-described structure, since the first elastic lip presses on the engagement rib at the side closer to the tip of the engagement rib than the second elastic lip, the root portion of the engagement rib is subject to a moment in the direction in which it is pushed against the windshield glass. Accordingly, the upper edge of the cowl louver is pushed against the windshield glass, whereby the possibility of a clearance spreading between the upper edge of the cowl louver and the lower edge of the windshield glass due to dimensional and geometrical tolerances and the like of the members can be reduced.

[0023] Further, in the above-mentioned connecting structure, the first and second elastic lips may extend in the extending direction of the engagement rib.

[0024] According to the above-described structure, the first and second elastic lips are in frictional engagement with the engagement rib along the extending direction of the engagement rib. Therefore, for example, once the cowl louver and the molding are connected by the engagement rib being fit into the fitting portion, relative displacement of the cowl louver and the molding can be effectively reduced even when a relative force in the lateral direction of the vehicle acts between the cowl louver and the molding.

[0025] Also, in the above-mentioned connecting structure, the engagement rib does not protrude in the direction approaching the inner surface of the fitting portion on the side closer to the tip of the engagement rib than the position where the first elastic lip press on the engagement rib, and the engagement rib does not need to protrude in the direction approaching the inner surface of the fitting portion on the side closer to the tip of the engagement rib than the position where the second elastic lip press on the engagement rib.

[0026] According to the above-described structure, when fitting the engagement rib into the fitting portion or when pulling out the engagement rib from the fitting portion, the first and second elastic lips are not forced to go through elastic deformation by the engagement rib with the force that is larger than the force in the assembled state. As a result, as compared to the case where the engagement rib has a protrusion, fitting of the engagement rib into the fitting portion during assembly and pulling out of the
engagement rib from the fitting portion during disassembly can be performed easily. Also, the possibility of decreasing the pressing force of the first and second elastic lips and deteriorating durability of the first and second elastic lips due to excessive elastic deformation of the first and second elastic lips can be reduced.

[0027] In the above-mentioned connecting structure, a thickness of the main body of the engagement rib may be constant, or it may be gradually decreased toward the tip of the main body of the engagement rib.

[0028] In the above-mentioned connecting structure, the first and the second elastic lips are integrally connected with the fitting portion at the roots thereof, respectively, and at least one of the first and the second elastic lips may be inclined toward a fitting direction of the engagement rib in the free state before the engagement rib is fit into the fitting portion.

[0029] According to the above-described structure, the engagement rib can be easily fit into the fitting portion as compared to the case where the first and the second elastic lips are not inclined or the case where the first and the second elastic lips are inclined in the opposite direction as the fitting direction of the engagement rib. Also, by simply fitting the engagement rib into the fitting portion, the first and the second elastic lips may be properly brought into a state where they press on the engagement rib and are in close contact with the engagement rib. Further, even if a force in the direction of pulling out the engagement rib from the fitting portion acts on the engagement rib, the first and second elastic lips can prevent the engagement rib from being pulled out from the fitting portion owing to the friction force with the engagement rib.

[0030] In the above-mentioned connecting structure, the molding may include an interposed portion that is interposed between the lower edge of the windshield glass and the upper edge of the cowl louver, and an opposing face of the interposed portion that opposes the cowl louver of the interposed portion is inclined toward the lower edge of the windshield glass as the opposing face approaches the outer end of the interposed portion. The upper edge of the cowl louver may include an opposing face of the cowl louver that opposes the opposing face of the interposed portion and that inclines in the same direction as the opposing face of the interposed portion, and the opposing face of the interposed portion and the opposing face of the cowl louver may overlap each other as seen from a direction perpendicular to the outer surface of the upper edge of the cowl louver.

[0031] According to the above-described structure, inside of the fitting portion is not visible even when seen in the direction perpendicular to the outer surface of the
upper edge of the cowl louver. Accordingly, an estheticity of the connecting structure can be improved as compared to the case where inside the fitting portion is visible. Also, as compared to the case where the opposing faces of the interposed portion and the cowl louver are not inclined, the direction in which the opposing face of the cowl louver is pushed against the opposing face of the interposed portion by pressing forces of the first and the second elastic lips can be made close to a direction perpendicular to the opposing faces thereof. Therefore, as compared to the case where the opposing faces of the interposed portion and the cowl louver are not inclined, the possibility of a clearance spreading between the opposing faces thereof due to dimensional and geometrical tolerances and the like of the members can be effectively reduced.

[0032] Further, in the above-mentioned connecting structure, the cowl louver may include a plurality of first auxiliary ribs that extend in the longitudinal direction of the vehicle on the windshield glass side with respect to the engagement rib and that are spaced apart from each other in the lateral direction of the vehicle, and the slip-out prevention projections of the engagement rib may be provided on the first auxiliary ribs.

[0033] According to the above-described structure, the slip-out prevention projections of the engagement rib are provided on the first auxiliary ribs, and are spaced apart from each other in the lateral direction of the vehicle. Therefore, as compared to the case where the slip-out prevention projections are provided on the engagement rib and extend in the lateral direction of the vehicle, the dimensional and geometrical tolerances necessary for the slip-out prevention projections of the engagement rib can be increased.

[0034] In the above-mentioned connecting structure, the cowl louver may include a plurality of first auxiliary ribs that extend in the longitudinal direction of a vehicle on the windshield glass side with respect to the engagement rib and that are spaced apart from each other in the lateral direction of the vehicle, and the first auxiliary ribs may have a pinched and pressured portion that is pinched and pressured between the opposing face of the interposed portion and the opposing face of the cowl louver.

[0035] According to the above-described structure, the pinched and pressured portion of the first auxiliary rib is pinched and pressured between the opposing face of the interposed portion and the opposing face of the cowl louver, and the two opposing faces are spaced apart by the pinched and pressured portion. Accordingly, as compared to the case where the upper edge of the cowl louver and the molding come in direct contact, the dimensional and geometrical tolerances necessary for the upper edge of the cowl louver and the molding that come in contact thereto can be increased.
According to the above-mentioned connecting structure, the cowl louver may include a plurality of second auxiliary ribs that extend in the longitudinal direction of the vehicle on the opposite side of the windshield glass with respect to the engagement rib and that are spaced apart from each other in the lateral direction of the vehicle. The fitting portion may engage with the inner side of the cowl louver and the second auxiliary ribs at the tip portion of the fitting portion on the opposite side of the fixed portion with respect to the engagement rib.

According to the above-described structure, the fitting portion at the tip portion on the opposite side of the fixed portion with respect to the engagement rib is positioned by being engaged with the inner surface of the cowl louver and the second auxiliary ribs. As compared to the case where the tip portion of the fitting portion is not engaged with the inner surface of the cowl louver and the second auxiliary rib, the tip portion of the fitting portion can be accurately positioned with respect to the inner surface of the cowl louver and the second auxiliary rib. Therefore, the fitting portion can be accurately positioned with respect to the cowl louver and the engagement rib.

Particularly, when both the first and the second auxiliary ribs are provided, the positional relationship between the cowl louver and the molding is determined by engagement of the first and the second auxiliary ribs with the molding. Accordingly, as compared to the case where the cowl louver and the molding are engaged with each other over a wide range in the vehicle width direction without providing the first and the second auxiliary ribs, for example, positioning of the cowl louver and the molding can be tuned easily.

In the above-mentioned connecting structure, a stopper may be integrally provided on the inner surface of the cowl louver on the opposite side of the engagement rib with respect to the second auxiliary rib at a position spaced apart therefrom.

In the above-mentioned connecting structure, the interposed portion of the molding supports a cover at the tip portion thereof. The cover protrudes from the tip portion of the interposed portion toward the upper edge of the cowl louver, and extends along the entire molding width. The cover may also be in contact with the outer surface of the upper edge of the cowl louver at the tip.

BRIEF DESCRIPTION OF THE DRAWINGS

Features, advantages, and technical and industrial significance of exemplary embodiments of the invention will be described below with reference to the accompanying drawings, in which like numerals denote like elements, and wherein:
FIG. 1 is a sectional view of the connecting structure for the windshield glass and the cowl louver according to a first embodiment of the present invention, which is a vertical section along a longitudinal direction of a vehicle not shown;

FIG. 2 is a sectional view of a molding according to the first embodiment in its free state;

FIG. 3 is a pattern diagram for explaining force that is generated by first and second elastic lips and that acts on a main body of the engagement rib, and for explaining moment and the like generated by such force;

FIG. 4 is a sectional view of main portions of the connecting structure for the windshield glass and the cowl louver according to a first modification example of the present invention, which is a vertical section along a longitudinal direction of a vehicle not shown; and

FIG. 5 is a sectional view of main portions of the connecting structure for the windshield glass and the cowl louver according to a second modification example of the present invention, which is a vertical section along a longitudinal direction of a vehicle not shown.

DETAILED DESCRIPTION OF EMBODIMENTS

[0042] Preferred embodiments and modification examples of the present invention will be explained in detail with reference to the attached drawings.

[0043] [First embodiment] FIG. 1 is a sectional view of the connecting structure for the windshield glass and the cowl louver according to a first embodiment of the present invention, which is a vertical section along a longitudinal direction of a vehicle not shown, and FIG. 2 is a sectional view of a molding according to the first embodiment in a free state. In FIG. 1, L and H respectively denote the forward- and upward-directions of the vehicle, and a transverse direction W of the vehicle denote the directions perpendicular to L and H, that is, a direction perpendicular to the paper surface of FIG. 1. The same is true for all other figures.

[0044] In FIG. 1, reference numeral 10 denotes a windshield glass of a vehicle such as an automobile, and 12 denotes a cowl louver located toward the vehicle front side with respect to the windshield glass 10. The windshield glass 10 has a three-layer structure in which an outer glass 10X, an inner glass 10Y, and a resin layer 10Z interposed therebetween are integrally joined with each other. The cowl louver 12 extends in a lateral direction of a vehicle along a lower edge 10A of the windshield glass 10. On an inner surface side of a position close to an upper edge 12A, an engagement
rib 14 that protrudes perpendicularly toward the vehicle interior with respect to a panel surface of the cowl louver 12 is provided.

[0045] A connecting structure 16 for connecting the windshield glass 10 and the cowl louver 12 includes a lower edge 10A of the windshield glass 10, lower portion of the upper edge 12A of the cowl louver 12, and a molding 18 disposed therebetween. The molding 18 includes a fixed portion 18A which is to be fixed by a double-sided adhesive tape 20, for example, to an inner surface of the lower edge 10A, a fitting portion 18B that receives the engagement rib 14 of the cowl louver 12, and an interposed portion 18C that is to be interposed between the lower edge 10A and the upper edge 12A. The cowl louver 12 and the molding 18 are formed by molded resin, and an inserted body 18D made from elastically deformable metal sheet such as an aluminum sheet is embedded in the fixed portion 18A and the fitting portion 18B of the molding 18.

[0046] According to the illustrated embodiment, the engagement rib 14 includes a main body 14A that protrudes perpendicularly with respect to the panel surface of the upper edge 12A of the cowl louver 12, a first auxiliary rib 14B located on the windshield glass 10 side with respect to the main body 14A, and a second auxiliary rib 14C located on the opposite side of the first auxiliary rib 14B with respect to the main body 14A and that meshes with the first auxiliary rib 14B. The main body 14A extends in the lateral direction of the vehicle substantially across the entire width of the cowl louver 12. On the other hand, a plurality of first auxiliary ribs 14B and second auxiliary ribs 14C are provided spaced apart from each other in the lateral direction of the vehicle, respectively. Further, the first auxiliary ribs 14B and the second auxiliary ribs 14C are integrally formed with the main body 14A and the upper edge 12A, and extend along the longitudinal direction L of the vehicle.

[0047] Also, in the illustrated embodiment, A reference direction X is the direction perpendicular to the protrusion direction and the extending direction of the main body 14A, the dimensions of the main body 14A in the reference direction, that is, a thickness, is constant except for the root portion of the main body 14A. At the root portion of the main body 14A on the windshield glass 10 side, a recess 14D that extends in the lateral direction of the vehicle between the first auxiliary ribs 14B is provided. The recess 14D is provided to reduce generation of solidification shrinkage at other regions during forming of the cowl louver 12.

[0048] The fitting portion 18B has substantially U-shaped cross section with a pair of side walls located on both sides of the engagement rib 14 and a bottom wall that integrally connects the lower ends of the pair of side walls so as to receive the main body
14A of the engagement rib 14 from a distance further away than the length of the main body 14A. Further, the fitting portion 18B is engaged with an inner surface 12B of the cowl louver 12 and the second auxiliary rib 14C at the tip portion on the opposite side of the fixed portion 18A with respect to the engagement rib 14. The engagement portion between the tip portion of the fitting portion 18B and the second auxiliary rib 14C is inclined with respect to the panel surface of the cowl louver 12 and the main body 14A of the engagement rib 14.

[0049] On the inner surface of the fitting portion 18B adjacent the interposed portion 18C, a projection 22 that protrudes toward the main body 14A and that extends in the lateral direction of the vehicle substantially along the entire width of the molding 18 is provided. A projection 24 that protrudes toward the windshield glass 10 at a side closer to the tip of the main body 14A than the projection 22 is provided on the first auxiliary rib 14B such that the projections 22 and 24 cooperate with each other to function as a slip-out prevention projection that controls the engagement rib 14 from slipping out from the fitting portion 18B.

[0050] The tip portion of the fitting portion 18B, that is, the end portion on the opposite side of the windshield glass 10 with respect to the engagement rib 14, has an inclined surface 26 inclined so as to face both the upper edge 12A of the cowl louver 12 and the main body 14A of the engagement rib 14, and the inclined surface 26 provided such that it comes into contact with an inclined surface 28, that is provided on the second auxiliary rib 14C of the engagement rib 14 and that is inclined in a same direction as the inclined surface 26, in a pressured state. Further, at the tip portion of the fitting portion 18B, a contact portion 30 that is integrally molded by a resin softer than the resin used for forming the molding 18 is provided. The contact portion 30 comes into contact with the inner surface of the cowl louver 12 on the side opposite of the main body 14A with respect to the second auxiliary rib 14C in a pressured state.

[0051] An inner surface 18BA of the fitting portion 18B located on the windshield glass 10 side with respect to the main body 14A of the engagement rib 14 extends substantially parallel to the surface of the main body 14A. A first elastic lip 32 that is inclined and that extends toward the tip of the main body 14A with respect to the direction perpendicular to the main body 14A is provided on the inner surface 18BA. Further, an inner surface 18BB of the fitting portion 18B located on the opposite side of the windshield glass 10 with respect to the main body 14A of the engagement rib 14 extends substantially parallel to the surface of the main body 14A expect for a region opposing the tip portion of the main body 14A. A second elastic lip 34 that is inclined
and that extends toward the tip of the main body 14A with respect to the direction perpendicular to the main body 14A is provided on the inner surface 18BB.

[0052] The first elastic lip 32 and the second elastic lip 34 extend in the direction the engagement rib 14 extends, that is, in the lateral direction of the vehicle. Further, the first elastic lip 32 and the second elastic lip 34 are molded integrally with the fitting portion 18B with a same resin that is softer than the resin used for forming the molding 18, and the tip portion substantially has a semicircular cross section. In the illustrated embodiment, the first elastic lip 32 is located at a side closer to the tip of the main body 14A than the second elastic lip 34. Also, the first elastic lip 32 is thicker than the second elastic lip 34, and the radius of cross section at the tip portion of the first elastic lip 32 is also larger than that of the second elastic lip 34.

[0053] As shown in FIG. 2, the first elastic lip 32 and the second elastic lip 34 are inclined such that the tips thereof are located below the roots thereof even in their free states before the engagement rib 14 is fit into the fitting portion 18B. Lengths of the first elastic lip 32 and the second elastic lip 34 protruding from the inner surfaces 18BA and 18BB of the fitting portion 18B in the reference direction X in their free states are represented by L1 and L2, respectively. The sum of lengths L1 and L2, L1 + L2, is larger than a value Lx-T obtained by subtracting the thickness T of the main body 14A of the engagement rib 14 in the reference direction from a distance Lx between the inner surfaces 18BA and 18BB of the fitting portion 18B in the reference direction X.

[0054] Also, the length L1 is greater than a distance D1 between the inner surface 18BA and the surface of the main body 14A of the engagement rib 14 in the reference direction, and the length L2 is greater than a distance D2 between the inner surface 18BB and the surface of the main body 14A of the engagement rib 14 in the reference direction. Further, a difference L1-D1 between length L1 and distance D1 is equal to or greater than a difference L2-D2 between length L2 and distance D2. Specifically, the difference L1-D1 is preferably greater than the difference L2-D2 so as to ensure that the pressing force of the first elastic lip 32 acting on the engagement rib 14 is greater than the pressing force of the second elastic lip 34 acting on the engagement rib 14.

[0055] Accordingly, when the engagement rib 14 is fit into the fitting portion 18B, the first elastic lip 32 and the second elastic lip 34 are pressed downward and at the same time are pressed toward the inner surfaces 18BA and 18BB, whereby the first elastic lip 32 and the second elastic lip 34 are elastically deformed so as to be curved downward. As a result, the first elastic lip 32 and the second elastic lip 34, with the tip
portions thereof, come in close contact with the surface of the main body 14A at a side closer to the tip of the engagement rib 14 than the slip-out prevention projections 22 and 24, and at the same time press against the main body 14A in opposite directions with pressing forces F1 and F2, respectively.

[0056] As shown in FIG.1 and FIG. 2, an opposing face 18CS of the molding 18 that opposes the cowl louver 12 is inclined toward the lower edge 10A of the windshield glass 10 as it approaches an outer end of the interposed portion 18C. The upper edge 12A of the cowl louver 12 has an opposing face 12AS that opposes the opposing face 18CS and that is inclined toward the same direction as the opposing face 18CS at substantially identical angle. The opposing face 18CS of the interposed portion 18C and the opposing face 12AS of the cowl louver 12 overlap each other as seen from a direction perpendicular to the outer surface of the upper edge of the cowl louver 12 (a direction perpendicular to the reference direction X shown in FIG. 1). At the outer end of the interposed portion 18C, the opposing face 18CS extends in the direction perpendicular to the outer surface of the upper edge 12A of the cowl louver 12.

[0057] The first auxiliary rib 14B of the engagement rib 14 has, on the outer side of the projection 24, a recess 36 that receives the projection 22 of the molding 18. Also, the first auxiliary rib 14B has, on the outer side of the recess 36, a pinched and pressured portion 38 that is pinched and pressured between the opposing face 18CS of the interposed portion 18C and the opposing face 12AS of the cowl louver 12. The pinched and pressured portion 38 extends down to the main body 14A side of the engagement rib 14 rather than at the tip of the upper edge 12A of the cowl louver 12.

[0058] The surface on the opposite side of the opposing face 18CS of the interposed portion 18C with respect to the interposed portion 18C and the surface on the outer end of the interposed portion 18C are formed by a soft layer 40 formed integrally from resin softer than the resin used for forming the molding 18. The soft layer 40 is in contact with the lower end of the outer glass 10X of the windshield glass 10 at the outer end portion of the interposed portion 18C. The outer surface of the soft layer 40 matches the surface of the outer glass 10X and the end of the soft layer 40 match the opposed surface 18CS on the cowl louver 12 sides. The soft layer 40 has, in a region opposing the lower end of the inner glass 10Y of the windshield glass 10, a recess portion 40A curved in a direction of away from the lower end. The recess portion 40A prevents the interference of the interposed portion 18C with the inner glass 10Y due to dimensional tolerance of the inner glass 10Y with respect to the outer glass 10X.

[0059] As it may be understood from the explanation above, the connecting
structure 16 connects the windshield glass 10 and the cowl louver 12 as follows. First, the molding 18 is positioned with respect to the lower edge 10A of the windshield glass 10 by the fixed portion 18A and the interposed portion 18C, and the molding 18 is then fixed to the inner surface of the lower edge 10A of the inner glass 10Y at the fixed portion 18A by the double-sided adhesive tape 20, for example. Also, the molding 18 may be fixed to the lower edge 10A of the windshield glass 10 at the fixed portion 18A in advance.

[0060] Then, while turning the cowl louver 12 clockwise as seen in FIG. 1 and FIG. 2, the main body 14A of the engagement rib 14 of the cowl louver 12 is fitted into the fitting portion 18B of the molding 18. The pinched and pressured portion 38 is pinched and pressured between the opposing face 18CS of the interposed portion 18C and the opposing face 12AS of the cowl louver 12. The tip of the fitting portion 18B comes into contact with the inner surface of the cowl louver 12 and the second auxiliary rib 14C, whereby the cowl louver 12 is positioned with respect to the molding 18.

[0061] Accordingly, the connecting structure 16 including the molding 18 allows connecting of the windshield glass 10 and the cowl louver 12 in a predetermined positional relationship. Further, upon fitting of the main body 14A of the engagement rib 14 into the fitting portion 18B, the fitting portion 18B is spread by elastic deformation of the fitting portion 18B, which causes the projection 22 to move past the projection 24.

[0062] When the windshield glass 10 and the cowl louver 12 come to be in a predetermined positional relationship, the projections 22 and 24 cooperate with each other to prevent the main body 14A of the engagement rib 14 from slipping out from the fitting portion 18B. Further, the tips of the first elastic lip 32 and the second elastic lip 34 engage with the main body 14A of the engagement rib 14, and the tips press the main body 14A in opposite directions with pressing forces F1 and F2, respectively.

[0063] Further, in the case of releasing the connection between the windshield glass 10 and the cowl louver 12 to remove the cowl louver 12, turn the cowl louver 12 counterclockwise about the engagement portion of the projections 22 and 24 to push and to expand the fitting portion 18B by elastic deformation, for example. In that state, the cowl louver 12 is moved in a direction that pulls the main body 14A of the engagement rib 14 from the fitting portion 18B.

[0064] FIG. 3 is a pattern diagram for explaining force that is generated by the first elastic lip 32 and the second elastic lip 34 and that acts on a main body 14A of the engagement rib 14, and for explaining moment and the like generated by such force.

[0065] As shown in FIG. 3, the centers of contact regions of the first elastic lip
32 and the second elastic lip 34 against the main body 14A are represented by P1 and P2,
respectively, and the midpoint of the center P1 and the center P2 is represented by P12.
When pressing forces F1 and F2 act on the main body 14A at the centers P1 and P2 in the
reference direction X, a moment in clockwise direction of FIG. 3 acts on the main body
14A. Accordingly, the cowl louver 12 will attempt to pivot about the pivoting point Pp,
which is located at the engagement portion of the projections 22 and 24, in clockwise
direction as seen in FIG. 3. In this case, a line Lp connecting the center P12 and the
pivoting point Pp will attempt to pivot about the pivoting point Pp in clockwise direction.

[0066] Supposing that a foot of a perpendicular drawn from the pivoting point
Pp to the centerline Lc of the main body 14A is a reference point Pc, the moment Mp that
acts on the cowl louver 12 and urges to move about the pivoting point Pp is considered to
be substantially proportional to a moment Mc that is generated by the pressing forces F1
and F2 that urge the main body 14A to pivot about the reference point Pc.

[0067] In FIG. 2 and FIG. 3, supposing that a direction perpendicular to the
reference direction X is Y direction, and distances between the reference point Pc and the
centers P1 and P2 in the Y direction are Ly1 and Ly2, respectively, the moment Mc is
represented by the following equation (1). Mc = F1Ly1 - F2Ly2 ...(1)

[0068] If the moment Mc is a positive value, the moment Mc pushes the upper
dge 12A of the cowl louver 12 in a direction toward the windshield glass 10 so as to
press the upper edge 12A against the interposed portion 18C of the molding 18.
Consequently, the pressing forces F1 and F2 and the distances Ly1 and Ly2 are set to
values that satisfy the following equation (2) such that the moment Mc becomes a
positive value. F1/F2 > Ly2/Ly1 ...(2)

[0069] Ly2/Ly1 is a positive value smaller than 1, since the center P1 is located
at a side closer to the tip of the engagement rib 14 than the center P2. Therefore, if the
pressing force F1 is equal to or greater than the pressing force F2, the equation (2) above
is satisfied regardless of the values of distances Ly1 and Ly2. That is, the upper edge
12A can be surely pressed against the interposed portion 18C of the molding 18 by acting
the pressing forces F1 and F2 on the main body 14A of the engagement rib 14, if F1>F2.

[0070] Also, if the pressing force F1 is greater than the pressing force F2, the
difference of forces F1-F2 causes the cowl louver 12 to be pushed in the X direction
toward the vehicle front side. However, since the second auxiliary rib 14C of the
engagement rib 14 is in contact with the inclined surface 26 at the inclined surface 28
thereof in a pressured state, the cowl louver 12 does not move in the X direction toward
the vehicle front side, but instead, it is pushed upward and toward the vehicle rear side
due to a reaction force acting between the inclined surfaces 26 and 28. This also causes the moment $M_c$ to increase.

[0071] As it may be understood from the above-described explanation, according to the first embodiment, the fitting portion 18B of the molding 18 that receives the engagement rib 14 of the cowl louver 12 is provided with the first elastic lip 32 and the second elastic lip 34 on vehicle rear side and vehicle front side, respectively, with respect to the engagement rib 14. The first elastic lip 32 and the second elastic lip 34 extend in the direction the engagement rib 14 extends, that is, in the lateral direction of the vehicle, and are in close contact with the main body 14A of the engagement rib 14 at the tip portions thereof. Further, the first elastic lip 32 and the second elastic lip 34 press on the main body 14A of the engagement rib 14 at a side closer to the tip of the engagement rib 14 than the projections 22 and 24 that function as the slip-out prevention projections, with pressing forces $F_1$ and $F_2$, respectively, and the first elastic lip 32 and the second elastic lip 34 press each other in opposite directions respectively.

[0072] Accordingly, even if water enters the fitting portion 18B via the clearance between the fitting portion 18B of the molding 18 and the upper edge 12A of the cowl louver 12, the first elastic lip prevents that water from entering inside the fitting portion 18B via the clearance between the engagement rib 14 and the first elastic lip 32. Also, even if water enters inside the fitting portion 18B via the clearance between the engagement rib 14 and the first elastic lip 32, the second elastic lip prevents that water from entering further inside the fitting portion 18B via the clearance between the engagement rib 14 and the second elastic lip 34.

[0073] Further, the first elastic lip 32 and the second elastic lip 34 elastically press on the engagement rib 14 in opposite directions. Therefore, even if dimensional and geometrical tolerances from manufacture and assembly of each member of the connecting structure exist, and even if the geometry and dimensions of each member changes over time, the first elastic lip 32 and the second elastic lip 34 will maintain the state where they are in close contact with the engagement rib 14, whereby exerting their water preventive function by preventing the entry of water via the clearance between the first elastic lip 32 and the second elastic lip 34.

[0074] Consequently, entry of water into vehicle interior can be effectively prevented by two elastic lips 32 and 34 without having to provide a sealing member that prevents water from entering the fitting portion 18B via the clearance between the cowl louver 12 and the interposed portion 18C of the molding 18. Also, since a sealing member does not need to be interposed between the cowl louver 12 and the interposed
portion 18C, it is possible to reduce the possibility of not being able to properly locate the cowl louver 12 and the windshield glass 10 due to geometrical and dimensional tolerances as well as the compression deformation amount of the sealing member.

[0075] Further, the sum of lengths L1 and L2, L1 + L2, where L1 and L2 are lengths of the first and second elastic lips 32, 34 protruding from the inner surface of the fitting portion 18B in the reference direction X in their free states, is larger than the value Lx-T obtained by subtracting the thickness T of the engagement rib 14 in the reference direction X from the distance Lx between the inner surfaces of the fitting portion 18B in the reference direction X. Therefore, the first and second elastic lips 32, 34 are compressed in the reference direction X to be elastically deformed, which surely ensures the state where the first and second elastic lips press on the engagement rib 14.

[0076] Further, since the first elastic lip 32 presses on the engagement rib 14 at the side closer to the tip of the engagement rib 14 than the second elastic lip 34, the root portion of the engagement rib 14 is subject to a moment in the direction in which the root portion is pushed against the windshield glass 10. Accordingly, the cowl louver 12 is pushed against the windshield glass 10, whereby the possibility of a clearance spreading between the upper edge 12A of the cowl louver 12 and the fitting portion 18B of the molding 18 due to dimensional and geometrical tolerances and the like of the members can be reduced.

[0077] Further, positions and strengths of pressing force of the first elastic lip 32 and the second elastic lip 34 when they press on the engagement rib 14 are set so as to correspond to the position and strength of pressing force of the engagement rib 14 at the root portion thereof when it pushes the upper edge 12A of the cowl louver 12 toward the windshield glass 10. Therefore, pressing forces F1 and F2 of the first elastic lip 32 and the second elastic lip 34 surely ensure that the upper edge 12A of the cowl louver 12 is pushed toward the windshield glass 10, and thereby press the upper edge 12A to the fitting portion 18B of the molding 18.

[0078] Further, the projections 22 and 24 that function as the slip-out prevention projections are provided on the windshield glass 10 side with respect to the engagement rib 14. Accordingly, the projections 22 and 24 are pressed to each other by the pushing force applied on the upper edge 12A of the cowl louver 12 toward the windshield glass 10. Therefore, even in the case where the clearance between the engagement rib 14 and the fitting portion 18B spreads due to dimensional and geometrical tolerances and the like of each member, the projections 22 and 24 will be maintained in the engaged state, and therefore, the engagement rib 14 can be effectively prevented from slipping out of the
fitting portion 18B.

[0079] Further, projections similar to the projections 22 and 24 are not provided on the opposite side of the windshield glass 10 with respect to the engagement rib 14. Consequently, the connecting structure 16 can be simplified as compared to the case where the slip-out prevention projections are provided on both sides of the engagement rib 14, and at the same time, the fitting of the engagement rib 14 into the fitting portion 18B during assembly and pulling out of the engagement rib 14 from the fitting portion 18B during disassembly can be performed easily.

[0080] Further, in the case where the slip-out prevention projections are provided on both sides of the engagement rib 14, a movable slide, movable in the direction corresponding to the vehicle front side, need to be provided on the forming die of the cowl louver 12, which makes the forming die complex and leads to higher molding costs of the cowl louver 12. On the other hand, according to the first embodiment, since the slip-out prevention projections are not provided on the opposite side of the windshield glass 10 with respect to the engagement rib 14, the forming die can be simplified as compared to the case where the slip-out prevention projections are provided on both sides of the engagement rib 14, reducing the molding cost of the cowl louver 12 thereby.

[0081] Further, the first elastic lip 32 and the second elastic lip 34 press on the engagement rib 14 at a side closer to the tip of the engagement rib 14 than the projection 22 and 24. Accordingly, the projections 22 and 24 are not expected to possess the water preventive function, and these projections therefore only need to serve the function of preventing slipping out of the engagement rib 14 from the fitting portion 18B.

[0082] Further, the first elastic lip 32 and the second elastic lip 34 do not engage with the projections 22 and 24 when fitting the engagement rib 14 into the fitting portion 18B during assembly of the connecting structure 16 or when pulling out the engagement rib 14 from the fitting portion 18B during disassembly of the connecting structure 16. Consequently, elasticity and rigidity of the first elastic lip 32 and the second elastic lip 34 can be increased to enhance the water preventive function as compared to the case where the first elastic lip 32 and the second elastic lip 34 engage with the slip-out prevention projections and go through an excessive elastic deformation. Also, deterioration of such water preventive function and durability due to elastic deformation of the first elastic lip 32 and the second elastic lip 34 in excess can be avoided.

[0083] Also, the first elastic lip 32 and the second elastic lip 34 extend in the W direction, that is, in the direction that the engagement rib 14 extends, and therefore, the first and second elastic lips 32, 34 are in frictional engagement with the engagement rib
14 along the extending direction of the engagement rib 14. Therefore, for example, once the cowl louver 12 and the molding 18 are connected by the engagement rib 14 being fit into the fitting portion 18B, relative displacement of the cowl louver 12 and the molding 18 can be effectively controlled even when a relative force in the lateral direction of the vehicle acts between the cowl louver 12 and the molding 18.

[0084] Further, a thickness T of the main body 14A of the engagement rib 14 is constant, and at the side closer to the tip of the main body 14A than the position where the first and second elastic lips 32, 34 press on the engagement rib 14, the main body 14A does not protrude in the direction approaching the inner surface of the fitting portion 18B. Consequently, when fitting the engagement rib 14 into the fitting portion 18B or when pulling out the engagement rib 14 from the fitting portion 18B, as shown by the dashed line in FIG. 1, for example, the first and second elastic lips 32, 34 are not forced to go through elastic deformation by the engagement rib 14 with the force that is larger than the force in the assembled state.

[0085] As a result, as compared to the case where the engagement rib 14 has a protrusion, fitting of the engagement rib 14 into the fitting portion 18B during assembly and pulling out of the engagement rib 14 from the fitting portion 18B during disassembly can be performed easily. Also, the possibility of decreasing the pressing force of the first and second elastic lips 32, 34 and deteriorating durability of the first and second elastic lips 32, 34 due to excessive elastic deformation of the first and second elastic lips 32, 34 can be reduced.

[0086] Further, the first and second elastic lips 32, 34 are integrally connected to the fitting portion 18B at the respective root portions, and at least one of the first and second elastic lips 32, 34 is, in its free state before the engagement rib 14 is fit into the fitting portion 18B, inclined toward the fitting direction of the engagement rib 14. Consequently, the engagement rib 14 can be easily fitted into the fitting portion 18B as compared to the case where the first and the second elastic lips 32, 34 are not inclined or the case where the first and the second elastic lips 32, 34 are inclined in the opposite direction to the fitting direction of the engagement rib 14. Also, by simply fitting the engagement rib 14 into the fitting portion 18B, the first and second elastic lips 32, 34 can be properly brought into a state where they press on the engagement rib 14 and are in close contact with the engagement rib 14. Further, even if a force in the direction of pulling out the engagement rib 14 from the fitting portion 18B acts on the engagement rib 14, the first and second elastic lips 32, 34 can prevent the engagement rib 14 from being pulled out from the fitting portion 18B due to the friction force therebetween.
Further, the opposing surface 18CS opposing the cowl louver 12 of the interposed portion 18C of the molding 18 is inclined toward the lower edge 10A of the windshield glass 10 as it approaches the outer end of the interposed portion 18C. Still further, the upper edge 12A of the cowl louver 12 has the opposing face 12AS that faces the opposing face 18CS and that is inclined in the same direction as the opposing face 18CS. The opposing face 18CS and the opposing face 12AS overlap each other as seen from the direction perpendicular to the outer face of the upper edge 12A of the cowl louver 12.

Therefore, inside of the fitting portion 18B is not visible even when seen in the direction perpendicular to the outer surface of the upper edge 12A of the cowl louver 12. Accordingly, A estheticity of the connecting structure 16 can be improved as compared to the case where inside of the fitting portion 18B is visible. Also, as compared to the case where the opposing face 18CS and the opposing face 12AS are not inclined in the above-described direction, the direction in which the opposing face 18CS of the cowl louver 12 is pushed against the opposing face 12AS of the interposed portion 18C by pressing forces F1 and F2 of the first and the second elastic lips 32, 34 can be made close to a direction perpendicular to the opposing faces. Accordingly, as compared to the case where the opposing faces 18CS and 12AS of the interposed portion 18C and the cowl louver 12 are not inclined in the above-described direction, the possibility of a clearance spreading between the opposing faces 18CS and 12AS due to dimensional and geometrical tolerances and the like of the members can be effectively reduced.

Further, the cowl louver 12 has a plurality of first auxiliary ribs 14B that extend in the longitudinal direction of the vehicle on the windshield glass 10 side with respect to the engagement rib 14 and that are spaced apart from each other in the lateral direction of the vehicle. The projection 24 that functions as the slip-out prevention projection for the engagement rib 14 is provided on the first auxiliary rib 14B, and is spaced apart from each other in the lateral direction of the vehicle. Therefore, as compared to the case where the slip-out prevention projections are provided on the main body 14A of the engagement rib 14 and extend in the lateral direction of the vehicle, the dimensional and geometrical tolerances necessary for the slip-out prevention projection of the engagement rib 14 can be increased.

Further, the first auxiliary rib 14B has a pinched and pressured portion 38 that is pinched and pressured between the opposing face 18CS of the interposed portion 18C and the opposing face 12AS of the cowl louver 12, and the two opposing
faces 18CS and 12AS are spaced apart by the pinched and pressured portion 38. Accordingly, as compared to the case where the upper edge 12A of the cowl louver 12 and the molding 18 come in direct contact, the dimensional and geometrical tolerances necessary for the upper edge 12A of the cowl louver 12 and the molding 18 that come in contact thereto can be increased.

[0091] Further, the cowl louver 12 has a plurality of second auxiliary ribs 14C that extend in the longitudinal direction of the vehicle on the opposite side of the windshield glass 10 with respect to the engagement rib 14 and that are spaced apart from each other in the lateral direction of the vehicle. On the tip side opposite from the fixed portion 18A of the fitting portion 18B with respect to the engagement rib 14, the fitting portion 18B is engaged with the inner surface of the cowl louver 12 and the second auxiliary rib 14C.

[0092] Consequently, the tip portion of the fitting portion 18B opposite from the fixed portion 18A with respect to the engagement rib 14 is positioned by being engaged with the inner surface of the cowl louver 12 and the second auxiliary rib 14C. As compared to the case where the tip portion of the fitting portion 18B is not engaged with the inner surface of the cowl louver 12 and the second auxiliary rib 14C, the tip portion of the fitting portion 18B can be accurately positioned with respect to the inner surface of the cowl louver 12 and the second auxiliary rib 14C. Therefore, the fitting portion 18B can be accurately positioned with respect to the cowl louver 12 and the engagement rib 14.

[0093] Further, the positional relationship between the cowl louver 12 and the molding 18 is determined by engagement of the first auxiliary rib 14B and the second auxiliary rib 14C with the fitting portion 18B and the interposed portion 18C. Accordingly, as compared to the case where the cowl louver 12 and the molding 18 are engaged with each other over a wide range in the vehicle width direction without providing the auxiliary ribs 14B and 14C, for example, positioning of the cowl louver 12 and the molding 18 can be tuned easily.

[0094] The above-described operations and effects of the first embodiment can be obtained by first and second modified examples in a similar manner as described hereinafter.

[0095] [First modified example] FIG. 4 is a sectional view of main portions of the connecting structure for the windshield glass and the cowl louver according to a first modified example of the present invention, which is a vertical section taken along the longitudinal direction of a vehicle not shown. In FIG. 4, like numerals in FIG. 1 and FIG.
2 denote like elements. The same is true for FIG. 5 described hereinafter.

[0096] As shown in FIG. 4, in the first modified example, a stopper 42 is integrally provided on the inner surface of the cowl louver 12 on the opposite side of the engagement rib 14 with respect to the second auxiliary rib 14C at a position spaced therefrom. The stopper 42 is made such that, when the engagement rib 14 is fitted inside the fitting portion 18B up to a predetermined position and the tip portion of the fitting portion 18B on the opposite side of the fixed portion 18A with respect to the engagement rib 14 is engaged with the inner surface of the cowl louver 12 and the second auxiliary rib 14C, it comes into contact with the outer surface of the tip portion. The stopper 42 may also extend in the lateral direction of the vehicle, that is, the W direction, over the entire width of the cowl louver 12, or a plurality of stoppers may be provided at positions that are spaced apart from each other in the lateral direction of the vehicle.

[0097] According to the first modified example, it is possible to effectively reduce the possibility of the tip portion of the fitting portion 18B on the opposite side of the fixed portion 18A with respect to the engagement rib 14 from elastically deforming in the direction away from the engagement rib 14, due to the reaction force of the pressing force F1 of the first elastic lip 32 and the pressing force F2 of the second elastic lip 34. Therefore, it is possible to reduce the possibility of the positioning of the tip portion of the fitting portion 18B with respect to the inner surface of the cowl louver 12 and the second auxiliary rib 14C not being properly performed. Accordingly, as compared to the case where the stopper 42 is not provided, the positioning of the molding 18 with respect to the cowl louver 12 can be properly performed and that condition can be maintained.

[0098] [Second modified example] FIG. 5 is a sectional view of main portions of the connecting structure for the windshield glass and the cowl louver according to a second modified example of the present invention, which is a vertical section taken along the longitudinal direction of a vehicle not shown.

[0099] As shown in FIG. 5, in the second modified example, the interposed portion 18C of the molding 18 supports the cover 44 at the tip portion thereof. The cover 44 is integrally formed with the soft layer 40 from the same soft material as the soft layer 40. The cover 44 protrudes from the tip portion of the interposed portion 18C toward the upper edge 12A of the cowl louver 12, and extends over the entire width of the molding 18. Also, the cover 44 comes into contact, at the tip portion thereof, with the outer surface of the upper edge 12A of the cowl louver 12. Consequently, the cover 44 is elastically deformed downward by the upper edge 12A of the cowl louver 12 when the
engagement rib 14 is fit into the fitting portion 18B, but it restores its state as shown in FIG. 5 by elasticity once the engagement rib 14 is fitted into a predetermined position.

[0100] According to the second modified example, the possibility of dust and water entering inside the fitting portion 18B via the clearance between the opposing face 12AS of the upper edge 12A of the cowl louver 12 and the opposing face 18CS of the interposed portion 18C of the molding 18 can be reduced. Further, since the first elastic lip 32 and the second elastic lip 34 prevent the entry of water into the vehicle interior, the cover 44 does not need to be interposed between the opposing face 12AS and the opposing face 18CS in a compressed state, as in the case of a sealing member. Accordingly, the cover 44 does not inhibit positioning to each other of the cowl louver 12 and the molding 18.

[0101] According to the illustrated second modified example, the cover 44 is integrally formed with the soft layer 40 by the same soft material as the soft layer 40, however, it may be formed of other resilient material different from the one used in the soft layer 40, or may be formed separately from the soft layer 40.

[0102] Also, a cover similar to the cover 44 may be provided integrally with the upper edge 12A of the cowl louver 12 in place of the cover 44, and arranged so that the tip portion of the cover is in contact with the outer surface (in the case where the soft layer 40 forms the outer surface, that outer surface) of the interposed portion 18C of the molding 18. According to this modified example, the cover 44 is not elastically deformed by the outer end portion of the interposed portion 18C of the molding 18 even when the engagement rib 14 is fit into the fitting portion 18B.

[0103] In the foregoing, explanation has been given in detail based on specific embodiments of the present invention, however, the present invention is not limited to the above-mentioned embodiments, and therefore shall be obvious to those skilled in the art that various other embodiments are possible within the scope of the present invention.

[0104] For example, in the above-mentioned embodiment and modified examples, the thickness T of the main body 14A of the engagement rib 14 in the X direction is constant, however, the thickness T does not need to be constant. For example, the thickness T of the main body 14A may be gradually decreased toward the tip of the main body 14A, or instead, the surfaces of the first elastic lip 32 and the second elastic lip 34 may protrude in the reference direction X at a position on the root side than where the first elastic lip 32 and the second elastic lip 34 contact the main body 14A.

[0105] Also, in the above-mentioned embodiment and modified examples, the projection 24 is provided on the first auxiliary rib 14B, however, the first auxiliary rib
14B may be omitted. In that case, the root portion of the main body 14A of the engagement rib 14 may be expanded to the windshield glass side such that a projection similar to the projection 24 may be provided thereon. Also, in the case of omitting the first auxiliary rib 14B, a pinched and pressured portion similar to the pinched and pressured portion 38 may be provided on the interposed portion 18C of the molding 18.

[0106] Also, in the above-mentioned embodiment and modified examples, the opposing face 12AS of the upper edge 12A of the cowl louver 12 and the opposing face 18CS of the interposed portion 18C are maintained in state where they are spaced apart from each other by a pinched and pressured portion 38 that forms a part of the first auxiliary rib 14B. However, the upper edge 12A of the cowl louver 12 and the interposed portion 18C may be in contact with each other at a portion thereof.

[0107] Further, in the above-mentioned embodiment and modified examples, the opposing faces 12AS and 18CS are inclined parallel to each other toward the lower edge 10A of the windshield glass as the opposing faces 12AS and 18CS approaches toward the outer end of the interposed portion 18C. However, these opposing faces do not need to be parallel to each other or be inclined. Also, a sealing member may be interposed between the opposing faces 12AS and 18CS.

[0108] In the above-mentioned embodiment and modified examples, the first elastic lip 32 and the second elastic lip 34 are inclined such that the tips thereof are located below the roots thereof even in their free states before the engagement rib 14 is fit into the fitting portion 18B. However, the first and second elastic lips 32, 34 do not need to be inclined downward in their free states.

[0109] Also, in the above-mentioned embodiment and modified examples, the tip of the inserted body 18D at the tip portion of the fitting portion 18B of the molding 18 is located below the root portion of the second elastic lip 34. However, the tip of the inserted body 18D may be modified, as shown by an imaginary line in FIG. 2, such that it is located above the root portion of the second elastic lip 34, so as to effectively support the reaction force of the pressing force F2 of the second elastic lip 34 and to control deformation of the tip portion of the fitting portion 18B due to expansion.
CLAIMS:

1. A connecting structure for a windshield glass and a cowl louver, comprising:
   a molding having a fixed portion that is fixed on an inner surface of a lower edge of
   the windshield glass, and a fitting portion that receives an engagement rib that protrudes
   downward from a location near an upper edge of the cowl louver and that extends along
   the upper edge, wherein
   the engagement rib and the fitting portion include slip-out prevention projections
   that prevent the engagement rib from slipping out of the fitting portion by cooperation of
   the slip-out prevention projections,
   the molding has a first elastic lip that is supported by the fitting portion on a
   windshield glass side with respect to the engagement rib, and a second elastic lip that is
   supported by the fitting portion on an opposite side of the first elastic lip with respect to
   the engagement rib, and
   the first and second elastic lips press on the engagement rib at a side closer to a tip
   of the engagement rib than the slip-out prevention projection, and the first and second
   elastic lips press each other in opposite directions.

2. The connecting structure for the windshield glass and the cowl louver according
   to claim 1, wherein
   a reference direction is a direction perpendicular to a protrusion direction and an
   extending direction of the engagement rib, the sum of lengths of the first and second
   elastic lips protruding from inner surfaces of the fitting portion in the reference direction,
   in a free state before the engagement rib is fit to the fitting portion, is greater than a value
   obtained by subtracting a thickness of the engagement rib in the reference direction from
   a distance between the inner surfaces of the fitting portion in the reference direction

3. The connecting structure for the windshield glass and the cowl louver according
   to claim 2, wherein
   in a sectional view taken along a longitudinal direction of a vehicle, the cowl louver
   is relatively pivotable, with respect to the molding, about a pivoting point that is located
   at a part where the slip-out prevention projections of the engagement rib and the fitting
   portion are engaged with each other,
   a reference point is a foot of a perpendicular drawn from the pivoting point to a
   centerline of the engagement rib, a first distance and a second distance are distances from
the reference point to positions where the first and second elastic lips press on the
engagement rib, the first distance and the second distance are expressed in terms of a
distance in a protruding direction of the engagement rib,

pressing forces of the first and second elastic lips pressing on the engagement rib
are represented by a first pressing force and a second pressing force, and

a ratio of the first pressing force to the second pressing force is greater than the ratio
of the second distance to the first distance.

4. The connecting structure for the windshield glass and the cowl louver according
to claim 2 or 3, wherein

the slip-out prevention projections of the engagement rib and the fitting portion are
provided on the windshield glass side with respect to the engagement rib.

5. The connecting structure for the windshield glass and the cowl louver according
to any one of claims 1 to 4, wherein

a position where the first elastic lip presses on the engagement rib is on a side closer
to the tip of the engagement rib than a position where the second elastic lip presses on the
engagement rib.

6. The connecting structure for the windshield glass and the cowl louver according
to any one of claims 1 to 5, wherein

the first and second elastic lips extend in a extending direction of the engagement
rib.

7. The connecting structure for the windshield glass and the cowl louver according
to any one of claims 1 to 6, wherein

the engagement rib does not protrude in a direction approaching the inner surface of
the fitting portion on the side closer to the tip of the engagement rib than a position where
the first elastic lip presses on the engagement rib, and

the engagement rib does not protrude in a direction approaching the inner surface of
the fitting portion on the side closer to the tip of the engagement rib than a position where
the second elastic lip press on the engagement rib.

8. The connecting structure for the windshield glass and the cowl louver according
to claim 7, wherein
a thickness of a main body of the engagement rib is constant, or the thickness of the main body of the engagement rib gradually decreases toward the tip of the engagement rib.

9. The connecting structure for the windshield glass and the cowl louver according to any one of claims 1 to 8, wherein
the first and second elastic lips are integrally connected to the fitting portion at respective root portions, and
at least one of the first and second elastic lips is inclined toward a fitting direction of the engagement rib in a free state before the engagement rib is fit to the fitting portion.

10. The connecting structure for the windshield glass and the cowl louver according to any one of claims 1 to 9, wherein
the molding has an interposed portion that is interposed between the lower edge of the windshield glass and the upper edge of the cowl louver,
an opposing face of the interposed portion that opposes the cowl louver of the interposed portion is inclined toward the lower edge of the windshield glass as it approaches an outer end of the interposed portion,
the upper edge of the cowl louver has an opposing face of the cowl louver that opposes the opposing face of the interposed portion and that is inclined in the same direction as the opposing face of the interposed portion, and
the opposing face of the interposed portion and the opposing face of the cowl louver overlap each other as seen from the direction perpendicular to an outer face of the upper edge of the cowl louver.

11. The connecting structure for the windshield glass and the cowl louver according to any one of claims 1 to 10, wherein
the cowl louver has a plurality of first auxiliary ribs that extend in a longitudinal direction of the vehicle on the windshield glass side with respect to the engagement rib and that are spaced apart from each other in a lateral direction of the vehicle, and
the slip-out prevention projections for the engagement rib are provided on the first auxiliary ribs.

12. The connecting structure for the windshield glass and the cowl louver according to claim 10, wherein
the cowl louver has a plurality of first auxiliary ribs that extend in a longitudinal direction of the vehicle on the windshield glass side with respect to the engagement rib and that are spaced apart from each other in a lateral direction of the vehicle, and
the first auxiliary ribs have a pinched and pressured portion that is pinched and pressured between the opposing face of the interposed portion and the opposing face of the cowl louver.

13. The connecting structure for the windshield glass and the cowl louver according to any one of claims 1 to 12, wherein
the cowl louver has a plurality of second auxiliary ribs that extend in a longitudinal direction of the vehicle on the opposite side of the windshield glass with respect to the engagement rib and that are spaced apart from each other in a lateral direction of the vehicle, and
the fitting portion is engaged with the inner surface of the cowl louver and the second auxiliary ribs at a tip portion of the fitting portion on the opposite side of the fixed portion with respect to the engagement rib.

14. The connecting structure for the windshield glass and the cowl louver according to claim 13, wherein
a stopper is integrally provided on the inner surface of the cowl louver on the opposite side of the engagement rib with respect to the second auxiliary rib at a location spaced from the second auxiliary rib.

15. The connecting structure for the windshield glass and the cowl louver according to any one of claims 10 to 13, wherein
the interposed portion of the molding supports a cover at a tip portion of the interposed portion,
the cover protrudes from the tip portion of the interposed portion toward the upper edge of the cowl louver and extends along an entire width of the molding, and
the cover is in contact with an outer surface of the upper edge of the cowl louver at a tip portion of the cover.

16. A molding for a connecting structure for a windshield glass and a cowl louver, comprising:
a fixed portion that is fixed on an inner surface of a lower edge of the windshield
glass, and a fitting portion that receives an engagement rib that protrudes downward from a location near an upper edge of the cowl louver and that extends along the upper edge; and

the engagement rib and the fitting portion include slip-out prevention projections that prevent slipping out of the engagement rib from the fitting portion by cooperation of the slip-out prevention projections; wherein

the molding is provided with a first elastic lip that is supported by the fitting portion on a windshield glass side with respect to the engagement rib, and a second elastic lip that is supported by the fitting portion on an opposite side of the first elastic lip with respect to the engagement rib, and the first and second elastic lips press on the engagement rib in opposite directions at a side closer to a tip of the engagement rib than the slip-out prevention projections, and the first and second elastic lips press each other in opposite directions.

17. A combination structure for a connecting structure, comprising:
a molding for the connecting structure for a windshield glass and a cowl louver; and
the windshield glass, wherein

the molding is fixed at a fixed portion on an inner surface of a lower edge of the windshield glass,

the molding is provided with a fitting portion that receives an engagement rib that protrudes downward from a location near an upper edge of the cowl louver and that extends along the upper edge,

the engagement rib and the fitting portion include slip-out prevention projections that prevent slipping out of the engagement rib from the fitting portion by cooperation of the slip-out prevention projections, and

the molding is provided with a first elastic lip that is supported by the fitting portion on a windshield glass side with respect to the engagement rib, and a second elastic lip that is supported by the fitting portion on an opposite side of the first elastic lip with respect to the engagement rib, and the first and second elastic lips press on the engagement rib at a side closer to a tip of the engagement rib than the slip-out prevention projections, and the first and second elastic lips press each other in opposite directions.
**INTERNATIONAL SEARCH REPORT**

**INTERNATIONAL APPLICATION**

**PCT/IB2014/001685**

**A. CLASSIFICATION OF SUBJECT MATTER**

**INV. B60J10/02 B60J10/00**

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols):

B60J B62D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>DE 10 2011 056955 AI (ELKAMET KUNSTSTOFFTECHNIK GMBH [DE]) 27 June 2013 (2013-06-27) paragraphs [0123], [0124], figures 10, 14, 18</td>
<td>1-10, 15-17</td>
</tr>
<tr>
<td>A</td>
<td>EP 2 123 497 AI (ELKAMET KUNSTSTOFFTECHNIK GMBH [DE]) 25 November 2009 (2009-11-25) cited in the application on claim 1; figures 1-3</td>
<td>1, 16, 17</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:

- "A" document defining the general state of the art which is not considered to be of particular relevance
- "E" earlier application or patent but published on or after the international filing date
- "L" document which may throw doubts on priority claim(s) on which the application is based
- "O" document referred to in an oral discussion, use, exhibition or other means
- "P" document published prior to the international filing date but later than the priority date claimed

"X" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"A" document member of the same patent family

Date of the actual completion of the international search: 7 January 2015

Date of mailing of the international search report: 13/01/2015

Name and mailing address of the ISA:

European Patent Office, P.B. 5818 Patentlaan 2
NL-2280 HV Rijswijk
Tel. (+31-70) 340-2040,
Fax: (+31-70) 340-3016

Authorized officer: Altmann, Bernhard

Form PCT/ISA/210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>DE 102011056955 Al</td>
<td>27-06-2013</td>
<td>CN 104010853 A</td>
<td>27-08-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 102011056955 Al</td>
<td>27-06-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2675639 Al</td>
<td>25-12-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20140113979 A</td>
<td>25-09-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014327267 Al</td>
<td>06-11-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Wo 2013091919 Al</td>
<td>27-06-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 202008006986 Ul</td>
<td>01-10-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2123497 Al</td>
<td>25-11-2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2285612 Al</td>
<td>23-02-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2438277 T3</td>
<td>16-01-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2011520694 A</td>
<td>21-07-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>PT 2123497 E</td>
<td>28-11-2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2010152622 A</td>
<td>27-06-2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2011115261 Al</td>
<td>19-05-2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014062037 Al</td>
<td>06-03-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Wo 2009141049 Al</td>
<td>26-11-2009</td>
</tr>
</tbody>
</table>