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ihe present invention relates to a bath mitt 
and more particularly to a bath mitt adapted to 
include a pocket for the reception of a bar or 
Srinall pieces of soap. 

It is an object of the present invention to pro 
vide a bath nitt which will insure Speedy, con 
venient and efficient means for soaping the body 
and 'insing the Soap froin the body by the use 
of the same article. 
Another object of the present invention is to 

provide a handy and convenient container for 
Soap, thus insuring its availability at all times 
and to prevent its slipping out of the hand during 
use, making it difficult to locate when needed 
and providing a dangerous hazard on which the 
bather is apt to slip or fall in the tub or shower. 
A further object of the present invention is to 

provide a receptacle for soap which will insure 
no Waste of the soap and in which small pieces 
of Soap can effectively be utilized. 
Another object of the present invention is to 

provide a handy, useful and attractive soap con 
tainer and body cloth incorporated in one and 
the same object. 
A further object of the present invention is to 

provide a bath mitt so constructed and arranged 
as to provide interfitting recesses for the thumb 
and little finger whereby gripping of an article is 
facilitated. 
A further object of the present invention is to 

provide a bath mitt having identical recesses at 
opposite sides of the main hand opening into 
which a thumb or little finger may fit, thus pro 
viding for reversibility of the mitt. 
A further object of the present invention is to 

provide improved and simplified means avoiding 
the necessity of elastic and other additional ma 
terial for insuring closure of the soap containing 
pocket. 
Other objects and features of the invention will 

become apparent as the description proceeds, es 
pecially when taken in conjunction with the ac 
companying drawings, wherein: 

Figure 1 is a front elevation of the inside of the 
back of the mitt; 

Figure 2 is a front elevation of the pocket form 
ing fabric of the mitt; 

Figure 3 is a front elevation of the closure strip 
for the soap pocket; 

Figure 4 is a front elevation of the inside of the 
front of the mitt; 

Figure 5 is a front elevation of the pocket form 
ing fabric and the pocket closure sewed together; 

Figure 6 is a front elevation of the pocket form 
ing fabric With the closure strip attached thereto 
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of the front of the mitt; 
Figure 7 is a front elevation of the completed 

initt formed by sewing the assembly illustrated 
in Figure 6 to the back piece illustrated in Fig 
ure ; s 
Figure 8 is a section on the line 8-8 of Fig 

ure 7: 
Figure 9 is a section on the line 9-3 of Fig 

ure; and 
Figure 10 is a sectional view siiniilar to Figure 

9 with the pocket opened out. 
The bath nitt according to the present inven 

tion is preferably formed of a relatively thick 
absorbent fabric such for example as terry cloth. 
It is assembled together of two pieces, a front 
and a back piece of Substantially similar outline 
sewn along the edges so as to leave a hand open 
ing at one side. A Soap containing pocket is pro 
vided at the inside of the mitt by sewing a piece 
of fabric such for example as muslin about the 
sides to leave an opening to the pocket adjacent 
to the hand opening into the interior of the mitt. 
In the drawing, the completed mitt is illus 

trated as having a substantially pentagonal 
shape, but it will be appreciated that this is a 
matter of choice and if desired its shape may be 
entirely different, as for example Substantially 
circular in shape. 
Referring now to Figure 1, there is illustrated 

the back piece (), which is cut to the desired 
shape and preferably has a short extension 
folded over to the inside and sewed as indicated 
by the line of stitching 2. 
The front piece of the mitt is illustrated in 

Figure 4 at 26 and is substantially similar in out 
line although its over-all length is somewhat 
shorter than that of the rear piece f8. The front 
piece 2 also has a short extension 2 folded 
over to provide a hem which is secured along the 
inner surface of the front piece of the mitt by the 
line of sewing 22. In order to provide fullness in 
a soap pocket later to be described, a longitudinal 
fold or pleat indicated generally at 23 is provided 
in the mitt, this pleat being held in place by a 
line of sewing 24 which terminates short of the 
center of the mitt by a transverse line of sewing 
25 and another line of sewing 26 also terminating 
Short of the central portion of the mitt at a 
transverse line of Sewing 2. Between the lines 
of Sewing 25 and 2 the pleat 23 is unsewed and 
may be opened out to provide fullness in the soap 
containing pocket. 
In Figure 2 the material for forming the soap 

Containing pocket in conjunction with the front 
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piece 20 of the mitt is indicated at 30. This may 
be a rectangular piece of a light fabric Such for 
example as muslin or the like. 

In Figure 3 there is illustrated the closure strip 
or flap 40, which is preferably formed of the same 
or similar material as the front piece 20 and the 
back piece 0, although it may if desired have a 
decorative strip formed therein as indicated at 
45 in Figure 7. 
Referring now to Figure 5, the first step in the 

assembly of the completed mitt is illustrated. In 
this figure the pocket forming piece 30 has been 
secured to the closure strip or flap 40 by the 
double lines of sewing indicated at 4 along the 
edge of said piece 30 which is a free edge in the 
final assembly, the other edges being sewed to 
the outer fabric piece 20. 

In Figure 6 the next Succeeding step of the 
assembly of the mitt is illustrated. In this figure 
the assembly illustrated in Figure 5 comprising 
the pocket forming piece 3) and the strip 40 is 
placed in overlying relationship to the inner Sur 
face of the front piece 20, as illustrated, with the 
strip 40 extending generally beyond the lower 
edge 50 of the front piece 20. 
united by a line of sewing 5 which extends from 
one lower corner of the piece 30 along one side 
to the upper end, thence across the upper end and 
down the other side to the end at which the line 
of sewing was initiated. The lower end of the 
fabric is left unsewed to afford access to the in 
terior of the pocket 52 thus formed. 
The final step in the assembly of the mitt com 

prises inverting the assembly as illustrated in 
Figure 6 onto the back piece of the mitt as shown 
in Figure 1. At this time the strip or flap 43 ex 
tends beyond the lower end 53 of the back piece 
0. It is at this time folded forwardly over the 

front face of the front piece 20 and the line of 
Sewing 55 is made beginning at one corner of the 
aSSembled mitt and extending completely there 
around to the opposite corner, leaving the hand 
opening between the front portion 20 and the 
rear portion O. This line of sewing stitches 
down the ends of strip 40, as indicated at 55a, 
and the strip thus constitutes a flap which is 
thus held in a closing relationship over the en 
trance to the soap containing pocket formed be 
tween the front piece 20 and the fabric 30. 
Preferably, at the time the seam 55 is formed the 
edges of the parts are turned in to provide a 
Smooth, attractive appearance. 
In order to complete the mitt, a line of sewing 

indicated at 56 is provided, which is begun ad 
jacent the hand opening into the mitt and ex 
tends upwardly so as to define thumb or finger 
receiving recesses 57 and 58 and a main hand 
receiving recess 59. It will be appreciated that 
in use the hand is inserted into the hand open 
ing left between the front and rear pieces, and 
if desired the three middle fingers may be posi 
tioned in the recess 59 while the little finger and 
thumb may be positioned in the recesses 57 and 
58, respectively. This permits the hand to be 
flexed or closed so as to afford a grip on a piece 
of Soap Such as 60 positioned within the pocket 
52. It will be appreciated that if no separate re 
ceSS Were provided for both the thumb and little 
finger the gripping operation would be much 
more difficult, since there would be a tendency 
for either the thumb or little finger to slip over 
the interior surface of the mitt. By providing 
Separate Spaced apart recesses for the thumb 
and little finger, it is possible to obtain a positive 
grip and positive flexing of the mitt about the 

The parts are : 
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4. 
soap. The construction just described also per 
mits reversal of the mitt so that the Soap is 
located at the back of the hand, at which time 
the mitt is particularly useful for a rinsing op 
eration to remove the soap from the body. 
Furthermore, the provision of the recesses 57 and 
58 permits the nitt itself to be gripped so that 
it does not slip off the hand when it becomes 
wet and heavy and slippery from soap. This 
obviates the necessity of providing uncomfort 
able and short-lived elastic for retaining the mitt 
on the hand. 
While the preceding description has described 

the structure primarily with reference to the 
method of production, it will be appreciated that 
this has been done merely to afford a fuller un 
derstanding of the completed construction. AS 
a matter of fact, the steps may be in a different 
order, and in fact it may be desirable to perform 
the sewing operations With the parts reversed, in 
verted or inside Out to facilitate the manufacture. 
However, the finished product is such as would 
be produced by the practice of the steps previ 
ously outlined. 

Referring now to Figure 8, which illustrates a 
longitudinal section of the mitt, it will be ob 
served that the pocket 52 between the front piece 
28 and the fabric piece 30 is adapted to receive 
a piece of soap 69. 

It will be observed that the strip 40, which is 
Secured at opposite ends to the body of the mitt, 
forms a closure for the opening 62 into the pocket 
52 Which Will positively prevent accidental with 
drawal of the Soap from the pocket. In practice, 
it is found that the closure strip 40 lies quite 
tightly against the adjacent Surface of the mitt. 
At the same time, it is of course a simple mat 

ter to insert a bar or Smaller pieces of soap into 
the opening 62 due to the flexibility of the parts. 

In Figure 9 the mitt is illustrated with the 
pocket 52 empty, at which time the pleat 23, due 
to the partial seams 24, 25, 26 and 27, tends to 
remain flat. 

In Figure 10 there is illustrated a piece of soap 
60 received within the pocket, at which time the 
fullness provided by the unsewed portion of the 
pleat 23 is expanded to form the enlarged 
pocket 52. 

Preferably a looped knot 65 is sewed to the 
Completed mitt as illustrated in Figure 7 which 
Serves as a decoration thereto and also provides 
the loop 66, by means of which the mitt may be 
Suspended from a suitable hook. 
While in Figure 6 I have illustrated the pocket 

forming fabric 30 as sewed to the front piece 20 
along three sides, it is possible to attach the 
pocket forming fabric 30 to the front piece 20 by 
a single Seam extending transversely across the 
parts adjacent the top of the fabric 30. This 
Single Straight line of sewing will serve to retain 
the parts in properly assembled position and 
during the final assembly operation which re 
Sults in the construction illustrated in Figure 7 
the line of Sewing 56 will catch a substantial por 
tion of the sides of the fabric 30, thus avoiding 
the necessity of providing the two parallel lines of 
Sewing 5 which extend upwardly from the bot 
tion of the mitt as seen in Figure 6. 
The above illustrated and described construc 

tion of the bath mitt provide a structure equiva 
lent to the provision of webs between the thumb 
and little finger recesses and the central portion, 
So that the mitt may be employed as a scoop in 
rinsing soap from the body. 
While the preferred form of my improved bath 
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mitt has been illustrated and described in de 
tail, it will be appreciated that this full and Con 
plete disclosure has been given merely to enable 
those skilled in the art to practice the invention, 
the scope of which is indicated by the appended 
claims. 
What I claim as my invention is: 
1. A bath mitt, comprising two similarly shaped 

outer pieces of fabric united substantially around 
their edges to form a mitt having an opening 
thereinto, and a line of stitching uniting Said outer 
pieces from one side of said opening to the other, 
said line of stitching outlining a main hand re 
ceiving pocket and two side recesses of elongated 
shape, each of which recesses is capable of re 
ceiving a thumb or little finger to permit reversal 
of said mitt, and a soap pocket located within Said 
mitt and between said outer pieces of fabric, Said 
pocket comprising an inner piece of fabric Sewed 
to the interior of one of said outer pieces, and 
being open along an edge corresponding to the 
opening into the mitt, said inner piece of fabric 
having an edge alongside the opening of the mitt, 
said edge being turned over the outside of the 
outer piece to which it is sewed, and said edge 
being secured at its ends to the mitt to form a 
normally closed cover affording access to the in 
terior of said pocket. 

2. A bath mitt comprising two similarly shaped 
outer pieces of fabric united substantially around 
their edges to form a mitt having an opening 
thereinto, and a line of stitching uniting Said 
pieces from one side of said opening to the other, 
said line of stitching outlining a main hand re 
ceiving pocket and two side recesses of elongated 
shape, each of which recesses is capable of re 
ceiving a thumb or little finger to permit reversal 
of said mitt, and a soap pocket located within 
said mitt and between said outer pieces of fabric, 
said pocket comprising an inner piece of fabric 
sewed to the interior of One of said Outer pieces, 
and being open along an edge corresponding to 
the opening into the mitt, said inner piece of 
fabric having an edge alongside the opening into 
the mitt, said edge being turned over the outside 
of said outer piece to which it is sewed, and said 
edge being secured at its ends to the mitt to form 
a normally closed cover affording access to the 
interior of Said pocket, the outer piece of fabric 
to which said inner piece of fabric is secured 
having a fold of material transversely thereof, 
the ends of said fold being sewed, and the inter 
mediate portion of said fold being unsewed to 
afford fullness to the pocket formed thereby. 

3. A bath mitt comprising front and back fabric 
pieces, a Soap pocket in said mitt comprising a 
third piece of fabric attached along three sides 
to the inner side of said front piece leaving one 
edge free, said pocket being open along one side 
to form an opening into Said mitt, and means for 
closing Said pocket comprising a strip of fabric 
secured along the free edge of Said third piece 
of fabric, said strip extending outside said mitt 
and being turned over the outer Surface of said 
front piece and Secured at its ends to said mitt 
at the sides of said opening, said front piece hav 
ing a longitudinal fold of material overlying said 
pocket Sewed together at its ends but unsewed 
in its central portion to afford fullness to said 
pocket. 

4. A bath mitt comprising two similarly shaped 
outer fabric members united Substantially around 
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their edges to form. a. Initt having an opening 
thereinto, a line of stitching uniting said portions 
from one side of said opening to the other, Said 
line of stitching outlining a main hand receiving 
portion and two Side receSSes of elongated shape, 
each of which recesses is capable of receiving a 
thumb or little finger to permit reversal of said 
mitt, a fabric partition intermediate Said outer 
members dividing the interior of Said initt into 
a hand receiving pocket and a Soap receiving 
pocket, said partition having a reversely turned 
fiap overlying at least the major portion of said 
soap pocket and located adjacent the opening 
into Said Soap pocket, a line of Stitching extend 
ing transversely across each end of said flap to 
retain said flap in position to oppose movement 
of a bar of soap out of said pocket. 

5. A bath mitt comprising two outer pieces of 
fabric each of which has a central corner inter 
mediate two lateral Corners, and a straight side 
Opposite Said central corner, a first Sewed Seam. 
interconnecting said pieces along their edges in 
matched relation and extending from one end of 
the Straight Sides of said pieces around the three 
CO’ners thereof to the other end of Said straight 
sides leaving a hand receiving opening at the 
Said Straight sides, an inner piece of fabric inter 
mediate said outer pieces of fabric, said inner 
piece of fabric being coextensive with the central 
portions of Said outer pieces of fabric and ex 
tending to the said straight sides of said outer 
pieces of fabric at the hand opening, a second 
Sewed Sean connecting said outer pieces of fabric 
and located inwardly from the side edges of said 
mitt and extending from adjacent one end of 
Said straight sides to the other end thereof 
around the mitt in a looped path defining a main 
hand receiving pocket and a pair of lateral re 
CeSSes, each of Said recesses being shaped to re 
ceive a thumb or little finger to provide for re 
Versal of the Initt in use, said inner piece of fab 
ric being sewed to at least one of said outer pieces 
of fabric along lines extending from adjacent the 
ends of the Said straight sides of said outer pieces 
of fabric and enclosing a substantial area of the 
third piece of fabric inwardly of the mitt from 
the hand opening therein to form a partition 
Within the central portion of the mitt and de 
fining with one of said outer pieces of fabric a 
Soap receiving pocket open along the straight 
sides of said outer pieces of fabric. 

WERA PERCE. 
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