(54) Title: DATA CACHING BASED ON SOCIAL CHARACTERISTICS OF USERS

(57) Abstract: In one example embodiment, a computer-implemented method is provided for caching data from an online resource based on social characteristics of users using the data. The method includes dividing the users into one or more social groups according to the social characteristics, and creating one or more cache databases corresponding to the one or more social groups, wherein data in each of the one or more cache databases are indexed by one or more user attributes identifying social characteristics of user used the data.
Published: with international search report (Art. 21(3))
DATA CACHING BASED ON SOCIAL CHARACTERISTICS OF USERS

TECHNICAL FIELD

[0001] The embodiments described herein pertain generally to data caching based on social characteristics of users of the data.

BACKGROUND

[0002] Interactive flows of data in the Internet may use web server page caching technologies. Via these technologies, a user's request for a web page may result in a web page cache being accessed before a targeted web server is accessed, and the requested web page is retrieved directly from the web page cache if a copy of the requested web page is stored therein; otherwise, the database for the web server will be queried for the requested web page.

[0003] Web page cache functions include cached page storage, cached page replacement, and cached page refreshing. Web server page caching technologies include page caching storage to store web pages that a user has previously accessed, according to the order in which the web pages were accessed using a first-in-first-out approach that replaces the oldest web page in the cache first.

SUMMARY

[0004] In at least one embodiment, a method for caching data from an online resource based on social characteristics of users using the data includes dividing the users into one or more social groups according to the social characteristics, and creating one or more cache data bases corresponding to the one or more social groups, wherein data in each of the one or more cache data bases are indexed by one or more user attributes identifying social characteristics of user used the data.

[0005] The foregoing summary is illustrative only and is not intended to be in any way limiting. In addition to the illustrative aspects, embodiments, and features described above, further aspects, embodiments, and features will become apparent by reference to the drawings and the following detailed description.

BRIEF DESCRIPTION OF THE DRAWINGS

[0006] In the detailed description that follows, embodiments are described as illustrations only since various changes and modifications will become apparent to those skilled in the art from the following detailed description. The use of the same reference numbers in different figures indicates similar or identical items.
[0007] FIG. 1 shows an example system configuration in which data caching based on social characteristics of users may be implemented, arranged in accordance with at least some embodiments described herein;

[0008] FIG. 2 shows an example configuration of a client application by which at least portions of data caching based on social characteristics of users may be implemented, arranged in accordance with at least some embodiments described herein;

[0009] FIG. 3 shows an example configuration of cache databases by which at least portions of data caching based on social characteristics of users may be implemented, arranged in accordance with at least some embodiments described herein;

[0010] FIG. 4A and FIG. 4B show an example communication flow of operation for data caching based on social characteristics of users, implemented by at least some embodiments described herein;

[0011] FIG. 5 shows an example processing flow of operations for data caching based on social characteristics of users, in accordance with at least some embodiments described herein;

[0012] FIG. 6 shows an example processing flow of additional operations for data caching based on social characteristics of users, in accordance with at least some embodiments described herein; and

[0013] FIG. 7 shows a block diagram illustrating an example computing device by which various example solutions described herein may be implemented, arranged in accordance with at least some embodiments described herein.

DETAILED DESCRIPTION

[0014] In the following detailed description, reference is made to the accompanying drawings, which form a part of the description. In the drawings, similar symbols typically identify similar components, unless context dictates otherwise. Furthermore, unless otherwise noted, the description of each successive drawing may reference features from one or more of the previous drawings to provide clearer context and a more substantive explanation of the current example embodiment. Still, the example embodiments described in the detailed description, drawings, and claims are not meant to be limiting. Other embodiments may be utilized, and other changes may be made, without departing from the spirit or scope of the subject matter presented herein. It will be readily understood that the aspects of the present disclosure, as generally described herein and illustrated in the drawings, may be arranged, substituted, combined, separated, and designed in a wide
variety of different configurations, all of which are explicitly contemplated herein.

[0015] FIG. 1 shows an example system configuration 100 in which data caching based on social characteristics of users may be implemented, arranged in accordance with at least some embodiments described herein. As depicted, configuration 100 includes, at least, a client device 104 with an instance of a client application 106 hosted thereon, a web server 108 that stores a data cache control 110 thereon, a cache database 112, a cache database 113, and a database server 114. A user 102 may be regarded as a person or entity that exercises ownership or control of client device 104 at a given time.

[0016] Client device 104 may refer to a processor-based electronic device on which an instance of client application 106 may be hosted to enable user 102 to request or receive data from web server 108. Further, client device 104 may be configured to transmit data to and receive data from web server 108, via a wireless communication link, by further connecting to a mobile communications network provided by a wireless service provider (not shown). Client device 104 may be implemented as a mobile (or portable) electronic device such as a mobile phone, cell phone, smartphone, personal data assistant (PDA), a personal media player device, an application specific device, or a hybrid device that includes any of the above functions. Client device 104 may also be implemented as a personal computer including tablet, laptop computer, and non-laptop computer configurations, which may be connected to the aforementioned mobile communications network or, alternatively, to a wired network.

[0017] The aforementioned wireless service provider for implementing communications for client device 104 may also be known as a mobile network carrier, wireless carrier, or even cellular company. Regardless of the alternate reference, the wireless service provider may provide services for mobile communications subscribers. An instance of client application 106 hosted on client device 104 may enable client device 104 to engage with web server 108. For example, client application 106 may represent a web browser that is configured to facilitate interaction between client device 104, under the control of user 102, and at least web server 108.

[0018] Web server 108 may refer to a cloud-based service and storage platform that is owned and/or operated by a third-party service provider. Web server 108 may include a framework of hardware, software, firmware, or any combination thereof, through which or to which digital data and information may be stored, passed, or shared in the context of a data communication for client device 104 under the control of user 102. According to example embodiments of web server 108, client device 104 under the control of user 102
may refer to any subscriber to the service hosted by web server 108.

[0019] Data cache control 110 may refer to a program that is configured for implementation by web server 108 to manage requests for data from client device 104 under the control of user 102 as well as requests for data from other client devices under the control of other subscribers to the service hosted by web server 108. Data cache control 110 may include logic implemented by hardware, software, firmware, or any combination thereof. In an example embodiment, data cache control 110 may divide subscribers to the service hosted by web server 108, including user 102, into one or more social groups according to one or more social characteristics attributed to each of the respective subscribers. Such characteristics attributed to user 102 and the other subscribers may be gleaned from profile information that is registered with the service hosted by web server 108 upon registering for the service or that is provided at some other time during use of the service.

[0020] Data cache control 110 may exercise control over cache database 112 and cache database 113 on behalf of web server 108, with cache database 112 and cache database 113 each corresponding to a different one of the aforementioned social groups. Thus, in accordance with at least one example, upon receiving a request for data, e.g., from client application 106 on client device 104 under the control of user 102, data cache control 110 may analyze one or more user attributes accompanying the request for data and determine to which one or more of the social groups user 102 belongs. Accordingly, data cache control 110 may determine to which one of cache database 112 and cache database 113 the request for data is to be directed.

[0021] Cache database 112 and cache database 113 may serve as examples of databases configured to cache at least a portion of the data requested from web server 108 by user 102 or any other subscriber to the service hosted thereby. System configuration 100, as depicted, is an example that is not intended to be limiting in any manner, including the quantities of cache databases. That is, system configuration may include multiple cache databases that are well beyond, in quantity, cache database 112 and cache database 113, and which may reside on web server 108 or even on client device 104. Thus, reference may be made herein to "cache database 112, cache database 113, etc., " to make clear the lack of constraints on the quantity of cache databases in configuration 100. As disclosed above, system configuration 100 may include cache database 112 and cache database 113, each corresponding to a different one of the aforementioned social groups.

[0022] Although the embodiments described herein contemplate each of cache
database 112, cache database 113, etc., corresponding to one social group to which user 102 may be assigned, such example embodiments are not intended to be limiting. That is, any one or more of cache database 112, cache database 113, etc., may be configured to searched for data based on attributes corresponding to more than one social group. Further, as described further herein, at least one example may contemplate system 100 not including any cache database for a social group to which user 102 is attributed.

[0023] Database server 114, in accordance with at least one example, may refer to a database configured to host data that is to be accessed by web server 108. That is, web server 108 may query database server 114 for the data requested by client device 104 under the control of user 102 when it has been determined that neither cache database 112 nor cache database 113 correspond to the social group to which user 102 is identified or attributed. Alternatively, web server 108 may query database server 114 for the requested data when the cache database that is identified as corresponding to the social group, to which user 102 is identified or attributed, does not store the requested data therein.

[0024] Communication link 120 may refer to a communication link that is enabled by a protocol utilized to transmit data and/or information between client application 106, via client device 104, and web server 108.

[0025] Communication link 122 may refer to a communication link that is enabled by a protocol utilized to transmit data and/or information between web server 108 and database server 114.

[0026] Communication link 124 may refer to a communication link that is enabled by a protocol utilized to transmit data and/or information pertaining to a transaction between web server 108 and cache database 112, cache database 113, etc.

[0027] The aforementioned protocols referring to communication links 120, 122, and 124 may include any mobile communications technology, e.g., GSM (Global System for Mobile Communications), CDMA (Code Division Multiple Access), etc., depending upon the technologies supported by particular wireless service providers to whose services client device 104, web server 108, cache database 112, cache database 113, etc., and/or database server 114 may be assigned or subscribed. Further, one or more of the aforementioned communication links 120, 122, and 124 may be implemented utilizing non-cellular technologies such as conventional analog AM or FM radio, Wi-Fi™, wireless local area network (WLAN or IEEE (Institute of Electrical and Electronics Engineers) 802.11), WiMAX™ (Worldwide Interoperability for Microwave Access), Bluetooth™, hard-wired connections,
e.g., cable, phone lines, and other analog and digital wireless voice and data transmission technologies.

[0028] Thus, FIG. 1 shows an example implementation of a system configuration 100 for implementing data caching based on social characteristics of users.

[0029] FIG. 2 shows an example configuration 200 of a client application by which at least portions of data caching based on social characteristics of users may be implemented, arranged in accordance with at least some embodiments described herein. As depicted, client application 106, hosted on client device 104, may include a user interface (UI) 202 and a memory accessing component 204. In FIG. 2, client device 104 is depicted relative to web server 108, cache database 112, cache database 113, etc., and database server 114, as in FIG. 1, along with the respective communication links relative to client device 104; however, this configuration is an example only, and is not intended to be limiting in any manner. At least some embodiments of data caching based on social characteristics of users may contemplate client application 106 representing a web browser that is configured to facilitate user interaction with at least web server 108, database server 114, and/or one or of cache database 112, cache database 113, etc.

[0030] Whereas the present description of client application 106 makes reference to client device 104, on which client application 106 may be hosted, it is to be understood that the corresponding embodiment, or modified version thereof, may be similarly applicable to web server 108, cache database 112, cache database 113, etc., and database server 114, on which another instance of client application 106 or modified version thereof may be hosted.

[0031] UI 202 may refer to a graphical component or module of client application 106 that is configured, designed, and/or programmed to facilitate interaction between user 102 and a web browser on client device 104. In at least one example, UI 202 may enable user interaction with web server 108. UI 202 may be configured, designed, and/or programmed as a software module that is hosted, at least in part, on a memory of client device 104.

[0032] Memory accessing component 204 may refer to a component or module that is configured, designed, and/or programmed to access a storage or database hosted on client device 104 or web server 108. On client device 104, memory accessing component 204 may be configured, designed, and/or programmed to receive and store data received from web server 108.

[0033] Thus, FIG. 2 shows an example configuration 200 including an example
implementation of client application 106 by which one or more embodiments of data caching based on social characteristics of users may be implemented.

[0034] FIG. 3 shows an example configuration 300 for cache databases by which at least portions of data caching based on social characteristics of users may be implemented, arranged in accordance with at least some embodiments described herein. One or more cache databases, including cache database 112, cache database 113, etc., may be hosted on web server 108 or client device 104, though only cache database 112 and cache database 113 are presently shown. Further, each of cache database 112, cache database 113, etc., may store data used by a respective one of the aforementioned social groups to which user 102 is identified or attributed. Thus, data content stored in cache database 112, cache database 113, etc., may be different from each other since each cache database stores data corresponding to a particular social group. Further still, each of cache database 112, cache database 113, etc., may include, at least, a data storage component 310, a data index component 320, and a cache refresh component 330. In FIG. 3, cache database 112 and cache database 113 are both depicted relative to client application 106 hosted on client device 104, web server 108, and database server 114, as in FIG. 1; however, this configuration is an example only, and is not intended to be limiting in any manner.

[0035] Data storage component 310 may refer to a component or module that is configured, designed, and/or programmed to store and replace data in a respective one of cache database 112, cache database 113, etc. Data storage component 310 may be configured, designed, and/or programmed to be executed by one or more processors on the device on which the respective cache database is hosted, e.g., on web server 108. In an example embodiment, the data stored in cache database 112 may include web pages requested by client device 104 under the control of user 102, corresponding to a social group to which user 102 is identified or attributed.

[0036] Data storage component 310 may include an access counter (not shown) that tracks the number of requests for each respective web page stored in the respective cache databases. Thus, storage of particular web pages in anyone of cache database 112, cache database 113, etc., may be based on a number of requests received for the respective web page. Accordingly, web pages for which the most access requests have been received may be stored in a most readily accessible location of the respective cache database to thereby facilitate quicker access thereof. In an example embodiment pertaining to cache database 112, the web page for which the least number of access requests have been received may be first to be replaced by a new web page stored into cache database 112.
[0037] Data index component 320 may refer to a component or module of cache database 112, cache database 113, etc., that is configured, designed, and/or programmed to index data stored in a respective cache database. As set forth above, the stored data may include, for example, web pages. Data index component 320 may be configured, designed, and/or programmed to be executed by one or more processors on the device on which the respective cache database is hosted, e.g., on web server 108. Data index component 320 may index the stored data using the user attributes associated with the data when a first request for the data is received from client device 104 under the control of user 102. In an example embodiment, client device 104 under the control of user 102 may request a web page represented by Uniform Resource Locator URLn. Social characteristics of user 102 may be identified through user attributes, which may accompany the request in the form of metadata. Data storage component 310 may store the requested data represented by, e.g., the Uniform Resource Locator URLn in the respective cache database. Data index component 320 then may index the requested data using the accompanying user attributes. With such an indexing structure, subsequent queries of the respective cache database for the requested data represented by URLn may be executed more efficiently by first searching for the user attributes, and then for URLn.

[0038] Cache refresh component 330 may refer to a component or module of cache database 112, cache database 113, etc., that is configured, designed, and/or programmed to periodically refresh the respective cache database. Cache refresh component 330 may be configured, designed, and/or programmed to be executed by one or more processors on the device that the respective cache database is hosted, e.g., web server 108. Cache refresh component 330 may refresh the respective cache database to thereby obtain, from database server 114, a most recent version of the data stored. A refresh rate implemented by cache refresh component 330 may be a frequency that is inversely proportional to a volume of access requests that the respective cache database receives. That is, when the volume of access requests received by a respective cache database increases, cache refresh component 330 may reduce the frequency of refreshing the respective cache database so as to reduce a burden of cache refreshment on the network. In one example embodiment, cache refresh component 330 may set a threshold value for network traffic flow. Thus, when the network traffic flow exceeds the threshold, cache refresh component 330 may reduce the frequency of the cache refreshing; but when the network traffic flow is below the threshold, cache refresh component 330 may raise the frequency of cache refreshing for the respective cache database.
Thus, FIG. 3 shows an example configuration 300 including one example implementation of cache database 112, cache database 113, etc., by which one or more embodiments of data caching based on social characteristics of users may be implemented.

FIG. 4A and FIG. 4B show an example communication flow of operation 400 for data caching based on social characteristics of users, implemented by at least some embodiments described herein. FIG. 4A illustrates an example communication flow 400 when cache database 112 stores data requested by client device 104 under control by user 102. FIG. 4B illustrates an example communication flow 400 when the data requested by client device 104 under control by user 102 is not stored in cache database 112 or, alternatively, in any other cache database assigned to a particular social group to which user 102 is identified or attributed. As depicted, communication flow 400 may be regarded as a data retrieval process. Communication flow 400 may include communications issued by various components included in system configuration 100 illustrated in FIG. 1. For example, communication flow 400 includes transmission between and amongst client device 104, web server 108, cache database 112, and database server 114. However, communication flow 400 is not limited to such components, as obvious modifications may be made by re-ordering two or more of the communications described here, eliminating at least one of the communications, adding further communications, substituting components, or even having various components assuming communications accorded to other components in the following description. For example, communication flow relates to cache database 112. However, implementation of the example communication flow is not limited to the inclusion of only cache database 112 or even the exclusion of cache database 113 or any other non-depicted cache database. For example, although the embodiments described herein contemplate each of cache database 112, cache database 113, etc., corresponding to one social group to which user 102 may be assigned, any one or more of cache database 112, cache database 113, etc., may be configured to searched for data based on attributes corresponding to more than one social group. That is, one or more of cache database 112, cache database 113, etc., may store data for more than one social group in accordance with the embodiments described herein.

As depicted in both FIG. 4A and FIG. 4B, communication flow 400 may start with client device 104 under the control of user 102 transmitting a request for data 410, from client application 106, e.g., via user 102 submitting the request on UI 202 of client application 106 to web server 108. Client application 106 may forward one or more user attributes 414 that identify social characteristics of user 102, along with the request for data
410, to web server 108. User attributes 414 may identify one or more of the social group to which user 102 is identified or attributed. Some of user attributes 414 may be static, i.e., unchangeable, such as the name of user 102, while some of the user attributes may be dynamic, i.e., variable, such as an occupation of user 102.

[0042] Data cache control 110 on web server 108 may analyze the received request for data 410, which may be accompanied by user attributes 414. The analysis may include identifying which of the one or more social groups that user 102 may belong based on the received user attributes 414. By such analysis, data cache control 110 may identify the appropriate one of cache database 112, cache database 113, etc., that hosts data for the social group to which user 102 is identified or attributed. Web server 108 may then query the identified cache database, e.g., cache database 112, for the requested data by transmitting thereto the request for data 410 and the accompanying user attributes 414.

[0043] As depicted in FIG. 4A, when queried cache database 112 stores the requested data, cache database 112 may transmit requested data 418A to web server 108. Web server 108, in turn, may relay requested data 418A to client application 106, which may communicate requested data 418A to user 102, e.g., by displaying requested data 418A on UI 202 of client application 106.

[0044] As depicted in FIG. 4B, when queried cache database 112 does not store requested data 418, cache database 112 may indicate so, e.g., by transmitting a "miss" message 428 to web server 108. Upon receiving "miss" message 428, data cache control 110 may query database server 114 for requested data 418, e.g., by transmitting request for data 410 to database server 114. Database server 114 may respond by transmitting requested data 418B to web server 108. Web server 108 may then transmit requested data 418B to queried cache database 112. Cache database 112 may store requested data 418B, along with request for data 410, and index requested data 418B with user attributes 414. Meanwhile, web server 108 may transmit requested data 418B to client application 106, which may communicate requested data 418B to user 102, e.g., by displaying requested data 418B on UI 202 of client application 106.

[0045] Thus, FIG. 4A and FIG. 4B show an example communication diagram 400 in reference to FIG. 1, by which one or more embodiments of data caching based on social characteristics of users may be implemented.

[0046] FIG. 5 shows an example processing flow 500 of operations for data caching based on social characteristics of users, arranged in accordance with at least some
embodiments described herein. As depicted, processing flow 500 may include subprocesses executed by various components that are part of data cache control 110 hosted on web server 108. However, implementation of processing flow 500 is not limited to such components, as obvious modifications may be made by re-ordering two or more of the subprocesses described here, eliminating at least one of the subprocesses, adding further subprocesses, substituting components, or even having various components assuming sub-processing roles accorded to other components in the following description. Processing flow 500 may include various operations, functions, or actions as illustrated by one or more of blocks 510, 520, and/or 530. Processing flow 500 may begin at block 510.

[0047] Block 510 (Identify Social Characteristics of Users) may refer to data cache control 110 utilizing information to identify social characteristics of users, who are subscribers to the services hosted by web server 108. The social characteristics may be identified via user attributes that are associated with each user that requests access to data from web server 108 and that are provided during, e.g., user registration for the respective services. Data cache control 110 may include logic implemented by hardware, software, firmware, or any combination thereof, to appropriately address one or more data requests from client device 104 under the control of user 102. Processing flow 500 may continue from block 510 to block 520.

[0048] Block 520 (Divide the Users Into One or More Social Groups) may refer to data cache control 110 dividing, separating users who subscribe to services hosted by web server 108 into one or more social groups according to the social characteristics attributed to the respective users. The dividing of the users into the respective social groups may include the users being categorized, separated, identified, attributed into one or more social groups based on one or more criteria. For example, the social groups may include, e.g., social group for computer scientists, social group for lawyers, social group for mothers, etc. That is, non-limiting examples of basis for defining such social groups may include interests and occupations. Continuing with the non-limiting examples, users with a computer science background may be assigned to a corresponding social group, e.g., "CS group;" users with legal training may be assigned to another corresponding social group, e.g., "Lawyers group;" and female users who have young children may be assigned to yet another corresponding social group, e.g., "Mothers." Processing flow 500 may continue from block 520 to block 530.

[0049] Block 530 (Establish One or More Cache Databases Corresponding to the One or More Social Groups) may refer to data cache control 110 establishing cache database 112, cache database 113, etc., corresponding to the one or more social groups established in
block 520. For example, cache database 112 may be established for users assigned to the CS group, cache database 113 may be established for users assigned to the Lawyers group, and yet another cache database (not shown) may be established for the Mothers group. According to a non-limiting example, since users in the CS group may be more likely to access computer-related data, users in the Lawyers group may be more likely to access law-related data, and users in the Mothers group may be more likely to access data related to parenting, the corresponding cache database for these social groups may likely gather and store computer-related data, law-related data, and parenting-related data. This approach to data caching based on social characteristics of users of the data may increase hit rates of these cache databases and hence improve access speed to the data for users requesting access to the data.

[0050] Thus, FIG. 5 shows an example processing flow 500 executed by data cache control 110 hosted by web server 108 for implementing at least portions of data caching based on social characteristics of users.

[0051] FIG. 6 shows an example processing flow 600 of additional operations for data caching based on social characteristics of users implemented by a web server, arranged in accordance with at least some embodiments described herein. As depicted, processing flow 600 may include sub-processes executed by various components that are part of data cache control 110 hosted on web server 108. However, implementation of processing flow 600 is not limited to such components, as obvious modifications may be made by re-ordering two or more of the sub-processes described here, eliminating at least one of the sub-processes, adding further sub-processes, substituting components, or even having various components assuming sub-processing roles accorded to other components in the following description. Processing flow 600 may include various operations, functions, or actions as illustrated by one or more of blocks 610, 620, 630, 640 and/or 650. Processing flow 600 may begin at block 610.

[0052] Block 610 (Receive Requests for Data and User Attributes) may refer to data cache control 110 receiving, via web server 108, a request for data that is accompanied by one or more user attributes that identify social characteristics of user 102 who is requesting data, via client application 106 on client device 104. Data cache control 110 may assign one or more users with such user attributes to a social group, and create a corresponding cache database for that social group if such a cache database does not already exist. Therefore, upon receiving the request for data from client device 104 under the control of user 102, data cache control 110 on web server 108 may identify the appropriate one of cache
database 112, cache database 113, etc., using the received user attributes. The description of processing flow 600 may, therefore, include reference to "appropriately identified cache database." Processing flow 600 may continue from block 610 to block 620.

[0053] Block 620 (Query Cache Database) may refer to data cache control 110 querying the appropriately identified cache database for the requested data. In at least one example embodiment, data cache control 110 may transmit the request for data to the appropriately identified cache database, along with the one or more user attributes that accompany the request for data. Data in all of cache database 112, cache database 113, etc., may be indexed by attributes of the user who initially requested access to the data. Therefore, transmitting the user attributes associated with the current request for data to the appropriately identified cache database may enable such cache database to locate the requested data as the user attributes may have been used to index the data in the cache database. Processing flow 600 may continue from block 620 to decision block 630, at which data cache control 110 waits to learn whether the appropriately identified cache database stores the requested data.

[0054] At decision block 630 (Hit?), when the appropriately identified cache database does not store the requested data therein, processing flow 600 may continue from decision block 630 to block 640.

[0055] Block 640 (Retrieve Data from Database Server) may refer to data cache control 110 querying database server 114 for the requested data. Upon receiving the requested data from database server 114, data cache control 110 may proceed to store the requested data in the appropriately identified cache database. The stored data may be indexed with the one or more user attributes that have come with the request for the data, as this request may be the first request for the data. Processing flow 600 may continue from block 640 to block 650.

[0056] At decision block 630 (Hit?), when the appropriately identified cache database stores the requested data stored therein, processing flow 600 may continue from decision block 630 to block 650.

[0057] Block 650 (Communicate Requested Data to User) may refer to data cache control 110 transmitting the requested data that is obtained either from the appropriately identified cache database or from database server 114 to the client device 104 under the control of user 102 who has requested the data, e.g., via client application 106 on client device 104. In one or more example embodiments, data cache control 110 or web server
108 may modify the requested data, e.g., presenting the data in the form of a web page if user 102 expects a web page, and transmit user 102 the modified data.

[0058] Thus, FIG. 6 shows an example processing flow 600 executed by data cache control 110 hosted on web server 108 for implementing data caching based on social characteristics of users.

[0059] FIG. 7 shows a block diagram illustrating an example computing device 700 by which various example solutions described herein may be implemented, arranged in accordance with at least some embodiments described herein.

[0060] More particularly, FIG. 7 shows an illustrative computing embodiment, in which any of the processes and sub-processes described herein may be implemented as computer-readable instructions stored on a computer-readable medium. The computer-readable instructions may, for example, be executed by a processor of a device, as referenced herein, having a network element and/or any other device corresponding thereto, particularly as applicable to the applications and/or programs described above corresponding to the configuration 100 for data caching based on social characteristics of users.

[0061] In a very basic configuration, a computing device 700 may typically include one or more processors 704 and a system memory 706. A memory bus 708 may be used for communicating between processor 704 and system memory 706.

[0062] Depending on the desired configuration, processor 704 may be of any type including but not limited to a microprocessor (µP), a microcontroller (µC), a digital signal processor (DSP), or any combination thereof. Processor 704 may include one or more levels of caching, such as a level one cache 710 and a level two cache 712, a processor core 714, and registers 716. An example processor core 714 may include an arithmetic logic unit (ALU), a floating point unit (FPU), a digital signal processing core (DSP Core), or any combination thereof. An example memory controller 718 may also be used with the processor 704, or in some implementations the memory controller 718 may be an integral part of the processor 704.

[0063] Depending on the desired configuration, system memory 706 may be of any type including but not limited to volatile memory (such as RAM), non-volatile memory (such as ROM, flash memory, etc.) or any combination thereof. System memory 706 may include an operating system 720, one or more applications 722, and program data 724.

[0064] Application 722 may be configured to transmit or receive requests for data or
data pertaining to user 102 or web server 108 as described previously with respect to FIGS. 1-6. Program data 724 may include a table 750, which may be useful for implementing actuation of appropriate components or modules as described herein.

[0065] System memory 706 is an example of computer storage media. Computer storage media may include, but not limited to, RAM, ROM, EEPROM, flash memory or other memory technology, CD-ROM, digital versatile disks (DVD) or other optical storage, magnetic cassettes, magnetic tape, magnetic disk storage or other magnetic storage devices, or any other medium which may be used to store the desired information and which may be accessed by computing device 700. Any such computer storage media may be part of computing device 700.

[0066] The network communication link may be one example of a communication media. Communication media may typically be embodied by computer readable instructions, data structures, program modules, or other data in a modulated data signal, such as a carrier wave or other transport mechanism, and may include any information delivery media. A "modulated data signal" may be a signal that has one or more of its characteristics set or changed in such a manner as to encode information in the signal. By way of example, and not limitation, communication media may include wired media such as a wired network or direct-wired connection, and wireless media such as acoustic, radio frequency (RF), microwave, infrared (IR) and other wireless media. The term computer readable media as used herein may include both storage media and communication media.

[0067] There is little distinction left between hardware and software implementations of aspects of systems; the use of hardware or software is generally (but not always, in that in certain contexts the choice between hardware and software can become significant) a design choice representing cost vs. efficiency tradeoffs. There are various vehicles by which processes and/or systems and/or other technologies described herein may be implemented, e.g., hardware, software, and/or firmware, and that the preferred vehicle may vary with the context in which the processes and/or systems and/or other technologies are deployed. For example, if an implementer determines that speed and accuracy are paramount, the implementer may opt for a mainly hardware and/or firmware vehicle; if flexibility is paramount, the implementer may opt for a mainly software implementation; or, yet again, alternatively, the implementer may opt for some combination of hardware, software, and/or firmware.

[0068] The foregoing detailed description has set forth various embodiments of the devices and/or processes for system configuration 100 via the use of block diagrams,
flowcharts, and/or examples. Insofar as such block diagrams, flowcharts, and/or examples contain one or more functions and/or operations, it will be understood by those with in the art that each function and/or operation with in such block diagrams, flowcharts, or examples can be implemented, individually and/or collectively, by a wide range of hardware, software, firmware, or virtually any combination thereof. In one embodiment, several portions of the subject matter described herein may be implemented via Application Specific Integrated Circuits (ASICs), Field Programmable Gate Arrays (FPGAs), digital signal processors (DSPs), or other integrated formats. However, those skilled in the art will recognize that some aspects of the embodiments disclosed herein, in whole or in part, can be equivalently implemented in integrated circuits, as one or more computer programs running on one or more computers, e.g., as one or more programs running on one or more computer systems, as one or more programs running on one or more processors, e.g., as one or more programs running on one or more microprocessors, as firmware, or as virtually any combination thereof, and that designing the circuitry and/or writing the code for the software and or firmware would be well within the skill of one of skill in the art in light of this disclosure. In addition, those skilled in the art will appreciate that the mechanisms of the subject matter described herein are capable of being distributed as a program product in a variety of forms, and that an illustrative embodiment of the subject matter described herein applies regardless of the particular type of signal bearing medium used to actually carry out the distribution. Examples of a signal bearing medium include, but are not limited to, the following: a recordable type medium such as a floppy disk, a hard disk drive, a CD, a DVD, a digital tape, a computer memory, etc.; and a transmission type medium such as a digital and/or an analog communication medium (e.g., a fiber optic cable, a waveguide, a wired communications link, a wireless communication link, etc.).

[0069] Those skilled in the art will recognize that it is common within the art to describe devices and/or processes in the fashion set forth herein, and therefore use engineering practices to integrate such described devices and/or processes into data processing systems. That is, at least a portion of the devices and/or processes described herein can be integrated into a data processing system via a reasonable amount of experimentation. Those having skill in the art will recognize that a typical data processing system generally includes one or more of a system unit housing, a video display device, a memory such as volatile and non-volatile memory, processors such as microprocessors and digital signal processors, computational entities such as operating systems, drivers, graphical user interfaces, and applications programs, one or more interaction devices, such as a touch pad or screen, and/or control systems including feedback loops and control motors, e.g.,
feedback for sensing position and/or velocity; control motors for moving and/or adjusting components and/or quantities. A typical data processing system may be implemented utilizing any suitable commercially available components, such as those typically found in data computing/communication and/or network computing/communication systems.

[0070] The herein described subject matter sometimes illustrates different components contained within, or connected with, different other components. It is to be understood that such depicted architectures are merely examples, and that in fact many other architectures can be implemented which achieve the same functionality. In a conceptual sense, any arrangement of components to achieve the same functionality is effectively "associated" such that the desired functionality is achieved. Hence, any two components herein combined to achieve a particular functionality can be seen as "associated with" each other such that the desired functionality is achieved, irrespective of architectures or intermedial components. Likewise, any two components so associated can also be viewed as being "operably connected", or "operably coupled", to each other to achieve the desired functionality, and any two components capable of being so associated can also be viewed as being "operably couplable", to each other to achieve the desired functionality. Specific examples of operably couplable include but are not limited to physically mateable and/or physically interacting components and/or wirelessly interactable and/or wirelessly interacting components and/or logically interacting and/or logically interactable components.

[0071] Lastly, with respect to the use of substantially any plural and/or singular terms herein, those having skill in the art can translate from the plural to the singular and/or from the singular to the plural as is appropriate to the context and/or application. The various singular/plural permutations may be expressly set forth herein for sake of clarity.

[0072] It will be understood by those within the art that, in general, terms used herein, and especially in the appended claims, e.g., bodies of the appended claims, are generally intended as "open" terms, e.g., the term "including" should be interpreted as "including but not limited to," the term "having" should be interpreted as "having at least," the term "includes" should be interpreted as "includes but is not limited to," etc. It will be further understood by those within the art that if a specific number of an introduced claim recitation is intended, such an intent will be explicitly recited in the claim, and in the absence of such recitation no such intent is present. For example, as an aid to understanding, the following appended claims may contain usage of the introductory phrases "at least one" and "one or more" to introduce claim recitations. However, the use of such phrases should not
be construed to imply that the introduction of a claim recitation by the indefinite articles "a" or "an" limits any particular claim containing such introduced claim recitation to embodiments containing only one such recitation, even when the same claim includes the introductory phrases "one or more" or "at least one" and indefinite articles such as "a" or "an," e.g., "a" and/or "an" should be interpreted to mean "at least one" or "one or more;" the same holds true for the use of definite articles used to introduce claim recitations. In addition, even if a specific number of an introduced claim recitation is explicitly recited, those skilled in the art will recognize that such recitation should be interpreted to mean at least the recited number, e.g., the bare recitation of "two recitations," without other modifiers, means at least two recitations, or two or more recitations. Furthermore, in those instances where a convention analogous to "at least one of A, B, and C, etc." is used, in general such a construction is intended in the sense one having skill in the art would understand the convention, e.g., "a system having at least one of A, B, and C" would include but not be limited to systems that have A alone, B alone, C alone, A and B together, A and C together, B and C together, and/or A, B, and C together, etc. In those instances where a convention analogous to "at least one of A, B, or C, etc." is used, in general such a construction is intended in the sense one having skill in the art would understand the convention, e.g., "a system having at least one of A, B, or C" would include but not be limited to systems that have A alone, B alone, C alone, A and B together, A and C together, B and C together, and/or A, B, and C together, etc. It will be further understood by those within the art that virtually any disjunctive word and/or phrase presenting two or more alternative terms, whether in the description, claims, or drawings, should be understood to contemplate the possibilities of including one of the terms, either of the terms, or both terms. For example, the phrase "A or B" will be understood to include the possibilities of "A" or "B" or "A and B."

[0073] From the foregoing, it will be appreciated that various embodiments of the present disclosure have been described herein for purposes of illustration, and that various modifications may be made without departing from the scope and spirit of the present disclosure. Accordingly, the various embodiments disclosed herein are not intended to be limiting, with the true scope and spirit being indicated by the following claims.
WE CLAIM

1. A method for caching data from an online resource based on social characteristics of users using the data, comprising:
   dividing the users into one or more social groups according to the social characteristics; and
   creating one or more cache databases corresponding to the one or more social groups,
   wherein data in each of the one or more cache databases are indexed by one or more user attributes identifying social characteristics of users who have used the data.

2. A method for data caching, comprising:
   receiving a request for data from a user of the data, wherein the request is accompanied by one or more user attributes identifying the user's relationship with a social group;
   identifying a cache database based on the one or more user attributes;
   querying the cache database for requested data; and
   upon receiving a message indicating the requested data is not stored in the cache database:
      querying a database server for the requested data,
      receiving the requested data from the database server,
      attaching the one or more user attributes with the requested data, and
      storing into the cache database the request for data and the requested data attached with the one or more user attributes.

3. The method of Claim 2, wherein storing the requested data into the cache database comprises:
   associating the requested data with a count of accesses of the requested data by users from a same social group.

4. The method of Claim 3, wherein the requested data is ranked in the cache database by the value of the count.

5. The method of Claim 4, wherein data with a smallest count value in the cache database is replaced first.
6. The method of Claim 2, wherein the cache database executes the query for the requested data by searching for the requested data in the cache database according to the one or more user attributes accompanying the request.

7. The method of Claim 2, wherein data in the cache database is refreshed at a refresh frequency that is based on a volume of queries that the cache database receives.

8. The method of Claim 7, wherein a threshold is set for the volume of queries that the cache database receives,
   wherein further, the refresh frequency decreases when the volume of queries that the cache database receives exceeds the threshold,
   wherein further still, the refresh frequency increases when the volume of queries that the cache database receives is below the threshold.

9. The method of Claim 2, wherein various ones of the one or more user attributes are static.

10. The method of Claim 2, wherein various ones of the one or more user attributes are dynamic.

11. An apparatus for caching data, comprising:
    one or more cache databases, each comprising:
    a module for storing data, and
    a module for refreshing the data; and
    a module for indexing the data cached in each of the respective one or more cache databases.

12. The apparatus of Claim 11, wherein the module for refreshing the data refreshes the data in the cache database at a refresh frequency that is based on a volume of queries that the cache database receives.

13. The apparatus of Claim 12, wherein a threshold is set for the volume of queries that the cache database receives,
    wherein further, the refresh frequency decreases when the volume of queries that the cache database receives exceeds the threshold,
wherein further still, the refresh frequency increases when the volume of queries that the cache database receives is less than the threshold.

14. The apparatus of Claim 11, wherein the module for storing the data associates the data with a count of accesses of the data by users in the group.

15. The apparatus of Claim 11, wherein the module for storing the data replaces data with a smallest count value in the cache database first.

16. The apparatus of Claim 11, wherein various ones of the one or more user attributes are static.

17. The apparatus of Claim 11, wherein various ones of the one or more user attributes are dynamic.

18. A system for retrieving data, comprising:
   a database server that is configured to store the data;
   one or more cache databases that are each respectively configured to cache at least portions of the data for a group of users of the data,
   wherein each of the respective groups of users of the data share one or more characteristics,
   and
   wherein each of the respective portions of the data are tagged with one or more user attributes that are configured to identify the users of the data; and
   a web server that is configured to:
      receive, from one of the users of the data, a request for data that is accompanied by one or more of the user attributes,
      identify one of the one or more cache databases in which at least some of the respective portions of the data cached therein are tagged with the one or more user attributes that accompany the request for data, and
      query the one or more identified cache database for the requested data.

19. The system of Claim 18, wherein the web server is further configured to receive the requested data from one or more of the identified cache databases for transmission to the user.
20. The system of Claim 18, wherein, upon receiving a message indicated that the requested data is not cached in the identified one or more cache databases, the web server is further configured to:
   query the database server for the requested data;
   receive the requested data from the database server;
   attach the one or more user attributes that accompanied the request for data to the requested data; and
   cache the requested data in one or more of the cache databases in which respective portions of the data are tagged with the one or more user attributes that accompanied the request for data.

21. The system of Claim 18, wherein the portions of data cached in the one or more cache databases is refreshed at a refresh frequency that increases and decreases in accordance with a volume of queries received at the respective cache database.

22. The system of Claim 21,
   wherein, a threshold is set for the volume of queries,
   wherein further, the refresh frequency decreases when the volume of queries exceeds the threshold, and
   wherein further, the refresh frequency increases when the volume of queries falls below the threshold.

23. The system of Claim 20, wherein the portions of data cached in the one or more cache databases is further associated with a count of accesses.

24. The system of Claim 23, wherein replacement of the portions of data starts with those of the portions of data having a lowest count of accesses.

25. The system of Claim 18, wherein various ones of the one or more user attributes are static.

26. The system of Claim 18, wherein various ones of the one or more user attributes are dynamic.
IDENTIFY SOCIAL CHARACTERISTICS OF USERS 510

DIVIDE THE USERS INTO ONE OR MORE SOCIAL GROUPS 520

EESTABLISH ONE OR MORE CACHE DATABASES CORRESPONDING TO THE ONE OR MORE SOCIAL GROUPS 530

Fig. 5
600

108/110

RECEIVE REQUEST FOR DATA AND USER ATTRIBUTES 610

QUERY CACHE DATABASE 620

HIT? 630

Y

N

RETRIEVE DATA FROM DATABASE SERVER 640

COMMUNICATE REQUESTED DATA TO USER 650

Fig. 6
Fig. 7
A. CLASSIFICATION OF SUBJECT MATTER

G06F 17/30 (2006.01) i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: G06F 17/-

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used): CPRSABS, CNTXT, CNKI, VEN: cache, buffer, database, classify, group, retrieve, query, search, user

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>CN 102638584 A (QINGDAO HISENSE NETWORK TECHNOLOGY CO LTD), 15 August 2012 (15.08.2012), see the description, paragraphs [6]-[54]</td>
<td>1-26</td>
</tr>
<tr>
<td>A</td>
<td>US 201 1167171 A1 (DUNSTANA), 07 July 2011 (07.07.2011), the whole document</td>
<td>1-26</td>
</tr>
<tr>
<td>A</td>
<td>CN 101692229 A (UNIV WUHAN), 07 April 2010(07.04.2010), the whole document</td>
<td>1-26</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

* Special categories of cited documents:
  'A' "document defining the general state of the art which is not considered to be of particular relevance
  'E' earlier application or patent but published on or after the international filing date
  'L' document which may throw doubts on priority claim (S) or which is cited to establish the publication date of another citation or other special reason (as specified)
  'O' "document referring to an oral disclosure, use, exhibition or other means
  'P' "document published prior to the international filing date but later than the priority date claimed

'T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

'X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

'Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

'&'"document member of the same patent family

Date of the actual completion of the international search: 16 September 2013 (16.09.2013)

Date of mailing of the international search report: 10 Oct. 2013 (10.10.2013)

Authorized officer: YAN, Shiying

Telephone No. (86-10) 62411767

Name and mailing address of the ISA/CN
The State Intellectual Property Office, the P.R.China
6 Xitucheng Rd., Jimen Bridge, Haidian District, Beijing, China
100088
Facsimile No. 86-10-62019451

Form PCT/ISA/210 (second sheet) (July 2009)
<table>
<thead>
<tr>
<th>Patent Documents referred in the Report</th>
<th>Publication Date</th>
<th>Patent Family</th>
<th>Publication Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>CN 102638584 A</td>
<td>15.08.2012</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>US 201 1167171 A1</td>
<td>07.07.2011</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>CN 10 1692229 A</td>
<td>07.04.2010</td>
<td>CN 101692229 B</td>
<td>20.06.2012</td>
</tr>
</tbody>
</table>