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This invention relates to a dryer, and more particular 
ly to a dryer for rapidly drying particles, e.g., of cereal, 
at a relatively higher temperature, for example, at one 
sufficiently high to cause toasting of cereal particles. 

Heretofore, a number of methods and apparatuses have 
been used for drying various types of particles. How 
ever, most of the techniques heretofore known for dry 
ing particles have been incapable of providing close con 
trol over the length of time the particles are subjected 
to the drying medium. When relatively low tempera 
tures are employed, variations in the drying time are 
unimportant; however, the drying time can be critical 
when higher temperatures sufficient to effect other changes 
in the particles, in addition to the removal of moisture, 
are employed. This is true, for example, when higher 
temperatures are used in drying cereal particles to toast 
the particles and thereby to improve the taste and color. 
Still higher temperatures are sometimes used to cause 
the cereal particles to expand rapidly or puff. Drying 
time is also critical when higher temperatures are used 
to enable a greater number of particles to be dried in a 
shorter length of time in order to reduce the overal proc 
ess time, to reduce the size and cost of the drying appa 
ratus, and to reduce the amount of floor space. 

Relatively high temperatures are frequently used to 
accomplish the above results. As a consequence, a vari 
ation of only one or two seconds in the length of time 
the particles are subjected to the heated drying medium 
will cause significant differences, e.g., in color and taste 
of cereal particles. Variations of more than one or two 
seconds are common with present drying apparatuses and 
methods. 
The present invention provides an improved method 

and apparatus for drying particles for closely controlled 
periods of time. This is accomplished by transporting 
the particles in at least partially physically-separated 
groups laterially through a heated air stream at a con 
stant rate to assure that each group will be in the stream 
for a fixed length of time. In one preferred form of 
apparatus embodying the principles of the invention, the 
cereal particles are transported through the air stream 
in perforated compartinments, several of which are affixed 
to a conveyor chain and are moved sequentially through 
the stream in a straight line. The air passes upwardly 
through the compartments at a velocity sufficient to move 
the particles therein and to maintain them in motion, 
and preferably suspended above the perforated bottom. 
As a consequence, drying is accomplished more effective 
ly. In one embodiment of the invention, a separate mesh 
beit is located above the compartments and extends paral 
lelly to the chain to which the compartments are attached, 
being driven in synchronization therewith. The lower 
run of the mesh belt contacts the tops of the compart 
ments when within the air stream to prevent the blowing 
of particles from the compartments, but is spaced from 
the compartments on both sides of the air stream so that 
the compartments are uncovered for loading and unload 
ing. In another preferred form, the compartments ex 
pand outwardly and upwardly from the bottoms so that 
the air velocity therethrough is an inverse function of the 
distance above the bottom; in this case all the particles 
can be suspended above the compartment bottoms by an 
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air flow which is insufficient to carry the particles out 
the compartment tops. In still another preferred form 
the apparatus comprises a trough-like member with a 
perforate bottom, sidewalls which expand upwardly and 
outwardly and a screw-conveyor to advance the particles 
through the trough-like member. In this case, the air 
Velocity is controlled to suspend the particles in the effec 
tive Zone of the conveyor, so that required residence 
times are provided. 

It is, therefore, a principal object of the invention to 
provide an improved method and apparatus for removing 
moisture from particles. 
Another object of the invention is to provide a method 

and apparatus for subjecting particles to a drying medium 
for more uniform, closely controlled periods of time. 

Still another object of the invention is to provide a 
method and apparatus for the rapid removal of moisture 
from particles, and at relatively high temperatures. 
A further object of the invention is to provide drying 

apparatus in which particles are divided into a plurality 
of groups which are at least partially separated from one 
another physically, and in which the groups of particles 
are advanced through the apparatus with little or no in 
termixing. 

Other objects and advantages of the invention will be 
apparent from the following detailed description of pre 
ferred embodiments thereof, reference being made to the 
accompanying drawings, in which: 

FIG. Í is a fragmentary view in longitudinal, vertical 
CTOSS Section, taken along an offset line - of FIG. 2, 
of a dryer embodying the principles of the invention; 
FG. 2 is a view in lateral, vertical cross Section, taken 

along the line 2-2 of FIG. 1; 
FIG. 3 is a view in perspective of a compartmentem 

ployed with the dryer shown in FIGS. 1 and 2; 
FIG. 4 is a view in vertical cross section of a portion 

of the dryer of FIGS. 1 and 2; 
FIG. 5 is a view in cross section taken along the line 

5-5 of FIG. 4; and 
FIG. 6 is a view in perspective of a modification of 

the dryer shown in FIG. 3. 
Referring to the drawings, and more particularly to 

FIGS. 1 and 2, a dryer embodying the principles of the 
invention is indicated generally at 10 and includes in 
sulated side, end, top and bottom walls 12, 4, 6 and 
8, respectively, and supporting legs 20. The dryer 10 

is divided into three sections or zones 22, 24, and 26. 
The temperature and velocity of the air or other drying 
medium in each Zone or section is regulated individually. 

Individual control of the three sections enables more 
heat to be added to the air in the first Stage where the 
noisture content is highest, for example. It also enables 
higher velocity air to be used in the first Stage where the 
particles are the heaviest, because they contain the most 
moisture. In many instances, however, all three of the 
Streans are maintained at the same temperature and velocity. 
The three sections 22–26 (see FIG. 2 in particular) 

are substantially identical, each including a combustion 
chamber 28, a burner 30, a connecting duct 32, a blower 
housing 34 with a blower 36, a Supply passage 38, a 
Screen 40, and a return passage 42. The burner 30 is 
Supplied with air and fuel through lines 44 and 46 which 
can be regulated to vary the output of the burner 30 
and the temperature of the air circulated in the associ 
ated one of the Sections 22–26. The blower 36 in the 
housing 34 is driven by a variable speed motor 48 which 
can be regulated to change the speed of the blower 36 
and the velocity of the air in the associated section. 
Thus, both the temperature and the velocity of air in 
each Section can be regulated relatively easily, as required. 
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rations 122 therein which are closely and uniformly 
spaced to prevent the possibility of any dead space in 
the bottom 120. The trough 110 has slanted side walls 
124, so that its cross-sectional shape is similar to a sym 
metric trapezoid. By slanting the side walls, rather than 
placing them in a perpendicular position, the horizontal 
cross-sectional area of the trough 110 increases from the 
bottom 20 to the top thereof. As a consequence of 
the increase in cross-sectional area, the lineal velocity 
of the air decreases rapidly, and can be easily controlled 
to enter the perforations 122 at a velocity sufficiently 
high to suspend the particles above the bottom 120 and 
yet to exit from the top of the trough 110 at a velocity 
sufficiently low that it will not carry the particles there 
from. Because of the control afforded by the slanted 
side walls 24, no top whatsoever is needed on the trough 
110. In addition, a higher proportion or all of the par 
ticles are continuously suspended above the bottom 120. 
The slanted side walls also enable a reduction in the 
total volume of air needed for suspension and in the 
total horsepower consumption. Further, fewer modifi 
cation of the equipment are necessary to accommodate 
different sizes and shapes of cereal or other particles. 
The conveying screw 112 can be of any suitable de 

sign and includes a helical wall or flange 126 and a cen 
tral shaft 128. The helical wall 126 provides separating 
means by which the particles in the trough 110 are par 
tially but effectively physically separated into groups as 
they are carried laterally through the air stream. The 
periphery of the helical wall 126 is quite close to the 
bottom 120 and to the slanted side walls 124 and can 
be made even closer by curving the bottom 120, the 
side walls 124, or both. However, it is preferred that 
the air passing through the perforations 122 suspend the 
particles above the bottom 120 so that the helical wall 
126 provides sufficient physical separation without curva 
ture of the various walls. 
The advantages accomplished by slanting the side walls 

of the trough 110 can also be attained with the dryer 
10 of FIGS. 1-3 by slanting the walls of the receptacle 
58. A receptacle 136 of FIG. 6 is modified in this man 
ner, having slanted side walls 138 and 140 and trape 
Zoidal end walls 142 and 144. The receptacle 136 is 
like the receptacle 57 in that it has a perforate bottom 
and fianges to reduce the by-passing of air. 

It will be noted that the dryers according to the in 
vention all maintain cereal or the like to be dried in a 
plurality of at least partially separated groups and ad 
vance the groups, while so separated, laterally through 
a stream of a drying medium. In the apparatus of FIGS. 
1-3, or modified by Substitution of the receptacle 136 
of FIG. 6, the Separation is complete, but in the appa 
ratus of FIGS. 4 and 5 the separation is partial. In 
all instances, however, the separation is effective to con 
trol the residence times of the particles within the nar 
row limits that are necessary to accomplish rapid and 
controlled drying, roasting, or both. For optimum re 
Sults the individual particles in each of the groups are 
also physically separated from one another by suspen 
Sion in the stream of the drying medium. In all in 
stances this can be accomplished most effectively and 
efficiently when the volume of the enclosures, whether 
partial or complete, is from about 10 to about 100 times 
the volume of the particles enclosed therein. 

Various modifications of the above described embodi 
ments of the invention will be apparent to those skilled 
in the art. Such modifications can be made without de 
parting from the spirit and scope of the invention, as 
defined in the appended claims. 
We claim: 
1. A method of drying particles, comprising the fol 

lowing steps: 
(a) introducing the particles to a drying chamber in 

Substantially physically separated groups; 
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6 
(b) conveying said groups through said chamber at a 

substantially constant speed; 
(c) establishing a flow of a stream of drying medium; 
(d) simultaneously suspending substantially all of the 

particles in each of said separated groups in said 
stream in said chamber by passing said stream of 
drying medium upwardly and simultaneously through 
the entire bottom region of each of said groups at 
a velocity sufficient to maintain simultaneous suspen 
Sion of substantially all particles in each of said 
groups in said stream while maintaining physical 
separation of said groups of particles. 

2. The method according to claim 1 further comprising 
reducing the velocity of said stream of drying medium 
as it is passed upwardly through said groups of particles. 

3. Apparatus for continuously drying particles com 
prising, in combination: 

(a) wall means forming a substantially horizontally 
extending drying chamber having first and second 
adjacent and aligned zones; 

(b) means for conveying said particles through said 
drying chamber said conveying means including sec 
ond wall means forming a plurality of open top 
receptacles in which the particles are conveyed in 
physically separated groups therein, and said second 
Wall means including bottom wall means perforate 
over substantially its entire extent thereby being 
pervious to a gas, and at least one pair of opposed 
walls attached to said bottom wall means and con 
tinuously diverging from each other from the bottom 
wall means to substantially the top of said receptacles; 

(c) means for establishing flows of first and second 
streams of gaseous drying mediums; and 

(d) means for directing said first and second streams 
simultaneously through substantially the entire bot 
ton wall means, upwardly through said first and 
Second Zones respective of the drying chamber, the 
Velocities sufficient to cause and maintain suspension 
of Substantially all particles in said first and second 
streams during substantially the entire time that the 
particles are being conveyed through said drying 
chamber. 

4. Apparatus according to claim 3 further comprising 
first and second heating means for heating said first and 
Second streams of gaseous drying mediums respectively 
before passage of the stream through said first and sec 
ond Zones. 

S. Apparatus for continuously drying particles com 
prising in combination: 

(a) means for conveying said particles in a generally 
horizontal path, said conveying means including wall 
means forming a plurality of open top receptacles 
in which the particles are conveyed in physically 
Separated groups along said generally horizontal 
path, said wall means including bottom wall means 
perforate over substantially its entire extent, there 
by being pervious to a gas, and said wall means fur 
ther including at least one pair of opposed walls 
attached to said bottom wall means and continuously 
(diverging from each other from the bottom waii 
means Substantially to the top of the receptacles 
within which said particles are adapted to be con 
tained; 

(b) means for actuating said conveying means to move 
said particle receptacles in said generally horizontal 
path; 

(c) means for establishing a flow of a stream of a 
gaseous drying medium; and 

(d) means for directing the stream simultaneously 
through substantially the entire bottom wall means 
at a velocity sufficient to cause and maintain suspen 
Sion of Substantially all the particles in said stream 
during substantially the entire time that the particles 
are being conveyed along said horizontal path. 

6. Apparatus according to claim 5 wherein said con 
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veying means comprises a screw conveyor extending 
through said chamber and said wall means forming said 
plurality of open top receptacles comprises: 

(a) successive turns of said screw conveyor which 
form side walls of said receptacles; 

(b) the pair of diverging opposed walls which extend 
from and are attached to said bottom Wall means, 
extend the entire length of said screw conveyor and 
form end walls of said receptacles. 

7. Apparatus according to claim 5 wherein said wall 
means forming Said plurality of open top receptacles 
comprises: 

(a) opposed pairs of end walls, each pair being con 
nected to a separate bottom portion of the bottom 
wall means and extending upwardly therefrom; 

(b) opposed pairs of side walls, each pair being con 
nected to a bottom portion to which a pair of end 
walls are attached and continuously diverging from 
each other and from said bottom portion and being 
connected to said pair of end walls. 

8. Apparatus for continuously drying particles com 
prising, in combination: 

(a) a Substantially horizontally disposed screw con 
veyor; 

(b) Wall means forming a substantially horizontally 
extending drying chamber circumposing and coex 
tensive with said screw conveyor, said wall means 
including bottom wall means perforate over substan 
tially its entire extent and being located subjacent 
to and contiguous with the bottom of said screw 
conveyor, and said wall means further comprising a 
pair of opposed side walls contiguous to and extend 
ing the length of said screw conveyor, said opposed 
side Walls being attached to said bottom wall means 
and continuously diverging upwardly from each 
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other from the bottom wall means; said bottom wall 
means, pair of opposed side walls and Successive 
turns of said screw conveyor being effective to sepa 
rate the particles to be dried into a plurality of Sub 
stantially physically separated receptacles; 

(c) means for turning said screw conveyor to advance 
Said receptacles through said chamber in a generally 
horizontal path; 

(d) means for establishing a flow of gaseous drying 
medium; and 

(d) means for directing the stream simultaneously 
through substantially the entire bottom wall means 
at a velocity sufficient to cause and maintain suspen 
sion of Substantially all the particles in said stream 
during substantially the entire time that the particles 
are being conveyed along said horizontal path. 
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