
W. J. BROWN. 
SHOE-FAST ENER. 

No. 187,505. Pat ented Feb. 20, 1877. 

INVENTOR 

%22zz C%, 
N.FETERs, photo-uTHOGRAPHER, WASHINGTOri, O.C. 

WITNESSES 

  



UNITED STATES PATENT OFFICE. 
WILLIAM J. BROWN, OF NEW YORK, N. Y. 

MPROVEMENT IN SHOEFASTENERS. 

Specification forming part of Letters Patent No. 1s?,505, dated February 20, 1877; application filed 
January 13, 1877. 

To all whom it may concern: 
Be it known that I, WILLIAM.J. BROWN, of 

the city, county, and State of New York, 
have invented a new and Improved Shoe-Fast 
ener, of which the following is a specification: 

Figure I is a side elevation of a shoe, hav 
ing my improved fastener attached. Figs. 2 
alnd 3 are detail views of the fastener. 

Similar letters of reference indicate corre 
sponding parts. - 
My invention relates to shoe-fasteners de 

signed to take the place of the ordinary 
buckle or lacing; and it consists of a hasp at 
tached to the flap of a shoe, and a double 
Spring catch or bolt attached to the side of 
the shoe for engaging the hasp. 
The object of the invention is to provide a 

fasteller by which the shoe may be more 
readily fastened and unfastened than by the 
means now in use. 
In the drawing, A is the ordinary flap of a 

shoe, to which a hasp, B, having the eye a is 
attached by means of rivets or other suitable 
fastening. This hasp may be made in any de 
sired form, and may be ornamented to corre 
spond with the style of shoe to which it is at 
tached. 
C is a double spring-bolt for engaging the 

hasp B, which is attached to the side of the 
shoe. This bolt consists of the casing D, in 
which is made the aperture b for receiving the 
eye of the hasp B, and which incloses the 
spring-bolts C C. 
These bolts are hooked or bent, so that 

their beveled ends which engage the hasp 
face toward their heads, so that when the 
bolts are forced outward by their springs did, 
their beveled ends meet opposite the center 
of the aperture b. 
Clipse e are formed on the casing D, for at 

taching it to the shoe, and holes f are also 
provided for receiving rivets for attaching it 
more securely to the shoe. The shoe is fast 
ened by pressing the eye of the hasp through 
the aperture b, and between the beveled ends 
of the bolts C C. The bolts are in this way 
forced apart, and when the hasp is pressed 
(down as far as possible, the bolts regain their 
normal position in the eye of the hasp. The 
hasp is released by pressing the ends of the 
bolts, which causes the ends that engage the 
hasp to separate and liberate it. 
Eaving thus described my invention, I claim 

as new and desire to secure by Letters Pat 
ent 

1. The casing ID, having clips e, and holes 
f, the bolts C C, springs did, and the hasp B 
combined, substantially as herein shown and 
described. 

2. The combination of the casing D, hav 
ing an opening, b, and the double spring-bolts 
C C, having beveled ends with the hasp B, 
and an ordinary shoe having the flap A, sub. 
stantially as and for the purpose set forth, 

WILLIAM J. BROWN. 
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