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1 
This invention relates to a garment hanger 

and more particularly to a hanger Which maybe 
Secured to a supporting object. 

i The principal object of the invention is the 
provision of a garment hanger which may be se 
cured to a supporting object so as to preventun 
authorized removal of the hanger therefrom. 
A further object of the invention is the pro 

vision of a garment hanger incorporating means 
forsecuring garments thereto. 
A Still further object of the invention is the 

provision of a garment hanger including, means 
for securing garments thereto and means for 
securing the garment hanger to a supporting 
object. m 

A Still further object of the invention is the 
provision of a garment hanger which may be 
readily formed and which is convenient in use 
and appearance. 
The garment hangershown and described here 

in comprises an improvement over that shown in 
my co-pending application for patent, Serial No. 
633,724, filed December 8, 1945, on Garment 
hanger wherein a garment hanger which may be 
Secured to a supporting object is disclosed. 
The principal improvement in the present in 

Vention is in the combination with the hanger se 
curing means of garment securing meansso that 
garmentS positioned on a portion of the hanger 
may be Secured thereto simultaneousy and auto 
matically at the time the garment hanger is se 
cured to a supporting object. '' ... , 
VVith the foregoing and other objects in view 

Which Will appear as the description proceeds, the 
invention resides in the combination andarrange 
ment of parts and in the details of construction 
hereinafter described and claimed, it being un 
derstood that changes in the precise embodiment 
of the invention herein disclosed can be made 
Within the scope of what is claimed without de 
parting from the spirit of the invention. 
The invention is illustrated in the accompany 

ing dra Wing, wherein 
Figure 1isa side elevation of a garment hanger. 
Figure 2 is a horizontal cross section taken 

online 2-2 of Figure 1. 
Figure 3 is an enlarged vertical cross section 

taken online 3-3 ofFigure 1. 
Figure 4 is an enlarged detail view with parts 

in cross section illustrating the lock portion of 
the garment hanger shown in Figure 1. 
By referring to the drawings and Figure 1 in 

particular, it Will be seen that a garment hanger 
has been disclosed which comprises a body mem 
ber 10 having oppositely extending downwardly 

O 

20 

25 

30 

35 

40 

45 

50 

55 

2 
tapering arms ll and 2, respectively and a bar 
3 positioned between the arms ?i and 2 and 
forming means upon which a garment may be 
hung. Portions of each of the arms ?i and 2 
are channeled out as indicated by the numerals 
14 and 5, respectively to lighten the garment 
hanger, and an upper central portion of the body 
0 of the garment hanger is cut away to form 
an Opening 6 in which a lock mechanism 7 
may be positioned and secured. A pair of open 
ings 8 are formed in the body portion O of the 
hanger, Vertically therein and communicate With 
the opening. 6 in Which the lock mechanism I 
ispositioned. The openings 8 provide for the 
movable positioning of a pair of rods 9 so that 
the uppermOstends of the rods 9 are located 
Within the area of the lock meehanism 17 and 
the lowermost ends of the rods 9 depend a dis 
tance below the body member O of the garment 
hanger. An inverted U-shaped clamping mem 
ber 20 is attached to the loWer ends of the rods 
19 anda, pair of U-shaped guide members 2 are 
affixed to the outermost ends of the clamping 
member 20 and serve to position the clamping 
member 20 in operative relation to the bar 3 
about which the U-shaped guide members 2 
are positioned. 

It Will thus be Seen that the clamping mem 
ber 20 is capable of vertical movement toward 
and away from the bar 3 so that garments, for 
example a pair of trousers positioned on the bar 
13 may be clamped thereagainst by the clamping 
member 20 Whenit is mOVed into position there 
against. . , º N 

In order that the garment hanger may be 
secured to a supporting object Such as a tubular 
Supportas shown in Figure 1 and indicated by the 
numeral 22, a hasp 23 is provided which is semi- . 
circular at its uppermost end So as to define a 
semi-circular opening of slightly larger diameter 
than the supporting tubular member 22 and pro 
vided With a pair of depending arms Spaced With 
respect to one another a distance less than the 
diameter of the Supporting tubular member 22. 
The depending arms on the haspare indicated 
by the numerals 24 and by referring to Figures 
1 and 4 of the draWings, it Will be seen that they 
are notched on their innerlower surfacesso that 
When the hasp 23, and more particularly the arms 
24 thereof, is positioned in the lock mechanism 
7 through suitable openings in the top thereof, 
the lock mechanism Will engage the notches in 
the arms 24 of the hasp, the notches being indi 
cated by the numerals 25. 

In Figure 4 of the drawings a lock mechanism 
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including a novable keeper 26 is shoWn disposed 
between the arms 24 of the hasp 23 and in opera 
tive relation With respect to the notches 25 
therein. 

It Will also be observed that the upper ends of 
the rods i 9 terminate With caps 27 immediately 
belovy the loWermost ends of the arms 24 of the 
hasp 23. Coil Springs 23 are position ed about 
each of the arms i 9 between the caps 27 and the 
interior of the: lock. mechanism casing. 7: The 
springs 28 thus normally bias the clamping mem 
ber 2 è and the arms 9upWardly. When a gar 
ment, such as a pair of trousers, ispositioned onº 

10 

the bar 3 and the garment hanger secured to a 
supporting object such as the tubular member 22 
upon Which the hasp 23 has been previouslyposi 
tioned, the arms 24 of the hasp 23 are.moved into 
the lock mechanism I Where they engage the 
caps 27 on the rods '9 thus moving the clamping 
member 26 downwardly upon the garment On the 
bar 3 simultaneousy With the inward move 
ment of the ha:sp 23: With respect to the lock 
mechanisin' . When the keeper. 26 engages 
oppositely disposed pairs of the notches 25 the 
action of the locking mechanism: Secures. the 
hangeritSelf to the haSp. 23 Which completely 
encircles the supporting object, Such aS:the tubu 
lar member 22, and simultaneousy, holds the 
clamping: member 20-upon the garment on the 
bar: 13: 

It will:be obviousto those skilled in the art that 
the U-shaped guide memberscansbe eliminated 
from the construction disclosedif desired, as the 
inverted: U-shaped clamping member 20 enables 
it to be self-retaining on' the transverse bar 3 
Whenit is in locked position thereagainst. Thus, 
the double securing actions are:performed Simul 
taneously and automatically With respectto One 
another. 
The garment hanger is of particular Valle in 

clothing establishments whereina check On the 
garments in stock is maintained to controlun 
authorizedremoval of garments. It Willibe obvi 
ous that the garment hangers, When. Secured to 
the tubular supporting racks as customarily em 
ployed in clothing establishments, cannot be 
removed except by authorized personnel. Thus, 
when a garment suchasa coat is removed from a 
hanger, the hanger remains astelltale evidence 
of the absence of the coat, 
The present invention, by locking the trousers 

of a man's. Suitfor exampleto. the hanger, elimi 
nates the possibility of a number of garmentS 
being stolen as from an establishment equipped. 
With the devices, as... it is believed that a thief 
Wouldbe unlikely to steal only the coat portion 
of a mans suit, for. example, as the trousers Would 
besecured to the garment hangerand the hanger 
in turnsecured to the supporting fiXture of the 
establishment. 

Thus, Whether the garment hanger is used in 
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4 
hanging coats or other garments it serves a use 
ful purpose and enables a proprietor of an estab 
lishment equipped With the hangers to readily de 
termine the condition of the stock of garmentS 
and as to Whether Or not they have been removed 
by authorized personnel of the establishment or 
by Some unauthorized person. 

Having thus described my invention, What I 
claim is: 

1. In a garmenti hanger: having alocking mech 
anism and a removable hasp and including a 
transverse bar, means for securing garments to 
the said transverse bar, said means comprising 
a clamping member disposed above the said trans 
Verse bar, rods connecting the Said clamping mem 
ber With the said locking mechanism, the said 
clamping bar being subject in actuation to the 
actuation of the said locking mechanism and the 
removable haSp. 

2. In a garment hanger haVing a locking mech 
anism and a removable haSp and including a 
transverse bar, means for securing garments to 
the Said transverse bar, Said means comprising 
a clamping member disposediabove the Said trans 
verse bar, rods connecting the said clamping 
member with the said:locking mechanism, the 
Said clamping bar being subject in actuation to 
the actuation of the said locking: mechanism and 
the removable hasp, anda pair of guide members 
affiXed at their ends to the clamping member, 
each of the guide members encircling the said 
transverse bar of the garment hanger. 

3. In a garmenti hanger, a lock mechanismin 
cluding a movable keeper, a removable haSppo 
sitioned in the lock mechanism and forming the 
means Of Supporting the garment hanger: Ora a 
Supporting object, notches in the removable hasp 
and the keeper of the lock mechanism: normally 
engaging the said notches, a clamping member 
disposed beneath the-body member of the gar 
ment hanger, support means for the clamping 
member eXtending into the area of the lock 
mechanism and disposedbeneath the Said remOV 
able hasp and engageable therewith: When the 
haspis moved inwardly of the locking: mechanism 
Soasto moVethe clamping member doWnWardly 
With respectto the body member of the garment 
hanger. 

MIKE. A. GLAVIES. 
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