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Application June 22, 1935, Serial No. 2,847 
6 Claims. 

This invention relates to means for opening 
cans, and more particularly to can punches. 
The primary object of my invention is to gen 

erally improve can punches. More specific ob 
jects reside in the provision of a can punch which 
is simple and inexpensive in construction, which 
is rapid and easy in operation, which forms an 
advantageously shaped opening for the pouring 
of liquid contents from the can, and which may 
be made from a single piece of metal. 
In some cases it is desirable to avoid having 

the canned liquid flow through and around the 
inwardly rolled or inwardly punched metal of 
the can. For example, when dealing with canned 
beer, the beer may be excessively agitated and 
foamed if obstructed by and poured around the 
inwardly rolled metal. In accordance with a 
further object of my invention, the punch is SO 
designed as to roll the metal of the can end 
from the periphery toward the center, thereby 
presenting a plain and unobstructed opening at 
the periphery for free passage of liquid from the 
can. However, it is also possible to design the 
punch to cut from the center toward the edge 
and this may be preferred when dealing with 
other liquids, for example lubricating oil for 
automobiles. 
To the accomplishment of the foregoing and 

such other objects as will hereinafter appear, my 
invention consists in the can punch elements and 
their relation one to the other as hereinafter 
are more particularly described in the Specifica 
tion and sought to be defined in the claims. The 
specification is accompanied by drawings in 
Which: 

Fig. 1 is a side elevation of a can punch em 
bodying features of my invention shown at the 
beginning of the punch operation; 

Fig. 2 is a similar view showing the parts at 
the end of the punching operation; 

Fig. 3 shows the parts in plan; 
Fig. 4 shows the opened can; 
Fig. 5 is a side elevation of a modified punch 

shown at the beginning of the punching Opera 
tion; 

Fig. 6 illustrates the parts at the end of the 
punching operation; 

Fig. 7 shows the parts in plan; and 
Fig. 8 illustrates the opened can. 
Referring to the drawings, and more particul 

larly to Figs. 1 through 4, the punch comprises a 
lever 2 carrying one or more hooks 4 and a 
cutting blade 6. The end of the lever is prefer 
ably rounded to form an operating handle 8. 
Hooks 4 are preferably designed and adapted to 

(C. 164-19) 
anchor beneath the standard rolled seam 20 of 
a conventional can comprising a side wall 22 and 
an end 24. 

If desired, the hooks 4 may be Supplemented 
by a locating lug 26 which is spaced from hooks 
4 an amount sufficient to accommodate the end 
Sean 20 of the can. 
The blade 6 is generally triangular in configu 

ration with its point 28 bent away from lever 2 
in the same direction as hooks 4 are bent away 
from lever 2. The base of the triangular blade 
is directed toward the hooked end of the lever, 
The blade is preferably so located and dimen 
Sioned relative to the size of the can with which 
it is to be used that point 28 penetrates the can 
end near the periphery thereof and the metal 
of the can end is rolled inwardly from the pe 
riphery toward the center of the can as is clear 
ly shown in FigS. 2 and 4 of the drawings. It 
will also be noted that by curving the blade 6 
on a substantial radius, as shown in Figs. 1 and 
2, the inwardly punched metal will be caused to 
roll up closely into a small coil as indicated at 30 
in Fig. 2. 
The generally triangular shape of the resulting 

punch opening 32 is particularly advantageous 
when the apex of the opening is located near the 
periphery of the can, as shown in Fig. 4, because 
the liquid contents are accurately guided when 
poured from the can. At the same time, the 
fact that the liquid does not have to run through 
and around the in Wardly punched metal 30 is 
of advantage not only for sanitary reasons, but 
also when dealing with a liquid which should 
Tnot be agitated, for example canned beer, which 
When agitated, foams excessively. 

It should be observed that the entire punch 
may be and preferably is formed from a single 
piece of metal which, while of sufficiently heavy 
gauge to provide the strength desired, is light 
enough to make the opener or punch economical 
to manufacture. In fact, the punch may be 
made cheaply enough to be given away to cus 
tomers purchasing the canned product. To ri 
gidify the punch while economizing in metal, the 
Surface of the punch may be channeled as is in 
dicated at 34. The convexity of the handle por 
tion 8 itself lends rigidity to the construction. 

Referring now to Figs. 5 through 8 of the draw 
ings, I show a modified punch which, like that 
already described, generically comprises a lever 
42 having a hook 44, a cutting blade 46 and a han 
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beneath the end seam 50 of a can comprising a 
side wall 52 and an end wall 54. The blade is 55 
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generally triangular in configuration and is bent 
downwardly from lever 42. In the present case 
the blade is so dimensioned and located relative 
to the can with which it is to be used, that the 
point 56 penetrates the can end about at the 
center of the can and thereafter bends the cut 
away metal inwardly toward the side edge of the 
can as is clearly shown in Figs. 6 and 8. With 
this arrangement the liquid flows around the in 
wardly punched metal, but the present punch has 
an advantage over that heretofore described in 
that the leverage of the tool for a given length 
of handle is increased. 
As before, the punch is preferably formed from 

a single piece of metal of moderate gauge and the 
metal is preferably channeled as indicated at 58, 
in order to stiffen and rigidify the structure while 
minimizing the necessary thickness of metal. 
It is believed that the mode of constructing and 

using the improved can punch of my invention, 
as well as the many advantages thereof, will be 
apparent from the foregoing detailed description. 
The punch is simple and inexpensive, yet is ex 
ceedingly rapid and easy in operation. A well 
shaped opening for pouring liquids is formed by 
a single stroke of the punch, and this opening 
may if desired be disposed with a free pouring lip 
at the edge of the can in no way obstructed by 
inwardly rolled metal. 

It will also be apparent that while I have shown 
and described my invention in preferred forms, 
many changes and modifications may be made 
in the structures disclosed, without departing 
from the spirit of the invention defined in the 
following claims. 

I claim: 
1. A can punch comprising an Operating lever 

One end of which acts as a handle, one or more 
hooks at the other end of said lever adapted to 
be anchored beneath the end seam of a can 
with the lever extending over the end of the can, 
and a cutting blade struck from the body of the 
lever intermediate the hook and the handle ends 
thereof, said blade, hook, and lever all being 
formed from a single piece of metal. 

2. A can punch comprising an operating lever 
one end of which acts as a handle, one or more 
hooks at the other end of said lever adapted to be 
anchored beneath the end Seam of a can,' with 
the lever extending over the end of the can, and 
a generally triangularly shaped cutting blade 
struck from the body of the lever intermediate the 
hook and the handle ends thereof, the point of 
which blade is bent away from the lever in the 
same direction as the aforesaid hook and the 
base of which is located near the hooked end of 
the lever, Said blade, hook and lever all being 
formed from a single piece of metal. 

9,058,885 
3. A can punch Or opener, comprising an Oper 

ating lever, one or more hooks on said lever adapt 
ed to be anchored beneath the end Sean of a can, 
and a cutting blade, said blade, hook and lever 
all being formed from a single piece of metal, 
said blade being so dimensioned and located rela 
tive to the can on which it is to be used that it 
penetrates the can end near the periphery there 
of and said blade being so shaped that it bears 
against and rolls the metal from the periphery 
toward the center of the can, whereby liquid 
may be poured from said can without interference 
or agitation by the indented metal. 

4. A can punch comprising an operating lever, 
one or more sharp hooks at the end of Said lever 
adapted to be anchored beneath and to hold then 
selves to the end seam of a can, with the lever 
extending over the end of the can, and a generally 
triangularly shaped cutting blade, Said blade be 
ing so dimensioned and located relative to the 
can on which it is to be used that it penetrates 
the can end near the periphery thereof and Said 
blade being so curved that it bears against and 
rolls the metal from the periphery toward the 
center of the Can. 

5. A can punch comprising an Operating lever, 
One or more hooks at the end of said lever adapted 
to be anchored beneath the end Sean of a Can, 
with the lever extending over the end of the can, 
and a generally triangularly shaped cutting blade, 
the point of which is bent away from the lever in 
the same direction as the aforesaid hook, Said 
blade, hook and lever all being formed from a 
single piece of metal, said blade being So dimen 
sioned and located relative to the can on which 
it is to be used that it penetrates the can end 
near the periphery thereof and said blade being so 
shaped that it bears against and rolls the metal 
from the periphery toward the center of the can. 

6. A one piece metal can punch comprising an 
operating lever one end of which acts as a han 
dile, one or more hooks at the other end of Said 
lever adapted to be anchored beneath the end 
seam of a can, with the lever extending over the 
end of the can, and a cutting blade struck from 
the lever intermediate the hook and handle ends 
thereof the point of which blade is bent away 
from the lever in the same direction as the afore 
said hook and the base of which is located near 
the hooked end of the lever, said blade being SO 
dimensioned and located relative to the can with 
which it is to be used as to penetrate the can end 
approximately at the center thereof and to roll 
the punched metal inwardly from the center to 
ward the periphery of the can. 
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