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SPECIFICATION forming part of Letters Patent No. 511,155, dated December 19, 1898. 
Application filed August 31, 1893, Serial No. 484, 

To all, whon, it may concern. 
Be it known that I, CHARLES B. MERRITT, 

a citizen of the United States of America, re 
siding at Gouverneur, in the county of St. 
Lawrence and State of New York, have in 
vented certain new and useful Improvements 
in Pipe-Wrenches; and I do hereby declare 
the following to be a full, clear, and exact de 
Scription of the invention, such as will enable 
others skilled in the art to which it apper 
tains to make and use the same, reference be 
ing had to the accompanying drawings, and 
to letters of reference marked thereon, which 
form a part of this specification. 
This invention relates to improvements in 

pipe wrenches. 
The object of the invention is to provide a 

simple and effective pipe or bolt wrench the 
parts of which are so constructed that they 
will grasp the object placed between the 
jaws and tighten thereon as the handle is 
turned, the construction of the wrench being 
such that adjustment is unnecessary and 
there will be but little strain upon the pivot 
bolt which connects the parts to each other. 
The invention consists in a pipe wrench 

comprising a handle having formed thereon 
a Serrated jaw and beyond said jaw a pro 
jection through which passes a pivot pin, a 
bail which is pivoted on said pin and a mov 
able jaw which is retained in engagement 
with the projecting end of the handle by the 
pivoted bail, as will be hereinafter fully set 
forth, and particularly pointed out in the 
claims, 

In the accompanying drawings, forming 
part of this specification, Figure 1 is a per 
spective view of a pipe wrench constructed 
in accordance with my invention, and Fig. 2 
is a side view showing the bail partly in sec 
tion. 
A designates the handle, which is provided 

with a lug or projecting end a apertured for . 
the passage of a pivot pinb. The part of the 
handle which engages with the object to be 
turned is shaped as shown and is provided 
with teeth C. 
B designates the movable jaw which is re 

cessed to correspond with the shape of the 
lug on the handle and is also provided on its 
grasping surfaces with serrations or teeth b'. 
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It will be noted that-the-movable jaw can be 
turned so that the straight portion thereof 
will be parallel with the handle or turned at 
right angles therewith, as shown in dotted 
lines Fig. 2. y 
C designates a bail or loop the side pieces 

of which are pierced to receive the pin which 
connects the same to the stationary jaw or 
upper part of the handle, and this bail re 
tains the pivoted jaw in connection with the 
lug or projecting end of the handle. 

In operation the pipe or other object is 
placed between the jaws and the handle A is 
turned in the direction indicated by the ar. 
row until the serrated surfaces of the jaws 
contact with the object grasped. The lug on 
the handle will then exert a pressure on the 
recessed part of the movable jaw and bring 
the jaws together upon the pipe or other ob 
ject to securely hold the same. It will be 
noted that but little or no strain comes upon 
the pivot pin but nearly all comes upon the 
lug at the upper end of the handle. The han 
dle when turned in the opposite direction will 
cause the movable jaw to let go readily. 
A pipe Wrench constructed as hereinbefore 

described will securely hold pipes of different 
sizes without having to adjust the same. 
Having thus described my invention, I 

claim 
1. In a pipe Wrench, the combination, of a 

handle having a lug, a movable jaw recessed 
for engagemerit with said lug, and a bail for 
holding the parts in sliding engagement with 
each other said bail being pivoted to the lug 
which is formed integral with the handle, 
substantially as shown, and for the purpose 
Set forth. 

2. A pipe Wrench comprising a handle hav 
ing a rounded luga, apertured for the passage 
of a pivot pin, said handle having a serrated 
facea', a movable jaw B having a projecting 
portion with serrations and a part at an an 
gle therewith which is recessed for the re 
ception of the lug on the handle, and a bail 
C pivoted to the handle for holding the mov 
able jaw in engagement therewith, substan 
tially as shown. 

3. A pipe Wrench comprising a handle, 
grasping jaw and lug integral with each other, 
of a movable jaw having a recess the base of 
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which corresponds with the configuration of 
the lug, the movable jaw being held in slid 
ing and pivotal engagement with the handle 
by means of a bail or loop which is pivoted 
to the handle by a pin which passes through 
an aperture in the lug, substantially as 
shown. 

In testimony whereof Iaffix my signature in 
presence of two witnesses. 

CHARLES B. MERRITT. 
Witnesses: - - 

JOHN F. HARDER, 
ARTHUR W. ORVIS. 


