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To all, whom it may concern: 
Beit known that I, THOMASJ. COPE, a citi 

Zen of the United States, residing in the city 
and county of Philadelphia, State of Penn 
sylvania, have invented new and useful Im 
provements in Couplings for Conveyers or 
Rods for Purposes of Underground Conduits, 
of which the following is a specification. 
My invention consists of a coupling for a 

conveyer or rod for use in underground con 
duits and other purposes, the same embody 
ing members, one of which is provided with 
a cross-head and neck, which may be seated 
in relative openings in the opposite members, 
admitting of the ready connection of said 
members and the easy disconnection of the 
same, as Will be hereinafter described, the 
novel features of the same being pointed ou 
in the claims. 

Figures 1 and 2 represent side elevations of 
a coupling embodying my invention. Fig. 3 
represents a longitudinal section thereof on 
line ac ac, Fig. 2. Fig. 4 represents an end 
view of the members separated. Fig. 5 rep 
resents a perspective view thereof. 

Similar letters of reference indicate corre 
sponding parts in the figures. 

Referring to the drawings, A and B desig 
nate the members of a coupling consisting of 
heads A'B', provided with sockets C C for 
the reception of the ends of the rods D. On 
the end of the head A are the ears E, be 
tween which and the adjacent socket C is 
the transverse passage F, said ears being sep 
arated in their longitudinal direction, form 
ing a channel G between them, the same be 
ing in communication with said recess, form 
ing together an opening of T shape. 
On the inner ends of the ears E at the pas 

sage F are the recesses H, and on the head B' 
is the longitudinally-extending neck J, at the 
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So 

outer end of which is the cross-head K, it be 
ing noticed that the neck J is adapted to en 
ter the channel G, while the limbs of said 
cross-head are adapted to enter the recess H. 
At the inner end of the socket C is the shoul 
der L, the same when the members are 
coupled being contiguous to the Outer end of 
the ear E. 
The operation is as follows: The members 

A and B are presented to each other and the 
cross-head Kintroduced into the passage F, 

the member B being somewhat in oblique po 
sition. The cross-head is then drawn into 
the recesses H, and the member B is lowered, 
whereby the neck J enters the channel G. 
Now as the cross-head K occupies a position 
in front of the ears E in the recesses H and 
the shoulder I. Occupies a position at the op 
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posite end of said ears. Eit will be seen that the 6o 
two members are firmly coupled and connected 
and the conveyer may be advanced in the con 
duit, and the electric cable, wire, or other con 
ductor attached thereto will follow said con 
veyer without liability of the members AB to 
uncouple. As the conveyer is advanced other 
sections may be coupled to the preceding 
ones, and so the length of the conveyer may 
be extended as required. In order to assist 
the motions of the conveyer at the couplings, 
there is mounted in the head B the roller, 
wheel, or pulley M, which is adapted to run 
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on the wall of the conduit, the effect of which 
is evident. When the coupling is to be sep 
arated, either member is manipulated so as 
to remove the neck J from the channel G and 
withdraw the cross-head from the recesses H, 
after which either member is placed in angu 
lar position, when the cross-head may be re 
moved from the passage F, thus fully connect 
ing the parts. 

It is evident that the rods may be used for 
cleaning and testing the conduit, as well as 
for wiring purposes. 
Various changes may be made in the details 
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of construction without departing from the 
general spirit of my invention, and I do not 
desire, therefore, to be limited in each case to 
the same. , - 

Having thus described my invention, what 
I claim as new, and desire to secure by Letters 
Patent, is- . . 

1. In a coupling for 
member composed of an attaching-head, ears 
at one end of said head, a longitudinally-ex 
tending channel between said ears, recesses 
on the inner ends of said ears, and a trans 
versely-extending passage on the head be 
hind said ears, said passage being in commu 
nication with said channel and recesses. 

2. A coupling for the purpose stated, con 
sisting of opposite members, one of which 
comprises a neck, a T-head on the outer end 
thereof and means of attachment on the in 

for the purpose stated, a 
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ner end thereof, the other comprising ears, ing an attaching-head, a neck on said head, Io 
means of attachment on the inner end thereof, and a T-head on said neck, said attaching 
recesses in said ears at said inner end, and a head and T-head being adapted to engage op 
transverse passage back of said recesses. posite ends of said ears. 

5 3. A coupling for the purpose described con- - y 
sisting of opposite members, one comprising - THOMAS J. COPE. 
an attaching-head, ears on said head, a pas- Witnesses: 
sage between said ears and head, and recesses JOHN A. WIEDERSHEIM, 

C. D. MCWAY. in said ears, and the other member compris 

  


