Title: POWER ACTUATOR FOR DOOR LATCH

Abstract: A power actuator assembly for a latch includes first and second articulated levers (24, 30). The first lever includes cam follower surfaces (32A, 3213) and the second lever includes at least one stop member (28) which pivots between first and second positions as each lever (24, 30) travels between first and second positions. A motor-driven cam (16) having driving members (18A, 1813) and stop members (20A, 2013) drives the first (24) lever. More particularly, each driving member (18A, 1813) has a path of travel that engages one of the cam follower surfaces (32A, 3213) for a portion of the travel path to drive the first and second levers and in disengaging alignment with the cam follower for another portion of travel. The cam stop members (20A, 2013) abut the stop member (28) of the second lever (30) when the cam driving members (18A, 1813) are in the non-aligned position, whereby the levers may be activated without driving the cam (16). The assembly can be employed, inter alia, in a lock application or a power release application so as to preclude the necessity of having to backdrive the power actuator.
before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments.

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
**Power Actuator for Door Latch**

**Field of Invention**

This invention generally relates to a power actuator for a vehicle door latch.

**Background of Invention**

Power lock mechanisms used in vehicles often employ an electric motor or actuator to move one or more lock levers between locked and unlocked positions. Typically, these latches are also equipped with a manual lock, typically an inside lock button and/or outside key cylinder. If the electric motor is constantly coupled with the lock lever(s) it has to be back-driven when the manual lock is operated. This adds to the effort required to actuate the manual lock and increases the noise of the locking/unlocking operation.

One solution to avoid back-driving the motor when the lock lever is manually operable is to equip the actuator with a return spring that automatically back-drives the motor to its initial position after each lock or unlock cycle. This allows for enough lost motion in the mechanism so that the next manual cycle can be performed without moving the motor. Alternatively, the lock actuator can include a clutch mechanism for disengaging the motor after each lock or unlock cycle. However, these solutions add parts, complexity, and costs to the lock actuator. For example, approximately 30% of the torque generated by the motor is often used to load the spring.

A similar problem arises in a power release application wherein, typically, a lever has to be actuated to move from a first position to a second position. For example, in a trunk release application, a motor is connected to an output arm which drives a release pull from a first position to a second position in order to release a trunk latch. In this case, the output arm is typically biased via a spring to cause the output arm to automatically return to its initial position in order to restart the sequence. Again, it would be desirable to actuate the output arm on the return stroke without having to backdrive the motor.
Summary of Invention

According to one aspect of the invention a power actuator assembly for a latch is provided which includes first and second articulated levers. The first lever includes at least one cam follower and the second lever includes a stop member which pivots between first and second positions as each lever travels between first and second positions. A motor-driven cam having at least one driving member and at least one cam stop member drives the first lock lever. More particularly, the driving member has a path of travel which is in engaging alignment with the cam follower for a portion of travel and is in disengaging alignment with the cam follower for another portion of travel. The cam stop member abuts the stop member of the second lever when the cam driving member is in the non-aligned position, whereby the levers may be activated without driving the cam.

Automotive latches generally have two articulated lock levers which are employed as the first and second levers of the actuator assembly when it is employed in a lock/unlock application. Generally speaking, a cam drives one of the lock levers while the other lock lever stops the cam in a position where manual locking/unlocking can be performed without back-driving the motor.

Description of the Drawings

In drawings that illustrate the preferred embodiments of the present invention:

Fig. 1A is a perspective view of a power/manual lock actuator assembly of the present invention in a first operative position;

Fig. 1B is a perspective view of the actuator assembly of Figure 1A in a second operative position;

Figs. 2A and 2B are perspective views of the cam of Figure 1;
Fig. 3 is a perspective view of an inside lock lever of the assembly of Fig. 1;

Fig. 4 is a perspective view of an outside lock lever of the assembly of Fig. 1;

Fig. 5 is a perspective view of the lock actuator assembly from a reverse perspective from the view in Figs. 1A & 1B;

Fig. 6 a plan view illustrating the travel of the cam and outside lock lever of the embodiment of Fig. 1; and

Figs. 7A-E are schematic plan views illustrating the operation of a second embodiment of the invention.

Detailed Description of Preferred Embodiments

Many automotive latches have two articulated lock levers – one lever connected to the outside lock and one for the inside lock. These levers are usually oriented along two orthogonal planes. Examples of such latches can be found in United States Patent nos. 5,899,508; 5,000,495; and 6,254,148.

The embodiment shown in Figs. 1-6 employs a cam to drive one of the lock levers and the other lock lever to stop the cam in a position where manual locking can be performed without back-driving the motor.

Referring to Figs. 1A and 1B, the actuator assembly 10 of the present invention includes the following major components:

- a motor 12
- a gear train assembly 14
- a cam 16, having driving members 18A, 18B and cam stop members 20A, 20B
- a first (inside) lock lever 24, including a rocker 26 having a stop 28
• a second (outside) lock lever 30, including cam follower surfaces 32A, 32B (see Figs. 4 and 6)

Figs. 2A and 2B are isolated views of the cam 16 from opposing perspectives which show the cam stop members 20A, 20B (Fig. 2A) and cam driving members 18A, 18B in greater detail.

Fig. 3 is an isolated view of the inside lock lever 24. In this embodiment, lock lever 24 is intended for operative connection to an inside lock of the vehicle, i.e., the lock accessible from the interior of the vehicle.

Fig. 4 is an isolated view of the outside lock lever 30, including cam follower surfaces 32A, 32B. Lock lever 30 is intended for operative connection to an outside lock of the vehicle, e.g., a key cylinder accessible from the exterior of the vehicle.

Motor 12 is mounted on a latch (not illustrated) in a conventional manner. Motor 12 has a shaft having a pinion 13.

Gear train assembly 14 comprises a plurality of gears rotatably mounted relative to the latch in a conventional manner. The number and size of gears that are selected are utilized in a manner well known in the art.

Cam 16 is rotatably mounted relative to the latch. Cam 16 preferably rotates about an axis that is orthogonal to an axis of rotation of the motor shaft. Cam 16 is generally disc shaped, having a circular periphery with a series of teeth thereon for driving engagement with the gear train 14. As is apparent, driving rotation of the motor 12 rotates the cam 16.

Cam 16 has two opposite faces. On one face, cam 16 has a pair of driving members 18A and 18B that are diametrically opposed to one another. The opposite face has a pair of cam stop members 20A and 20B that are diametrically opposed to one another.
Inside lock lever 24 is pivotally mounted relative to the latch. Lock lever 24 pivots about an axis that is orthogonal to both the motor shaft axis and the cam axis. Normally, a mounting plate extends from the latch to facilitate mounting of the lock lever 24.

Inside lock lever 24 is conventionally shaped to provide operative connections to an inside locking mechanism and operatively connect to the latch. Inside lock lever 24 is provided with a stop lever 28 that is connected thereto by a hollow shaft 26. Pivotal movement of the inside lock lever 24 responsive pivots the stop lever 28 between first and second positions. Inside lock lever 24 also has a pair of feet defining a fork 36.

Outside lock lever 30 is pivotally mounted relative to the latch. Lock lever 30 pivots about an axis parallel to the axis of the cam 16. Outside lock lever 30 has a tab 31 that operatively connects the lever 30 to the outside locking mechanism, in a manner well known in the art. Outside locking lever 30 has an arm 33 extending from a collar 35, provided to facilitate the pivotal mounting. The distal end of the arm 33 to opposed cam follower surfaces 32A and 32B are located. Additionally, a ball 34 extends from the arm 33.

Inside lock lever 24 is operatively interconnected with the outside lock lever 30 via ball 34 and fork 36 linkage 38. In the illustrated embodiment, the levers 24 and 30 are at one extremity of travel in Fig. 1A and at an opposite extremity of travel in Fig. 1B. Arrows 40 show the motions of the levers 24, 30 when actuated. Similarly, in Fig. 1A the cam 16 is at one extremity of its travel and Fig. 1B the cam is at an opposite extremity of its travel. Consequently in Fig. 1A the cam 16 rotates in a direction 42 and in Fig. 1B the cam 16 rotates in opposing direction 42'.

The motor 12 is actuated in one sense to drive the cam 16 in one direction and in the other sense to drive the cam 16 in the other direction, as explained in greater detail below.
In Fig. 6, the position of the cam 16 corresponds to that shown in Fig. 1A. In order to reach this position, the cam 16 and lock levers 24, 30 were initially in the position shown in Fig. 1B. The motor 12 is interconnected to the cam 16 via the gear train 14, so the motor is actuated to cause the cam 16 to rotate in direction 42° (Fig. 1B). As the cam 16 rotates, the cam driving member 18B engages the cam follower surface 32B of the outside lock lever 30 (as seen best in Fig. 6). The cam driving member 18B follows an arcuate path 42° defined by cam 16 and the cam follower surface 32B follows a different arcuate path 46 (see Fig. 6). Consequently, the cam driving member 18B eventually disengages from the cam follower surface 32B, as shown best in Fig. 6. As seen best in Figs. 1A and 6, the cam 16 is prevented from further revolution by the cam stop member 20B which abuts the stop lever 28 of shaft 26.

At this point, with the cam driving member 18B being in disengaged alignment with the outside lock lever 30, either lock lever 24, 30 (the two being articulated, as described above) is free to travel reversely (to the left in Fig. 6) without driving the cam 16. The housing, not shown, prevents the lock levers 24, 30 from continuing to travel along the arcuate path 46 (clockwise in Fig. 6). Consequently, the vehicle may be manually locked, or unlocked, as the case may be, without back driving the motor 12.

In one embodiment a sensor (not shown) may be employed to determine the position of the outside lock lever 30 relative to the cam 16. This enables control logic to determine the rotational sense required of the motor. Thus, for instance, if the levers 24, 30 are manually reversed in Fig. 6, the cam follower face 32A will be positioned adjacent to the cam driving member 18A. At the same time, due to the rigid connection between the rocker 26 and the inside lock lever 24, the rocker 26 pivots such that cam stop member 20A abuts stop 28. On the next power cycle, the control logic actuates the motor 12 to drive the cam 16 clockwise in Fig. 6 such that cam driving member 18A engages cam follower surface 32B of the outside lock lever 30.
Alternatively, if the lock levers 24, 30 are not manually activated or are manually returned to the position shown in Fig. 6, on the next power cycle the control logic actuates the motor 12 to drive the cam 16 counterclockwise in Fig. 6. In this case, the cam driving member 18B engages cam follower surface 32A to reverse the lock levers 24, 30. Simultaneously, the rocker 26 pivots such that the cam stop member 20B abuts stop 28 as shown in Fig. 1B to prevent continued travel of the cam. The operation of the actuator 10 henceforth is similar to that already described with respect to the other operating position shown in Figs 1A and 6.

In an alternative embodiment the sensor can be omitted. If the device 10 is in the locked position and the motor is driven in the locking sense, the motor will stall since cam stop member 20A or 20B abuts the stop 28 of rocker 26. Similarly, if the device 10 is in the unlocked position and the motor is driven in the unlocking sense, the motor will stall since cam stop member 20A or 20B abuts the stop 28 of rocker 26.

The outside lock lever 30 includes a passage 50 sized to accept a shaft 48 of cam 16 without interference from the travel of the lock lever 30.

While the illustrated embodiment has shown the cam 16 driving the outside lock lever 30 and the rocker 26 connected to the inside lock lever 24, it will be appreciated that in the alternative the cam 16 can drive the inside lock lever 24 with the rocker 26 being connected to the outside lock lever 30.

The illustrated embodiment offers following advantages:

a) No additional parts are required – the inside lock lever 24, outside lock lever 30 and a power actuator such as the motor 12 and gear train 14 or a solenoid or pneumatic arrangement are part of the lock mechanism. The illustrated embodiment includes a novel arrangement forcing the levers 24 and 30 to stop at a desired position. No clutch part(s) has to be added.
b) Since a return spring is not used, full motor torque can be utilized for locking/unlocking instead of winding the spring.

c) The mechanical advantage changes with travel. At the beginning of travel where more force is needed the advantage is larger and at the end of the travel where a toggle spring (not shown) helps move the levers the ratio decreases. The toggle spring is positioned between one of the lock levers and the housing. The spring biases the lock levers to one of its two positions/extremities of travel, depending on position/extremity is closer. In conventional gear mechanisms the mechanical advantage ratio is constant throughout full travel.

Figs. 7A – 7D illustrate an alternative embodiment of the invention wherein the levers of the actuator assembly lie in the same plane. More specifically, these drawings show an actuator assembly 100 comprising a cam 102 having a plurality of pin-shaped cam driving members 104A…104D (which, in the drawings, extend upward from the cam body) and a plurality wedge-shaped cam stop members 106A…106D (which, in the drawings, extend downward from the cam body). A power actuator, not shown, engages the cam 102 to rotate it either clockwise or counterclockwise about axis 107.

The assembly 100 includes a first lever 108 that rotatably pivots about axle 110 and a second lever 112 that rotatably pivots about an axle 114. The first and second levers are articulated via a pin 116 extending from the first lever 108 that engages a slot 118 present in the second lever 112. The first lever 108 includes an arcuate-ridge cam follower 120, and the second lever 112 includes tabs 122A, 122B that function as lever stop members.

In this embodiment the first lever 108 functions as an output lever and the second lever 112 functions to limit the travel of the first lever 108. More particularly, Fig. 7A shows the actuator assembly 100 in a first operative position wherein tab122B
abuts wedge-shaped cam stop member 106d. As a result of the articulated linkage between the first and second levers 108 & 112, the first lever 108 cannot be rotated counterclockwise in the drawing. However, as the pin-shaped cam driving member 104B is not in engaging alignment with the arcuate-ridge cam follower 120, the first and second levers 108 & 112 are free to be manually driven to a position shown in Fig. 7E, without having to actuate the cam 102 and thus without having to energize or backdrive the power actuator or motor.

Referring back to Fig. 7A, the cam 102 may be actuated to rotate clockwise in the drawings. As seen in Fig. 7B, 7C & 7D, as the cam 102 is rotated, the pin-shaped cam driving member 104B has a path of travel which is in engaging alignment with the arcuate-ridge cam follower 120 for a portion of the travel path. More specifically, Fig. 7B and 7C show the pin-shaped cam driving member 104B engaging the arcuate-ridge cam follower 120, causing the first and second levers 108 & 112 to rotate clockwise toward a second position shown in Fig. 7D. In Fig. 7D, the pin-shaped cam driving member 104B is in a disengaged alignment with the arcuate-ridge cam follower 120. Contemporaneously, tab122A abuts the wedge-shaped cam stop member 106D, preventing the first lever 108 from rotating clockwise any further yet enabling the first and second levers 108 & 112 to be manually driven in a counterclockwise direction without the necessity of actuating the cam 102.

The operation of the actuator assembly 100 is similar as the cam 102 is driven in the counterclockwise direction from the second position shown in Fig. 7D to the first position shown in Fig. 7A.

The actuator assembly 100 can be employed in a latch power lock/unlock application wherein the first, output, lever 108 is a lock lever (inside or outside). Alternatively, the actuator assembly 100 can be employed in a power release application wherein the first, output, lever 108 can be used to engage a pawl release lever. In this case, once the power actuator moves the first lever 108 to the second position, the first lever may be urged backed to the first position by a loaded spring 130, shown in phantom in Fig. 7E. In this application, because the cam 102 is always
driven in one rotational direction, the cam driving members 104A...D serially drive the first lever 108 on subsequent cycles of operation.

Those skilled in the art will appreciate that a variety of modifications may be made to the embodiments described herein without departing from the spirit of the invention.
What is claimed is:

1. An actuator for a latch, comprising:
   first and second articulated levers, wherein said first lever includes at least one
   cam follower and said second lever includes at least one stop member which pivots
   between first and second positions as each said lever travels between first and second
   positions;
   a cam having at least one cam driving member and at least one cam stop
   member;
   a power actuator operatively engaging said cam effecting driving movement of
   said cam;
   said at least one cam driving member having a path of travel which is in
   engaging alignment with said at least one cam follower for a portion of said travel and
   is in disengaging alignment with said at least one cam follower for another portion of
   said travel;
   wherein said at least one cam stop member abuts said at least one lever stop
   member when said at least one cam driving member is in said non-aligned position
   whereby said levers may be activated without driving said cam.

2. An actuator according to claim 1, wherein driving said cam by energizing said
   actuator effects the pivoting of said first and second levers between said first and
   second positions or vice versa.

3. An actuator according to claim 2, wherein said first and second levers are
   disposed substantially orthogonal to one another.

4. An actuator according to claim 3, wherein said first and second levers are
   articulated via a ball and fork linkage.

5. An actuator according to claim 3, wherein said at least one lever stop member
   comprises a shaft extending from said second lever in a direction substantially parallel
to said first lever and wherein said shaft has an arm which pivots between said first and second positions.

6. An actuator according to claim 5, wherein said first lever is one of a latch inside or outside lock lever and said second lever is the other of the latch inside or outside lock lever.

7. An actuator according to claim 3, wherein said cam is rotatably mounted to a support and includes a toothed circumference in meshing engagement with a gear associated with said power actuator.

8. An actuator according to claim 2, wherein said first and second levers are substantially co-planar.

9. An actuator according to claim 8, wherein said first and second levers are articulated via a projection on one of said levers engaging a slot on the other of said levers.

10. An actuator according to claim 9, wherein said cam is rotatably mounted to a support structure and said first and second levers are each pivotably mounted to a supporting structure.

11. An actuator according to claim 10, wherein said cam has at least two cam stop members and wherein said at least one lever stop member comprises two tabs located on opposing ends of said second lever, each said tab engaging one of the cam stop members to thereby limit the pivot angular of said first and second levers.
**INTERNATIONAL SEARCH REPORT**

**A. CLASSIFICATION OF SUBJECT MATTER**

| IPC  | E05B65/12  | E05B47/00 |

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

| IPC  | E05B |

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

**Electronic data base consulted during the international search (name of data base and, where practical, search terms used)**

EP0-Internal

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 1 178 172 A (MERITOR LIGHT VEHICLE SYS LTD) 6 February 2002 (2002-02-06) the whole document</td>
<td>1,2,8</td>
</tr>
<tr>
<td>X</td>
<td>DE 44 47 687 C (KIEKERT AG) 12 October 2000 (2000-10-12) column 1, line 43 - line 60; figures</td>
<td>1</td>
</tr>
<tr>
<td>X</td>
<td>US 6 076 868 A (ROGER JR LLOYD WALKER ET AL) 20 June 2000 (2000-06-20) the whole document</td>
<td>1</td>
</tr>
<tr>
<td>X</td>
<td>DE 197 13 864 A (KIEKERT AG) 8 October 1998 (1998-10-08) the whole document</td>
<td>1,2,8</td>
</tr>
</tbody>
</table>

**Further documents are listed in the continuation of box C.**

**Patent family members are listed in annex.**

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *O* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

**Date of the actual completion of the international search**

2 February 2004

**Date of mailing of the international search report**

13/02/2004

**Name and mailing address of the ISA**

European Patent Office, P.B. 5818 Patentlaan 2 NL-2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl
Fax. (+31-70) 340-3018

**Authorized officer**

Westin, K
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>DE 195 30 722 A (KIEKERT AG) 20 February 1997 (1997-02-20) column 4, line 3 - line 33</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>EP 1 061 212 A (BOSCH GMBH ROBERT) 20 December 2000 (2000-12-20) the whole document</td>
<td>1</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 4447687 C2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 9421846 U1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2292768 A,B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 8177285 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5634677 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 19516738 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0047851 A1</td>
</tr>
<tr>
<td>DE 19713864 A</td>
<td>08-10-1998</td>
<td>DE 19713864 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2323889 A,B</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 50004765 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1061212 A2</td>
</tr>
</tbody>
</table>