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gether and upon the filler between them, by 
means of bolts 18, and extensions or tongues 
19 are secured by the lowermost two or three 
of these bolts to the intermediate outermost 
U-bars and project below the lower L-mem 
ber 8 so as to coöperate with the tongues 12 
and fit removably over the edge of the 
wagon box when the rack is applied thereto. 
Each end panel of this improved rack 

will be best described by stating that it is 
made in precisely the same manner with the 
following exceptions: The extremities of its 
top bars extend beyond the extremities of 
its uprights of which there will be but two, 
and there need be no tongues (like those 
numbered 12 and 19) to engage the wagon 
box. The extremities of its bottom bar 8' 
are projected slightly as seen in Fig. 7 and 
the lower leaf thereof notched as at 20, 
while the upright leaf of the projecting ex 
tremity of the lower bar 8 of the side sec 
tion is notched as at 21—the obvious pur 
pose being in order to permit the projecting 
extremities at the corners of the end sec 
tions to engage with the projecting extremi 
ties of the corners of the side sections. The 
extremities of its top bars 5’ and 6’ are 
bolted as at 18' to the upper ends of its side 
bars 10' and 11’ So as to form a right angle, 
and this angle is disposed at a proper point 
to pass into the L-member 6 as seen in Fig. 
6, where it rests against the rear uprights 
10, 10. These prevent the top of the end 
panel from falling inward, while the inner 
flanges of the innermost L-members 6, 6 
prevent the end panels from rising and the 
interengaging notches 20, 21 at the lower 
ends of the panels are prevented from mov 
ing in either direction. Finally, a tie-rod 
22 is passed through the L-members 5, 6 of 
both sides and receives a nut 23 at its thread 
ed extremity, its other extremity having a 
handle 24, and this tie-rod prevents the end 
panel from moving outward. The end panel 
at the other end of the wagon box is treated 
in the same way. Between said two end 
panels the upper edges of the side panels are 
preferably connected by a cross rod 25 hav 
ing downturned hooked extremities 26 en 
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gaging eyes 27 in the horizontal leaves of 
the outermost upper L-members 5, and this 
holds the sides from spreading under the in 
fluence of the load contained within the rack. 
Thus it will be seen that I have produced 

a rack made entirely of metal and which can 
be quickly attached to a wagon box of stand 
ard size without the necessity of making 
any change in the latter, and which when 
in place cannot be distorted by the weight of 
the load within the same or the movement 
of the animals in case the load is live stock, 
whereof either end panel may be used as a 
gate by means of which the rack can be 
loaded or unloaded, and which as a whole 
can be quickly removed from the wagon box 
and stored in small compass. Obviously, 
the sizes and proportions of parts are not 
essential, and I have given specific details 
of construction more for the purpose of 
illustration than because I wish to be con 
fined thereto. 
What is claimed as new is:— 
In a rack for wagon boxes, the combina 

tion with the side panels including L-shaped 
top bars whose uppermost leaves project in 
wardly toward each other, L-shaped bottom 
bars whose horizontal leaves project away 
from each other and whose upright leaves 
are notched, and uprights connecting the 
upper and lower bars adjacent said notches; 
of end panels each including a top bar 
adapted to pass inside the upper L-bar of 
the sides and rest against said uprights and 
a lower L-shaped bar whose horizontal leaf 
is notched so that its upright leaf may en 
gage the notches in the lower bars of the 
sides, and a tie-rod passing through the 
upper side bars in rear of the upper bar of 
each end panel, the whole as and for the 
purpose set forth. 
In testimony whereof I have hereunto 

set my hand in presence of two subscribing 
witnesses. 

ERANCIS ELDREDGE. 
Witnesses: 

R. J. ELDREDGE, 
M. J. ELDREDGE. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D. C.” 
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