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To all whom it may concern: 
Be it known that we, LOUIs BUESING and 

ner is beveled. A wooden bar 5 is fixed to 

thereof a short distance in advance of the 
rear end thereof. - 

This portion 20 of the plate 16 has a slot 

HERMAN F. BUESING, both citizens of the As the hinge and locking mechanisms on 55 
United States of America, and residents of both sides of the end-gate and wagon-box are 

5 Waverly, in the county of Bremer and State | alike, we will limit our description to the de 
of Iowa, have invented an Improvement in vices on one side only. A metal plate 6 is 
Wagon End-Gates and Shoveling-Boards, of fixed to the outer side of the rear end portion 
which the following is a specification. of the side 2 of the box by means of screws, 60 

Ourinyention relates to that class of devices bolts, or rivets. A hook 7 is formed on the 
Io for which a concurrent application was filed upper end of this plate 6, which rests in a 

January 28, 1890, Serial No. 379,459, and has notch in the upper edge of the side 2 of the 
for its object the provision of improved means | box, as clearly shown in Fig. 3. A projection 
for connecting the main and supplemental 8 is formed integral with the plate 6, and ex- 65 
end-gates and to cheapen the construction tends downward therefrom through a perfo 

I5 and increase the effectiveness and conven- ration in the bar 5. This projection 8 is 
ience of the locking and adjusting devices. screw-threaded to permit of a nut being 
Our invention consists, primarily, in the placed thereon to hold the parts closely bound 

construction and combination, with the end- together. This plate 6 has a perforated ear jo 
gate formed of two sections, of a locking de- |9 formed integral therewith and projecting 

20 Vice composed of two levers pivoted, respect- rearward therefrom, which forms one mem 
ively, on the upper and lower sections of the ber of the hinge, by which the end-gate is se 
end-gate and engaging with each other, which cured to the wagon-box. - 
levers are normally held in contact with hooks The end-gate is formed of two sections, the 75 
Secured to the sides of the wagon-box and lower one 10 being beveled on its lower edge, 

25 projecting through the end-gate by yielding and has a metal plate 11 secured in a rabbet 
pressure secured to the lower section of the formed on the long side thereof. This sec 
end-gate and impinging against the lower | tion of the end-gate has a metal plate 12 Se 
lever. cured thereto, which plate has two down- 80 
Our invention consists, further, in certain wardly-extending ears 13, formed integral 

30 details of construction hereinafter clearly therewith and mating with the ear 9 on the 
Set forth, pointed out in our claims, and illus- plate 6 to form the other member of the hinge 
trated by the accompanying drawings, in before mentioned. The ears are provided 
which— - with perforations coinciding with the perfo- 85 
Figure 1 is a rear end view showing our | rations in the ear 9 to admit the hinge-bolt 

35 devices attached to wagon-box, the end-gate | 14 therein. A projection 15 is formed inte 
being closed. Fig. 2 is a side view of the gral with the outer one of the ears 13 and the 
same. Fig. 3 is a longitudinal central sec- plate 12 and in the same plane with the Said 
tional view showing the end-gate depending ear, which projection is provided with an 90 
from the box. Fig. 4 is a side view showing elongated slot, for a purpose that will herein 

4o the end-gate in position to be used as a shovel- after be made plain. . 
ing-board. Fig. 5 is a detail view illustrating A metal plate 16 is secured to the section 
the manner in which the levers on the main 10 of the end-gate above the plate 12, and has 
end-gate engage those on the upper or supple- a concavo-convex portion 17 formed therein, 95 
mental end-gate. adapted to admit the upper end of Said plate 

45 1 represents the bottom, 2 the sides, and 3 || 12 and the lower end of a bar 18, which lat 
the auxiliary side-boards, of the wagon-box, ter is secured to the section 19 of the end 
The rear end of the bottom 1 of the box is gate and is used as a splice-bar to connect 
rounded on the upper corner thereof, and a the two sections of the gate. A concavo-con- Ioo 
metal plate 4 is fixed thereon and made to vex portion 20 is formed in the upper portion 

5o conform in shape thereto, and the lower cor- of the plate 16, extending transversely thereof. 

the under side of the bottom 1 transversely formed therein on each side thereof at the 
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ends bifurcated to admit the handles of the 
levers on the supplemental gate and have 
yielding pressure in engagement there with 
approximately at their top portions to nor 
mally press them outward, as required, to 
hold both the upper and lower levers in en 
gagement with their respective hooks when 
the end-gate is closed. 

4. An improved end-gate and shoveling 
board having a hinged connection with a 
wagon-box, side pieces formed in the segment 
of a circle and adapted to overlap the sides 
of the wagon-box and having a slot near its 
Outer edge adapted to admit a T-headed bolt 
to be extended therethrough and attached to 
the wagon-box, as required, to retain the said 
side pieces in proper position relative to the 
said box, and two independent sets of levers 

2 C. 
fulcrumed to the main and supplemental end 
gates and adapted to engage hooks which pro 

ject through the end-gates and are perma 
nently attached to the wagon-box, said lever 
to be normally held in engagement with the 
said hooks by means of yielding pressure 
bearing against the top portions of the lower 
levers. 

5. The combination, with a wagon-box, of 
an end-gate or shoveling-board composed of 
two sections, the lower section being hinged 
to the bottom of said wagon-box and the up 
per section being locked to the lower section 
by a T-headed leaf-spring fixed to one section 
and engaging a notched plate on the other 
section, as shown and described. 

TOUIS BUESING. 
HERMAN F. BUESING. 

Witnesses: 
A. FRIEDEMANN, 
S. II. MORSE. 
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