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To all whom it may concern.‘ 
Be it known that I, ALEXANDER STAPLER, 

a subject of the Emperor of Austria-Hun 
gary, residing at Charlottenburg, in the 
Kingdom of Prussia, Germany, have invent 
ed certain new and useful Improvements in 
Apparatus for Dispensing ~ Congealed or 
Solid Substances; and I do hereby declare 
the following to be a full, clear, and exact 
description of the invention, such as will\en 

‘ '. able others skilled in the art to which it ap 
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pertainsto'make and use the same. 
My invention relates to improvements in 

an apparatus or holder in the form of a 
watch charm for dispensing congealed or 
solid substances, such as blocks of perfumes, 
fats, ointments, andthe like, which areto be 
applied to a surface, such for example as 
the skin of a person, a fabric, etc. And the 
object of the improvements is to provide an 
apparatus or holder which. is convenient and 
economical in use, and which when out of 
use is always closed and ready foruse; 
With this and other objects in view my 

improved apparatus or holder consists of a 
receptacle of any suitable form and a shift 
able closing and dispensing body or bodies 
which by being shifted is adapted to present 
varying parts of its surface to the inner side 
of the receptacle and in contact with the 

‘substance, and to the outside, so that the 
substance adhering to the body is applied to 
the skin or fabric to be treated. In the pre 
ferred construction, the closing and dispens-r 
ing body consists-of a rotary body which in 
any position closes the receptacle. 
For the purpose of explaining the inven 

tion-an example embodying the same has 
been shown in the accompanying drawing in 
which a ‘longitudinal section of the appara 
tus in shown in Figure 1 and a modi?cation 
in Fig. 2. 

Referring to the example illustrated in 
Fig. 1 of the drawing my improved dispens 
ing apparatus consists of a single receptacle 
a of any suitable form which is adapted to 

" receive the congealed or solid substance to be 
applied to the skin or to a fabric or the like. 
In- the example shown the said substance 
consists of a congealed or solid mass in the 
form of a smallblock b. At one end, the 
receptacle is closed by a shiftable dispensing 
body 0 of glass or other suitable material, 
which is so disposed within the mouth of the 
receptacle that it can not fall out of the same 

while it is easily shiftable therein. In the 
example shown in which the closing and dis 
pensing body is in the form of a sphere the 
mouth is of spherical form, and its outer 
diameter is smaller than that of the sphere. 
At its rear end the receptacle is closed by a 
screw plug 0 which may be provided with a 
ring or the like by means of which the ap 
paratus can conveniently be attached as a 
watch charm to a watch chain or the like. 
Within the receptacle, and between the 
screw plug 6 and the substance .7) a spring d 
is located by means of which the substance 2‘) 
is held in contact with the rotary body a. In 
case the substance is not su?’icient'ly congealed 
or solid to withstand the pressure of the 
spring a plunger may be interposed between 
the latter and the substance. After remov 
ing the plug 6 fro-1n the receptacle the sub 
stance contained thcrein can easily be re 
moved or substituted by a substance of the 
same or a different kind. 
\Vhen using the apparatus the‘ rotary 

body .0 is passed over the object. to be treated 
therewith so that it is turned by friction, 
an the inner portion of the rotary body is 
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brought to the outside and the substance {Kl-1.2L 
hering thereto is applied to the object. 7 

. lVhile in describing the invention a par 
tlcular example of the same has been shown, 85 
I wish it to be understood, that my inven- ' 
tion is?not limited to the embodiment shown 
in Fig. 1, and that various changes may be 
made therein Without departing from the 
gist of my invention. For example the form 
of the shiftable body a may be different from 
that shown. A suitable modi?cation con 
sists in making the same of cylindrical form. 
‘Also the means for holding the rotary body 
on the receptacle may be substituted by 
other means. For example the rotary body, 
whether spherical or cylindrical, Or of an 
other form, may be mounted on pivots se 
cured to the receptacle a or to the rotary 
body, or on a pivot pin which extends en~ 
'tirely through a bore of the said rota y 
body as shown in Fig. 2. Also the means 
for forcing the substance I) in contact with 
the rotary body may be made in a different 
form. For example the substance may be 
forced in contact with the rotary body by 
screwing a plug similar to the plug 6 into 
the receptacle. And in some cases it may 
entirely be dispensed with. It should also 
be understood, that instead of a single rotary 
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body a a plurality thereof might be used as 
shown in Fig. 2. As a closing and dispens 
ing element I prefer to use a sphere, because 
thereby the mouth of the receptacle is al 
ways closed, and-the latter can be moved 
over the surface to be treated in any direc 

i tion. I 

I claim herein as my invention: 
1. In an apparatus for applying congealed 

or solid substances such as blocks of per 
fumes, ointments, fats, and the like to a sur 
face, the combination with a receptacle for 
said substance having, a mouth and a seat 
bounding the same and forming a hollow 
spherical zone, of a ball of non-corrosive 
material on said seat arranged to yieldingly 
close said mouth and adapted to contact wit 
the substance‘ within sald receptacle and to 
be passed over said surface and to be ro 
tated thereby and when rotated to present 
varying 
side of the receptacle and to the outside, and 
means operative in any position of the re 
ceptacle to press said substance in contact 
with said ball. 

2. In an apparatus for applying congealed 
or solid substances such as blocks of per 
fumes, ointments, fats, and the like to a sur 
face, the combination with a receptacle for 
said substance having a mouth and a seat 
bounding thesame and forming a hollow 
spherical zone, of a ball of non-corrosive 
material on said seat arranged to yieldingly 
close said vmouth and adapted to contact 
‘with the substance within said receptacle 

portions of its surface to the inner‘ 
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and to be passed over said surface and to be 
rotated thereby and when rotated to present 
varying portions of its surface to the inner 
side of the receptacle and to the outside, 
and a spring within said receptacle arranged 
for engagement with the substance within 
the, receptacle and adapted to force the 
same in contact with said ball and said ball 
in contact with'its seat. 

3. In an apparatus for applying congealed 
or solid substances such as blocks of per 
fumes, ointments, fats, and the like to a sur‘ 
face, the combination with a receptacle for 
said substance having a mouth and a seat 
bounding the same and forming a hollow 
spherical zone, of a ball of non-corrosive 
material on said seat arranged to yieldingly 
close said mouth and adapted to contact 
with the substance within said receptacle 
and to be passed over said surface and to be 
rotated thereby and when rotated to present 
varyinv portions of its surface to the inner 
side of the receptacle and to the outside, 
means operative in any position of the re 
ceptacle to press said substance in contact 
with said ballp and suspending means con 
nected with said receptacle. 
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In testimony whereof I hereunto a?ix my ‘ 
signature in the presence of two witnesses. 

ALEXANDER STAPLER. 

Witnesses : 
HENRY HAsrnR, 
\VoLDnMAR HAUPT. 


