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This invention relates to a package and process for 
dispensing ?uent material therefrom. .More particularly, 
the invention relates to a multi-compartmented container, 
a piston therefor, and processes associated therewith. 
The use of pressurized dispensing containers for a large 

variety of products has become widely accepted in many 
?elds, including the dispensing of non-expanded products 
such as tooth pastes, and of expanded foams and lather 
such as shaving preparations and the like. One-compart 
ment containers, in which products to be dispensed and 
propellants therefor are associated, have proven to be un 
satisfactory for a number of products since initial portions 
of the products are generally dispensed with an excess of 
propellant, and ?nal portions remaining in the container 
are de?cient in propellant. It has been necessary gen 
erally to charge an excess of such foamant in order to 
have su?icient foarnant for discharge of a substantial por 
tion of product in the container. And it is necessary as 
the container is used to discharge intermediate portions 
of product therefrom, to shake the container so as to re 
emulsify product and foamant. Consequently, many 
users do not or can not exhaust the entire product supply 
in the container, but on the contrary, dispose of the con 
tainer when it has been only partially exhausted of 
product. Quite naturally, this has been the reason for 
some consumer dissatisfaction. 

In an effort to overcome the disadvantages of the fore 
going character, several modi?cations have been made of 
early “aerosol” containers for dispensing ?uent products. 
One-compartment containers have given way to two 
compartment containers for many products. In the lat 
ter containers, product is contained in a ?rst compartment 
or section de?ned by a valve or outlet means and by a 
piston, bag or diaphragm which keeps the product sep 
arate from a second compartment or section in which a 
propellant is located. Product is delivered from the con 
tainer in natural state, since no propellant or foamant is 
present in the ?rst section. 

It has been proposed to use a ?exible bag to serve as 
a ?rst section, with product and an inert gas therein in 
order to deliver product in an expanded state. Freon is 
used as a propellant in a second section and exerts pres 
sure upon the ?exible bag. While this proposal might 
overcome some disadvantages of earlier one-compart 
ment containers, it suffers from certain practical short 
comings. The ?exible bag must be thin walled such that 
it will collapse as product is expelled therefrom. How 
ever, as collapsing quality is realized, permeability of the 
bag to gases increases giving rise to dilution of product in 
the bag by Freon entering the bag and by change of com 
position of the bag contents by inert gas ?owing from the 
bag to the Freon section. Additionally, if the bag has a 
weak area, it will collapse at that area as product is ex~ 
pelled and remaining product will be isolated or “pinched 
off,” thereby making impossible complete exhaustion of 
product in the bag. Other di?iculties with a bag for con 
taining product in a two-compartment dispenser include 
expense of installation and ?lling of the bag with product. 
Two-compartment pressurized containers with pistons 

serving to separate the compartments, while generally ad 
vantageous, have several shortcomings. For example 
plastic, metal and rubber pistons used therein must be 
shaped prior to being inserted in a container body. Since 
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the inside diameter of the body varies within certain tol 
erances and since the largest diameter of the pistons also 
varies Within similar tolerances, conformation of piston 
with container body is not uniform. Some pistons ?t 
too tightly in the container body and require considerable 
propellant pressure to move them toward the discharge 
valve or outlet means of the container. Other pistons ?t 
so loosely in the container that an ineffective seal is 
formed between the piston and container walls such that 
propellant enters the product section and dilutes product 
therein; additionally, product flows down through the an 
nulus formed by the container and piston walls and is lost 
in the propellant section. 

Accordingly, a need exists for more advantageous and 
e?icient packages and dispensing processes in order to 
avoid or lessen de?ciences such as those mentioned above. 

It is an object of this invention, therefore, to provide a 
multi-compartment package for dispensing ?uent product 
therefrom. Another object is to provide a package which 
can be completely exhausted of ?uent product. A fur 
ther object is to provide a package for dispensing ?uent 
product in an expanded state. Still another object is to 
provide a multi-compartment package'wherein a product 
compartment and a propellant compartment are sep 
arated by a slidable piston comprised of a gel. ' Another 
object is the provision of such a package wherein product 
and propellant remain emulsi?ed and of substantially con 
stant' composition, and wherein losses of product and pro 
pellant are minimized. And another object is to provide 
a process for dispensing ?uent product from such a pack 
age. Still another object is to provide a piston com 
prised of a gel. A further object is the provision for 
forming a gel piston in place in a container. Still other 
objects will appear from the following description. 
The foregoing objects are realized with the present in 

vention. Although the package, piston and processes de 
scribed and claimed herein are, readily adaptable to a wide 
variety of applications, the invention is particularly use 
ful for dispensing dental cream and for dispensing shav 
ing lather; and, for convenience at this part of the appli 
cation, details are given in connection with such products. 
As explained hereinafter, however, it is to be understood 
that the present invention can be employed with a wide 
range of products. 
The invention is described now with reference to the 

accompanying drawings in which: 
FIGURE 1 is a verticalsectional view in elevation of 

a preferred embodiment of a pressurized container of 
dental cream or shaving lather in‘accordance with the 
invention; 
FIGURE 2 is a disassembled view of the elements of 

such container; . 

FIGURE 3 is a vertical sectional view in elevation of 
another embodimentof the invention wherein a modi?ed 
piston is employed; and 
FIGURE 4 is a plan view of -a container according to 

the invention. 
Referring more speci?cally to the drawings, numeral 

11 generally designate-s a dispensing container having a 
tubular body 12 and a top opening de?ned by a rim 13 
adapted to have a normally close-d dispensing valve 15 
sealed thereto. The valve 15 can be staked directly 
to the container or can, as illustrated, ‘be fastened to a 
valve ?tment 16 which is staked, or rolled into pressure 
tight engagement with the container at rim 13. Gaskets 
(not shown) between 11, valve 15 and ?tment 16 are 
utilized to assure pressure tight joints. 

Valve stem 17 is ?tted with a spout 18 and a button 19. 
When button 19,'is manually depressed, it forces the valve 
15 to open and permit dispensible material to be expelled 
through the valve stem 17 and out through the spout 18. 
A closure member 20 is staked and rolled into pressure 
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tight engagement with the tubular body 12 at the end 
opposite valve 15. 

Inside the container 11 and separating the interior into 
a ?rst section 21, at one end of which valve 15 is located, 
and a second section 22, opposite thereto, is a slidable 
piston 23' comprising a gel. This is described in detail 
hereinafter. The ?rst section 21 is ?lled with dental 
cream, or with a shaving preparation having dispersed 
therein a propellant or foamant capable of expanding upon 
release to the atmosphere and causing the shaving cream 
to foam. 
A second section 22 of container 11 is ?lled with propel 

lant which is described hereinbelow. The propellant used 
is one capable of maintaining a substantially constant 
pressure in the package from manufacture or assembly 
until product has been exhausted therefrom. Moreover, 
the vapor pressure in the propellant section 22 of con 
tainer 11 is at least slightly greater than the vapor pres 
sure, if any, in the product section 21 such that slidable 
piston 23 is urged toward valve 15. Because of the 
particular character of the piston used herein, the pressure 
differential of propellant section 22 over product section 
21 need only ‘be sufficient to move the slidable piston 23 
toward valve 15 and can be as small as about 0.2 pound 
per square inch. It will be recognized that while such 
a vapor pressure differential is employed with dental 
creams or shaving preparations, greater or lesser vapor 
pressure differentials will be used dependent upon the 
character, as viscosity, of other dispensible products such 
as catsup, mustard, etc.; the relative ?t of slidable piston 
23 with the side wall of container 11, etc. 
The slidable piston 23 referred to hereinabove, dividing 

container 11 into sections 21 and 22 is composed of a 
relatively ?exible gel which is substantially inert to the 
dispensible product, propellant and other materials making 
up the package. The gel is organic in chemical compo 
sition, and is represented by gels of natural gums such as 
agar, tragacanth, etc., synthetic gums, gelatin, etc. Partic 
ularly preferred herein, however, is agar (a polysac 
oharide). 
One important feature of the gel pistons of this inven 

tion is their capacity to be formed in place in a container 
(such as 11). A suitable solution of a gel-forming 
organic material, typi?ed by a 1 percent aqueous agar 
solution, can be poured into container 11, and allowed to 
harden into a cylinder indicated as piston 23. The agar 
solution spreads out in container 11 and hardens, the 
circumference thereof conforming closely to the lateral 
wall .of body 12. In this way a tight ?t of piston 23 and 
body wall is obtained. Thus, the need for tolerances of 
piston and body diameter of metal, plastic or other mate 
rials used to date, does not arise. Piston 23, therefore, 
forms a ?uid (liquid and gas) tight seal with the body 
wall. Despite damage of container 11 in transit or stor 
age, as by denting of the body 12, gel piston 23 is su?ici 
ently ?exible that it accommodates to the damage and, as 
mentioned hereinabove, but little pressure differential is 
required to force it toward the valve 15 of the container. 

Since piston 23 conforms closely to the lateral wall of 
body 12 and a ?uid-tight seal is maintained, leakage of 
product or product and propellant in section 21 into sec 
tion 22 is substantially eliminated. So, too, is leakage 
of propellant in section 22 into section 21. Thus, a dis 
pensible product of uniform concentration can be made 
available in section 21 when that section is charged with 
product and as that product is discharged therefrom 
through to exhaustion of product from section 21. Also, 
when product and propellant are charged to section 21 
so as to be delivered as a foam, the foam initially de 
livered through spout 18 and the foam later delivered are 
of substantially constant composition. In such case, pro 
pellant in section 21 is emulsi?ed or dissolved in the prod 
uct therein and remains so; there is, then, no need to 
shake container 11 to bring about reemulsi?cation of 
propellant and product charged together to section 21. 

25 

30 

35 

40 

60 

65 

70 

75 

4 
Stable emulsions or solutions are made available rather 
than charging an excess of propellant to section 21. 
A preferred modi?cation of slidable piston 23 is rein 

forcement of a gel with a reinforcing agent, particularly 
a ?brous reinforcing agent. The latter can comprise 
asbestos ?bers, glass ?bers, cotton ?oc, paper pulp, wood 
?bers and shavings, plastic ?laments such as nylon ?la 
ments, metal wool such as steel wool and aluminum wool, 
etc. Such reinforcing agents are substantially inert to 
product, propellant and materials comprising a package. 
Advantages of such reinforced gel pistons include the fea 
ture of forming them in place in a container. For ex 
ample, a gel-forming solution can be poured into con 
tainer 11, with reinforcing agent therein, and agitated in 
the container so that the agent is well distributed; the 
resulting mixture can then be allowed to set into a gel. If 
gel~forming solution is added without the agent, the latter 
can then be added thereto in container 11, and the two 
can be agitated as mentioned and allowed to gel. Rein 
forced gel pistons are advantageous because of their 
physical strength. 

Another desirable modi?cation of slidable piston 23 
involves use of a piston comprising a gel and a sub 
stantially completely communicating cellular structure. 
Such a piston is illustrated with member 25 which can be 
a foam of a synthetic resinous material such as poly 
urethane or other foamable and preferably resilient plastic, 
associated with a gel. Cellulose foams, natural sponge, 
and like materials are also contemplated herein for use 
with a gel. In such pistons, the foam serves as a‘matrix 
for a gel. By way of illustration, an aqueous agar solu 
tion can be added to container 11, followed 'by an “open 
cell” polyurethane foam 25 preferably having a diameter 
larger than and approximating the inner diameter of the 
container. The solution ?lls at least a portion of the 
multiplicity of small voids 26 of foam 25, thereby forming 
a slidable piston. A small amount of a soap or surfactant 
can be included in the agar solution, or like solution, to 
aid in displacing air present in the “open-cell” foam. 
Particular advantages of such a piston include: a persistent 
elastic “memory” of the foam to conform with the con 
tainer wall, and conformance with the container wall with 
change of conditions such as temperature and pressure. 

Still other modi?cations of gel pistons are contem 
plated herein. A gel piston can be formed in a container 
or inserted therein, a layer of impermeable material such 
as aluminum foil can be placed thereon, and another layer 
of gel can be formed on the aluminum foil. Such “sand 
wich” pistons are advantageous for reducing permeability 
to a minimum. It will be understood that layers of an 
impermeable material, such as aluminum, can embrace a 
layer of gel; or that a piston can comprise a gel, the up 
per or under surface of which is covered with an im 
permeable material. While aluminum foil has been used 
by way of illustration, other typical substantially im 
permeable materials include polyethylene, polypropylene, 
vinyls, waxes, etc. 

Since the slidable gel pistons used herein are relatively 
?exible, whether reinforced or not, they can deform with 
out shearing and conform to the base 24 of valve 15 as 
they come into contact therewith and with the lateral wall 
of body 12 proximate thereto. Thus, as the slidable piston 
23 or 25 is urged toward valve 15 and the base thereof 
24, the piston deforms and substantially all of the product 
in section 21 is forced out of container 11. 
As a guide, and not by way of limitation, the ratio of 

the vertical dimension of the piston 23 against the wall 
of the container 11 to the diameter thereof is from 1:1 
to about 1:2. 

Referring now to propellants which can be used in 
product section 21 as propellants or foaming agents, these 
include inert gases such as carbon dioxide, nitrogen, nitrous 
oxide, etc. and liqui?ed gaseous materials such as aliphatic 
hydrocarbons, partially iluorinated and partially or wholly 
chloro?uorinated hydrocarbons. Hydrocarbons are pref_ 
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erably saturated and are such as propane, n-butane, iso 
butane and cyclobutane. Fluorinated and ?uorochlori 
nated compounds are represented by: 1,1-difluoroethane; 
1,2-dichloro - 1,1,2,2 - tetrafluoroethane; trichlorotri?uoro 
ethane; dichlorodi?uoromethane; monochlorodi?uoro 
methane; monofluoromonochloromethane; and l-mono 
?uoro-Ll-di?uoroethane. One or a mixture of such 
compounds can be used. Generally, selection of a 
foamant or propellant for section 21 will depend upon the 
character of the product associated therewith, for ex 
ample whether it is edible or non-edible, whether to be in 
contact with animals, viscosity of the product, chemical 
character of the product, etc. 
With shaving preparations to be dispensed as foams, it 

is preferred that saturated hydrocarbons be used, since they 
perform a lather-forming function without undesirable 
burning of human skin. With shaving preparations, one 
or‘ a mixture of compounds as those mentioned having a 
vapor pressure ranging from about 20 to about 60 p.s.i.g., 
preferably 40 to 50 p.s.i.g., at about 70° F., can be used. 
Homologs of the foregoing compounds having vapor pres 
sures outside of the stated ranges can also be used, so long 
as the combined vapor pressure is within the stated ranges. 
When-dental creams are to be dispensed as foams from 

section 21, it is preferred to use CO2 or Freons such as 
dichlorodi?uoromethane and 1,2 - dichloro - 1,-1,2,2 - tetra 
?uoroethane as foamants. correspondingly, a whipped 
cream is dispensed with an inert gas such as nitrogen, 
carbon dioxide or nitrous oxide serving as the foamant 
in section 21. 
‘ The quantity of propellant or foamant used in product 
section 21 of container 11, can vary considerably with 
the character and type of dispensible product. With 
shaving preparations, generally from about 1 to about 5 
parts by weight of foamant is used for 100 parts by weight 
of product. Such quantities provide excellent dispersions 
which, when dispensed from container 11, are desirable 
foamed products. And such quantities are su?icient to 
remove product in expanded state, e.g. a foam, from con 
tainer 11. Stable emulsions within product section and 
foams of desired density from spout 18, are provided by 
using such quantities. 

Propellants useful herein in section 22 include those 
mentioned above as suitable for use in section 21. Many 
exist in the form of a gas at ordinary temperatures and 
pressures. They can liquify at lower temperatures or 
when under pressure in a container such as those described 
and claimed herein. Generally, the propellants have 
vapor pressures ranging from about 20 to about 160 
p.s.i.g., preferably 40 to 70 p.s.i.g., at 70° F. Either a 
simple compound or a mixture of two or more of such 
compounds can be used. And other homologs individual 
ly having vapor pressures outside of the desired ranges set 
forth, can be used with other homologs, if the combined 
vapor pressure falls within such desired ranges. By way 
of illustration, kerosines and light mineral oils can be 
utilized. 

Regardless of which of the particular compounds or 
mixtures thereof are employed herein as propellants, it is 
not necessary to be concerned about the eliect of the 
propellant on the physical or chemical properties of the 
dispensible product or their effect upon a surface or area 
to which the product is applied. This follows from the 
facts that the propellant or propellants are substantially 
completely isolated in the propellant section 22 of 
container 11 and that they do not come into contact 
with the product to be dispensed. Accordingly, in a pres 
surized package or container of a shaving preparation 
manufactured in keeping with this invention, those com 
pounds set forth above as propellants which cause a 
tingling sensation to the skin or instability of lather can 
be employed since they are completely isolated from the 
dispensible product in section 21. 
As indicated above, the vapor pressure of propellant 

in section 22 will depend upon the force necessary to 
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urge slidable pistons such -as,23 and 25 toward the valve 
end of container 11. > 

It is to be understood that container body 12 can be 
composed of a wide variety of materials including steel, 
aluminum, plastics such as polyole?ns. Valves—as 15—— 
used herein are those conventionally used; however, they 
need not have in combination therewith a dip tube. 
The base or closure member 20 can have a ?lling plug 

or a spot weld therein (neither shown), such plug or 
weld serving as a safety member to avoid explosion under 
unusual circumstance. The plug, for evample, can be 
composed of natural or synthetic rubber, and can be one 
having a self-sealing ?lling channel (not shown). 

It will be recognized that containers can be assembled 
from the several parts described above and charged with 
products, liqui?ed gaseous materials and propellants so 
described, in a variety of manners. A particularly advan-~ 
tageous assembling operation is as follows. Container 
11 having a closure member 20 secured to body 12 and 
having a capacity of six (6) ounces, is used. An aqueous 
agar solution is poured into a container to a depth of 
about 1% inches, the container having an overall height 
of approximately 41/2 inches. Asbestos ?bers (about 10 
percent by weight, based upon the agar solution) are then 
added and stirred into the agar solution in order to dis 
perse them throughout the solution. The resulting mix 
ture is allowed to gel. Shaving preparation is then added 
to section 21 of container 11 so that little space remains 
at the top of this section. Valve 15 is then inserted at 
the top of body 12 and is crimped thereto. Propellant, 
such as a hydrocarbon mixture and indicated by 28, is 
then charged to section 22 of container 11; this is charged 
through a hole (not shown) in closure member 20 and 
the hole is then plugged with a rubber plug (not shown). 

' Liqui?ed gaseous material-a mixture of propane (13%) 
and isobutane (87% )—-is charged as a gas through valve 
15. pWhen so charged product section 21 is substantially 
?lled, there being no head space therein. 

Illustrative of the containers of this invention is an 
excellent dispenser for shaving lather containing about 
5.5 ounces (avoirdupois) of product and having a ca 
pacity when empty of 7 ?uid ounces: 

Product: Grams 
Soap solution __________________________ __ 140 

C3-iC4 mixture _____________ __~_1 ________ __ 1 

Propellant: - 

C3-iC4 mixture _________________________ __ 0.5 

Slidablepiston: Asbestos-reinforced agar gel. 
Vapor pressure of product section 21 of this container 
is about 60 p.s.i.g. at 70° F., and that of propellant sec 
tion 22 is about 65 p.s.i.g. at 70° F. 

r A container equipped with a slidable piston of an 
agar gel associated with an “open-cell” polymethane 
foam 25 can be readily assembled according to the 
following procedure. With a container 11 of six (6) 
ounces capacity and having closure member 20 secured 
to body 12, aqueous agar solution is added thereto to a 
depth of about 1% inches. An “open-cell” polyurethane 
foam 25 having a diameter slightly in excess of that 
of container body 12 is inserted into the container and is 
forced to the bottom of the container and into the agar 
solution. The solution enters and occupies voids 26 of 
foam 25 and, on standing, gels. Shaving preparation is 
added to section 21 of container 11; little space remains 
empty in this section. Inserted at the top of body 12 is 
valve 15, which is crimped thereto. Propellant is charged 
to section 22 of container 11, as explained above. Foam 
ant is charged to section 21 as a gas through valve 15, 
such that there is substantially no head space therein. 

In addition to shaving compositions and dental creams 
illustrated above, a wide variety of ?uent products can 
be dispensed in natural state or in an expanded state in 
accordance with this invention. Shampoos, hand lotions, 
face creams, dentifrices and other toilet compositions are 
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contemplated. So, too, are edible products typi?ed by 
whipped creams, icings, catsup, mustard, mayonnaise, 
etc. Antiseptics and medicinal ointments can be used. 
Still other products are paints, lacquers, chemicals, etc. 
Numerous modi?cations and variations of the invention 

may be made without departing from the spirit and scope 
thereof. Accordingly, it is to be understood that the in 
vention is not to be limited, but is to be construed in the 
light of the language of the appended claims. 

Ielaim: 
1. A package for dispensing ‘a ?uent product com 

prising 
a ?rst section containing a dispensible product and hav 

ing outlet means for dispensing said product, 
a second section containing propellant under pressure, 

and 
a slidable piston comprised of a gel for separating said 

?rst and second sections one from the other. 
2. A package de?ned by claim 1 wherein the vapor 

pressure differential between the contents of said ?rst and 
second sections is at least about 0.2 pound per square 
inch. 

3. A package de?ned by claim 1 wherein said propel 
lant is a ?uoro chloro aliphatic hydrocarbon. 

4. A package de?ned by claim 1 wherein said product 
is a dental cream. 

5. A package for dispensing a ?uent product in an ex 
panded state comprising 

a ?rst section containing under pressure substantially 
unexpanded dispensible product having a propellant 
dispersed therein and having outlet means for dis 
pensing said product to the atmosphere in an ex 
panded state, 

a second section containing propellant under pressure, 
and 

a slidable piston comprised of a gel for separating said 
?rst and second sections one from the other. 

6. A package de?ned by claim 5 wherein said slidable 
piston is comprised'of an agar gel. 

7. A package de?ned by claim 5 wherein said slidable 
piston is comprised of an association of an agar gel and a 
reinforcing material. 

8. A package de?ned by claim 5 wherein said slidable 
piston is comprised of an association of an agar gel and 
asbestos ?bers. 

9. A package de?ned by claim 5 wherein said slidable 
piston is comprised of an association of an agar gel and 
an impermeable synthetic resinous cellular foam material. 

10. A package de?ned by claim 5 wherein the vapor 
pressure differential between the contents of said ?rst and 
second sections is at least about 0.2 pound per square 
inch. 

11. A package de?ned by claim 5 wherein said propel 
lant in said second section is a ?uoro chloro aliphatic 
hydrocarbon. 
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12. A package de?ned by claim 5 wherein said product 

is a shaving cream. 
13. A package de?ned by claim 5 wherein said propel 

lant in said ?rst section is a mixture of propane and iso 
butane. 

14. A package for dispensing a ?uent product compris 
ing a ?rst section containing a dispensible product and 
having outlet means for dispensing said product, a second 
section containing propellant under pressure, and a slid 
able piston comprising an agar gel for separating said 
?rst and second sections one from the other. 

15. A package for dispensing a ?uent product compris 
ing a ?rst section containing a dispensible product, and 
having outlet means for dispensing said product, a second 
section containing propellant under pressure, and a slid 
able piston comprising an association of an agar gel and a 
reinforcing material for separating said ?rst and second 
sections one from the other. 

16. A package for dispensing a ?uent product compris 
ing a ?rst section containing a dispensible product and 
having outlet means for dispensing said product, a second 
section containing propellant under pressure, and a slid 
able piston comprising an association of an agar gel and 
asbestos ?bers separating said ?rst and second sections 
one from the other. 

17. A package for dispensing a fluent product compris 
ing a ?rst section containing a dispensible product and 
having outlet means for dispensing said product, a second 
section containing propellant under pressure, and a slid 
able piston comprising an association of an agar gel and 
an impermeable, synthetic, resinous, cellular foam mate 
rial separating said ?rst and second sections one from the 
other. 
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