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NAVIGABLE TELEPRESENCE METHOD 
AND SYSTEM UTILIZING AN ARRAY OF 

CAMERAS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation-in-part of commonly 
assigned pending US. Pat. application Ser. No. 09/283,413 
?led on Apr. 1, 1999 pending entitled A Navigable Telep 
resence Method and System UtiliZing An Array of Cameras 
and claims priority under 35 USC §120 to such application 
Which claims the bene?t of US. Provisional Application 
Serial No. 60/080,413, ?led on Apr. 2, 1998 pending both of 
Which are herein incorporated by reference. 

BACKGROUND OF THE INVENTION 

1. Field Of The Invention 

The present invention relates to a telepresence system 
and, more particularly, to a navigable camera array telep 
resence system and method of using same. 

2. Description Of Related Art 
In general, a need exists for the development of telepres 

ence systems suitable for use With static venues, such as 
museums, and dynamic venues or events, such as a music 
concerts. The vieWing of such venues is limited by time, 
geographical location, and the vieWer capacity of the venue. 
For example, potential visitors to a museum may be pre 
vented from vieWing an exhibit due to the limited hours the 
museum is open. Similarly, music concert producers must 
turn back fans due to the limited seating of an arena. In short, 
limited access to venues reduces the revenue generated. 

In an attempt to increase the revenue stream from both 
static and dynamic venues, such venues have been recorded 
for broadcast or distribution. In some instances, dynamic 
venues are also broadcast live. While such broadcasting 
increases access to the venues, it involves considerable 
production effort. Typically, recorded broadcasts must be cut 
and edited, as vieWs from multiple cameras are pieced 
together. These editorial and production efforts are costly. 

In some instances, the broadcast resulting from these 
editorial and production efforts provides vieWers With lim 
ited enjoyment. Speci?cally, the broadcast is typically based 
on ?lming the venue from a ?nite number of predetermined 
cameras. Thus, the broadcast contains limited vieWing 
angles and perspectives of the venue. Moreover, the vieWing 
angles and perspectives presented in the broadcast are those 
selected by a producer or director during the editorial and 
production process; there is no vieWer autonomy. 
Furthermore, although the broadcast is often recorded for 
multiple vieWings, the broadcast has limited content life 
because each vieWing is identical to the ?rst. Because each 
shoWing looks and sounds the same, vieWers rarely come 
back for multiple vieWings. 
AvieWer fortunate enough to attend a venue in person Will 

encounter many of the same problems. For example, a 
museum-goer must remain behind the barricades, vieWing 
exhibits from limited angles and perspectives. Similarly, 
concert-goers are often restricted to a particular seat or 
section in an arena. Even if a vieWer Were alloWed free 

access to the entire arena to videotape the venue, such a 
recording Would also have limited content life because each 
vieWing Would be the same as the ?rst. Therefore, a need 
exists for a telepresence system that preferably provides user 
autonomy While resulting in recordings With enhanced con 
tent life at a reduced production cost. 
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2 
Apparently, attempts have been made to develop telep 

resence systems to satisfy some of the foregoing needs. One 
telepresence system is described in US. Pat. No. 5,708,469 
for Multiple VieW Telepresence Camera Systems Using A 
Wire Cage Which Surrounds A Polarity Of Multiple Cam 
eras And Identi?es The Fields Of VieW, issued Jan. 13, 1998. 
The system disclosed therein includes a plurality of cameras, 
Wherein each camera has a ?eld of vieW that is space 
contiguous With and at a right angle to at least one other 
camera. In other Words, it is preferable that the camera ?elds 
of vieW do not overlap each other. Auser interface alloWs the 
user to jump betWeen vieWs. In order for the user’s vieW to 
move through the venue or environment, a moving vehicle 
carries the cameras. 

This system, hoWever, has several draWbacks. For 
example, in order for a vieWer’s perspective to move 
through the venue, the moving vehicle must be actuated and 
controlled. In this regard, operation of the system is com 
plicated. Furthermore, because the camera vieWs are 
contiguous, typically at right angles, changing camera vieWs 
results in a discontinuous image. 

Other attempts at providing a telepresence system have 
taken the form of a 360 degree camera systems. One such 
system is described in US. Pat. No. 5,745,305 for Pan 
oramic VieWing Apparatus, issued Apr. 28, 1998. The sys 
tem described therein provides a 360 degree vieW of envi 
ronment by arranging multiple cameras around a pyramid 
shaped re?ective element. Each camera, all of Which share 
a common virtual optical center, receives an image from a 
different side of the re?ective pyramid. Other types of 360 
degree camera systems employ a parabolic lens or a rotating 
camera. 

Such 360 degree camera systems also suffer from draW 
backs. In particular, such systems limit the user’s vieW to 
360 degrees from a given point perspective. In other Words, 
360 degree camera systems provide the user With a pan 
oramic vieW from a single location. Only if the camera 
system Was mounted on a moving vehicle could the user 
experience simulated movement through an environment. 
US. Pat. No. 5,187,571 for Television System For Dis 

playing Multiple VieWs of A Remote Location issued Feb. 
16, 1993, describes a camera system similar to the 360 
degree camera systems described above. The system 
described provides a user to select an arbitrary and continu 
ously variable section of an aggregate ?eld of vieW. Multiple 
cameras are aligned so that each camera’s ?eld of vieW 
merges contiguously With those of adjacent cameras thereby 
creating the aggregate ?eld of vieW. The aggregate ?eld of 
vieW may expand to cover 360 degrees. In order to create the 
aggregate ?eld of vieW, the cameras’ vieWs must be con 
tiguous. In order for the camera vieWs to be contiguous, the 
cameras have to share a common point perspective, or 
vertex. Thus, like the previously described 360 degree 
camera systems, the system of US. Pat. No. 5,187,571 limits 
a user’s vieW to a single point perspective, rather than 
alloWing a user to experience movement in perspective 
through an environment. 

Also, With regard to the system of US. Pat. No. 5,187, 
571, in order to achieve the contiguity betWeen camera 
vieWs, a relatively complex arrangement of mirrors is 
required. Additionally, each camera seemingly must also be 
placed in the same vertical plane. 

Thus, a need still exists for an improved telepresence 
system that provides the ability to better simulate a vieWer’s 
actual presence in a venue, preferably in real time. 

SUMMARY OF THE INVENTION 

These and other needs are satis?ed by the present inven 
tion. Atelepresence system according to one embodiment of 
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the present invention includes an array of cameras, each of 
Which has an associated vieW of an environment and an 
associated output representing the vieW. The system also 
includes a ?rst user interface device having ?rst user inputs 
associated With movement along a ?rst path in the array. The 
system further includes a second user interface device 
having second user inputs associated With movement along 
a second path in the array. Aprocessing element is coupled 
to the user interface devices. The processing element 
receives and interprets the ?rst inputs and selects outputs of 
cameras in the ?rst path. Similarly, the processing element 
receives and interprets the second inputs and selects outputs 
of cameras in the second path independently of the ?rst 
inputs. Thus, a ?rst user and a second user are able to 
navigate simultaneously and independently through the 
array. In another embodiment, the system may also miX the 
output by mosaicing or tWeening the output images. In a 
further embodiment of the present invention the telepresence 
system distinguishes betWeen permissible cameras in the 
array and impermissible cameras in the array. In yet another 
embodiment of the present invention the telepresence sys 
tem alloWs a user to move forWard or backWard through the 
environment, Which provides the user the opportunity to 
move forWard or backWard through the environment. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an overall schematic of one embodiment of the 
present invention. 

FIG. 2a is a perspective vieW of a camera and a camera 
rail section of the array according to one embodiment of the 
present invention. 

FIGS. 2b—2a' are side plan vieWs of a camera and a 
camera rail according to one embodiment of the present 
invention. 

FIG. 26 is a top plan vieW of a camera rail according to 
one embodiment of the present invention. 

FIG. 3 is a perspective vieW of a portion of the camera 
array according to one embodiment of the present invention. 

FIG. 4 is a perspective vieW of a portion of the camera 
array according to an alternate embodiment of the present 
invention. 

FIG. 5 is a ?oWchart illustrating the general operation of 
the user interface according to one embodiment of the 
present invention. 

FIG. 6 is a ?oWchart illustrating in detail a portion of the 
operation shoWn in FIG. 5. 

FIG. 7a is a perspective vieW of a portion of one embodi 
ment of the present invention illustrating the arrangement of 
the camera array relative to objects being vieWed. 

FIGS. 7b—7g illustrate vieWs from the perspectives of 
selected cameras of the array in FIG. 7a. 

FIG. 8 is a schematic vieW of an alternate embodiment of 
the present invention. 

FIG. 9 is a schematic vieW of a server according to one 
embodiment of the present invention. 

FIG. 10 is a schematic vieW of a server according to an 
alternate embodiment of the present invention. 

FIG. 11 is a top plan vieW of an alternate embodiment of 
the present invention. 

FIG. 12 is a ?oWchart illustrating in detail the image 
capture portion of the operation of the embodiment shoWn in 
FIG. 11. 

DESCRIPTION OF PREFERRED 
EMBODIMENTS 

1. General Description Of Preferred Embodiments 
The present invention relates to a telepresence system 

that, in a preferred embodiments, uses modular, interlocking 
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4 
arrays of microcameras. The cameras are on rails, With each 
rail holding a plurality of cameras. These cameras, each 
locked in a ?Xed relation to every adjacent camera on the 
array and dispersed dimensionally in a given environment, 
transmit image output to an associated storage node, thereby 
enabling remote vieWers to navigate through such environ 
ment With the same moving light re?ections and shadoWs) 
that characteriZe an actual in-environment transit. 

In another preferred embodiment, the outputs of these 
microcameras are linked by tiny (less than half the Width of 
a human hair) Vertical Cavity Surface Emitting Lasers 
(VCSELs) to optical ?bers, fed through area net hubs, 
buffered on server arrays or server farms (either for record 
ing or (instantaneous) relay) and sent to vieWers at remote 
terminals, interactive Wall screens, or mobile image appli 
ances (like Virtual Retinal Displays). Each remote vieWer, 
through an intuitive graphical user interface (GUI), can 
navigate effortlessly through the environment, enabling 
seamless movement through the event. 

This involves a multiplexed, electronic sWitching process 
(invisible to the vieWer) Which moves the vieWer’s point 
perspective from camera to camera. Rather than relying, per 
se, on physically moving a microcamera through space, the 
system uses the multiplicity of positioned microcameras to 
move the vieWer’s perspective from microcamera node to 
adjacent microcamera node in a Way that provides the 
vieWer With a sequential visual and acoustical path through 
out the eXtent of the array. This alloWs the vieWer to ?uidly 
track or dolly through a 3-dimensional remote environment, 
to move through an event and make autonomous real-time 
decisions about Where to move and When to linger. 

Instead of investing the vieWer With the capacity to 
physically move a robotic camera, Which Would immedi 
ately limit the number of vieWers that could simultaneously 
control their oWn course and navigate via storage nodes 
containing images of an environment associated With a 
pre-eXisting array of cameras. The user can move around the 
environment in any direction—clockWise or 
counterclockWise, up, doWn, closer to or further aWay from 
the environment, or some combination thereof. Moreover, 
image output mixing, such as mosaicing and tWeening, 
effectuates seamless motion throughout the environment. 
2. Detailed Description Of Preferred Embodiments 

Certain embodiments of the present invention Will noW be 
described in greater detail With reference to the draWings. It 
is understood that the operation and functionality of many of 
the components of the embodiments described herein are 
knoWn to one skilled in the art and, as such, the present 
description does not go into detail into such operative and 
functionality. 

Atelepresence system 100 according to the present inven 
tion is shoWn in FIG. 1. The telepresence system 100 
generally includes an array 10 of cameras 14 coupled to a 
server 18, Which in turn is coupled to one or more users 22 
each having a user interfaced/display device 24. As Will be 
understood to one skilled it the art, the operation and 
functionality of the embodiment described herein is 
provided, in part, by the server and user interface/display 
device. While the operation of these components is not 
described by Way of particular code listings or logic 
diagrams, it is to be understood that one skilled in the art Will 
be able to arrive at suitable implementations based on the 
functional and operational details provided herein. 
Furthermore, the scope of the present invention is not to be 
construed as limited to any particular code or logic imple 
mentation. 
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In the present embodiment, the camera array 10 is con 
ceptualiZed as being in an X, Z coordinate system. This 
allows each camera to have an associated, unique node 
address comprising an X, and Z coordinate (X, Z). In the 
present embodiment, for example, a coordinate value cor 
responding to an axis of a particular camera represents the 
number of camera positions along that axis the particular 
camera is displaced from a reference camera. In the present 
embodiment, from the user’s perspective the X axis runs left 
and right, and the Z axis runs doWn and up. Each camera 14 
is identi?ed by its X, Z coordinate. It is to be understood, 
hoWever, that other methods of identifying cameras 14 can 
be used. For example, other coordinate systems, such as 
those noting angular displacement from a ?xed reference 
point as Well as coordinate systems that indicate relative 
displacement from the current camera node may be used. In 
another alternate embodiment, the array is three 
dimensional, located in an X, Y, Z coordinate system. 

The array 10 comprises a plurality of rails 12, each rail 12 
including a series of cameras 14. In the present preferred 
embodiment, the cameras 14 are microcameras. The output 
from the microcameras 14 are coupled to the server 18 by 
means of local area hubs 16. The local area hubs 16 gather 
the outputs and, When necessary, amplify the outputs for 
transmission to the server 18. In an alternate embodiment, 
the local area hubs 16 multiplex the outputs for transmission 
to the server 18. Although the ?gure depicts the communi 
cation links 15 betWeen the cameras 14 and the server 18 as 
being hardWired, it is to be understood that Wireless links 
may be employed. Thus, it is Within the scope of the present 
invention for the communication links 15 to take the form of 
?ber optics, cable, satellite, microWave transmission, 
internet, and the like. 

Also coupled to the server 18 is an electronic storage 
device 20. The server 18 transfers the outputs to the elec 
tronic storage device 20. The electronic (mass) storage 
device 20, in turn, transfers each camera’s output onto a 
storage medium or means, such as CD-ROM, DVD, tape, 
platter, disk array, or the like. The output of each camera 14 
is stored in a particular location on the storage medium 
associated With that camera 14 or is stored With an indication 
to Which camera 14 each stored output corresponds. For 
example, the output of each camera 14 is stored in contigu 
ous locations on a separate disk, tape, CD-ROM, or platter. 
As is knoWn in the art, the camera output may be stored in 
a compressed format, such as JPEG, MPEG1, MPEG2, and 
the like. Having stored each output alloWs a user to later 
vieW the environment over and over again, each time 
moving through the array 10 in a neW path, as described 
beloW. In some embodiments of the present invention, such 
as those providing only real-time vieWing, no storage device 
is required. 
As Will be described in detail beloW, the server 18 

receives output from the cameras 14 in the array. The server 
18 processes these outputs for either storage in the electronic 
storage device 20, transmission to the users 22 or both. 

It is to be understood that although the server 18 is 
con?gured to provide the functionality of the system 100 in 
the present embodiment, it is to be understood that other 
processing elements may provide the functionality of the 
system 100. For example, in alternate embodiments, the user 
interface device is a personal computer programmed to 
interpret the user input and transmit an indication of the 
desired current node address, buffer outputs from the array, 
and provide other of the described functions. 
As shoWn, the system 100 can accommodate (but does not 

require) multiple users 22. Each user 22 has associated 
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6 
thereWith a user interface device including a user display 
device (collectively 24). For example, user 22-1 has an 
associated user interface device and a user display device in 
the form of a computer 24-1 having a monitor and a 
keyboard. User 22-2 has associated thereWith an interactive 
Wall screen 24-2 Which serves as a user interface device and 
a user display device. The user interface device and the user 
display device of user 22-3 includes a mobile audio and 
image appliance 24-3. A digital interactive TV 24-4 is the 
user interface device and user display device of user 22-4. 
Similarly, user 22-5 has a voice recognition unit and monitor 
24-5 as the user interface and display devices. It is to be 
understood that the foregoing user interface devices and user 
display devices are merely exemplary; for example, other 
interface devices include a mouse, touch screen, biofeed 
back devices, as Well as those identi?ed in US. Provisional 
Patent Application Serial No. 60/080,413 and the like. 
As described in detail beloW, each user interface device 24 

has associated thereWith user inputs. These user inputs alloW 
each user 22 to move or navigate independently through the 
array 10. In other Words, each user 22 enters inputs to 
generally select Which camera outputs are transferred to the 
user display device. Preferably, each user display device 
includes a graphical representation of the array 10. The 
graphical representation includes an indication of Which 
camera in the array the output of Which is being vieWed. The 
user inputs alloW each user to not only select particular 
cameras, but also to select relative movement or naviga 
tional paths through the array 10. 
As shoWn in FIG. 1, each user 22 may be coupled to the 

server 18 by an independent communication link. 
Furthermore, each communication link may employ differ 
ent technology. For example, in alternate embodiments, the 
communication links include an internet link, a microWave 
signal link, a satellite link, a cable link, a ?ber optic link, a 
Wireless link, and the like. 

It is to be understood that the array 10 provides several 
advantages. For example, because the array 10 employs a 
series of cameras 14, no individual camera, or the entire 
array 10 for that matter, need be moved in order to obtain a 
seamless vieW of the environment. Instead, the user navi 
gates through the array 10, Which is strategically placed 
through and around the physical environment to be vieWed. 
Furthermore, because the cameras 14 of the array 10 are 
physically located at different points in the environment to 
be vieWed, a user is able to vieW changes in perspective, a 
feature unavailable to a single camera that merely changes 
focal length. 

Microcameras 

Each camera 14 is preferably a microcamera. The 
microcameras—microlenses mounted on thumbnail-siZed 
CMOS active pixel sensor (APS) microchips—are arranged 
in patterns that enable vieWers to move radically, in straight 
lines, or in ?uid combinations thereof. The cameras are 
produced in a mainstream manufacturing process, by several 
companies, including Photobit, Pasadena, Calif.; Sarnoff 
Corporation, Princeton, N.J.; and VLSI Vision, Ltd., 
Edinburgh, Scotland. 

Structure of the Array 

The structure of the array 10 Will noW be described in 
greater detail With reference to FIGS. 2a—2e. In general, the 
camera array 10 of the present embodiment comprises a 
series of modular rails 12 carrying microcameras 14. The 
structure of the rails 12 and cameras 14 Will noW be 
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discussed in greater detail With reference to FIGS. 2a 
through 2d. Each camera 14 includes registration pins 34. In 
the preferred embodiment, the cameras 14 utilize VCSELs 
to transfer their outputs to the rail 12. It is to be understood 
that the present invention is not limited to any particular type 
of camera 14, hoWever, or even to an array 10 consisting of 
only one type of camera 14. 

Each rail 12 includes tWo sides, 12a, 12b, at least one of 
Which 12b is hingeably connected to the base 12c of the rail 
12. The base 12c includes docking ports 36 for receiving the 
registration pins 34 of the camera 14. When the camera 14 
is seated on a rail 12 such that the registration pins 34 are 
fully engaged in the docking ports 36, the hinged side 12b 
of the rail 12 is moved against the base 32 of the camera 14, 
thereby securing the camera 14 to the rail 12. 

Each rail 12 further includes a ?rst end 38 and a second 
end 44. The ?rst end 38 includes, in the present embodiment, 
tWo locking pins 40 and a protected transmission relay port 
42 for transmitting the camera outputs. The second end 44 
includes tWo guide holes 46 for receiving the locking pins 
40, and a transmission receiving port 48. Thus, the ?rst end 
38 of one rail 12 is engagable With a second end 44 of 
another rail 12. Therefore, each rail 12 is modular and can 
be functionally connected to another rail to create the array 
10. 

Once the camera 14 is securely seated to the rail 12, the 
camera 14 is positioned such that the camera output may be 
transmitted via the VCSEL to the rail 12. Each rail 12 
includes communication paths for transmitting the output 
from each camera 14. 

Although the array 10 is shoWn having a particular 
con?guration, it is to be understood that virtually any 
con?guration of rails 12 and cameras 14 is Within the scope 
of the present invention. For example, the array 10 may be 
a linear array of cameras 14, a 2-dimensional array of 
cameras 14, a 3-dimensional array of cameras 14, or any 
combination thereof. Furthermore, the array 10 need not be 
comprised solely of linear segments, but rather may include 
curvilinear sections. 

The array 10 is supported by any of a number of support 
means. For example, the array 10 can be ?xedly mounted to 
a Wall or ceiling; the array 10 can be secured to a moveable 
frame that can be Wheeled into position in the environment 
or supported from cables. 

FIG. 3 illustrates an example of a portion of the array 10. 
As shoWn, the array 10 comprises ?ve roWs of rails 12a, 
through 126. Each of these rails 12a—12e is directed toWards 
a central plane, Which substantially passes through the 
center roW 12c. Consequently, for any object placed in the 
same plane as the middle roW 12c, a user Would be able to 
vieW the object essentially from the bottom, front, and top. 
As noted above, the rails 12 of the array 10 need not have 

the same geometry. For example, some of the rails 12 may 
be straight While others may be curved. For example, FIG. 
4 illustrates the camera alignment that results from utiliZing 
curved rails. It should be noted that rails in FIG. 4 have been 
made transparent so that the arrangement of cameras 14 may 
be easily seen. 

In an alternate embodiment, each rail is con?gured in a 
step-like fashion or an arc With each camera above (or 
beloW) and in front of a previous camera. In such an 
arrangement, the user has the option of moving forWard 
through the environment. 

It is to be understood that the spacing of the microcameras 
14 depends on the particular application, including the 
objects being vieWed, the focal length of the microcameras 
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14, and the speed of movement through the array 10. In one 
embodiment the distance betWeen microcameras 14 can be 
approximated by analogy to a conventional movie reel 
recording projector. In general, the speed of movement of a 
projector through an environment divided by the frames per 
unit of time second results in a frame-distance ratio. 

For example, as shoWn by the folloWing equations, in 
some applications a frame is taken ever inch. Aconventional 
movie projector records tWenty-four frames per second. 
When such a or is moved through an environment at tWo feet 
per a frame is taken approximately every inch. 

sec 

2ft _ lft _l2inches_linch_1f ,h 
24 frames _ 12 frames _ 12 frames _ 1 frame _ rame per m0 

Aframe of the projector is analogous to a camera 14 in the 
present invention. Thus, Where one frame per inch results in 
a movie having a seamless vieW of the environment, so too 
does one camera 14 per inch. Thus, in one embodiment of 
the present invention the cameras 14 are spaced approxi 
mately one inch apart, thereby resulting in a seamless vieW 
of the environment. 

Navigation Through the System 

The general operation of the present embodiment Will 
noW be described With reference to FIG. 5 and continuing 
reference to FIG 1. As shoWn in step 110, the user is 
presented With a predetermined starting vieW of the envi 
ronment corresponding to a starting camera. It is to be 
understood that the operation of the system is controlled, in 
part, by softWare residing in the server. As noted above, the 
system associates each camera in the array With a coordi 
nate. Thus, the system is able to note the coordinates of the 
starting camera node. The camera output and, thus the 
corresponding vieW, changes only upon receiving a user 
input. 
When the user determines that they Want to move or 

navigate through the array, the user enters a user input 
through the user interface device 24. As described beloW, the 
user inputs of the present embodiment generally include 
moving to the right, to the left, up, or doWn in the array. 
Additionally, a user may jump to a particular camera in the 
array. In alternate embodiments, a subset of these or other 
inputs, such as forWard, backWard, diagonal, over, and 
under, are used. The user interface device, in turn, transmits 
the user input to the server in step 120. 

Next, the server receives the user input in step 130 and 
proceeds to decode the input. In the present embodiment, 
decoding the input generally involves determining Whether 
the user Wishes to move to the right, to the left, up, or doWn 
in the array. 
On the other hand, if the received user input does not 

correspond to backWard, then The server 18 proceeds to 
determine Whether the input corresponds to moving to the 
user’s right in the array 10. This determination is shoWn in 
step 140. If the received user input does correspond to 
moving to the right, the current node address is incremented 
along the X axis in step 150 to obtain an updated address. 

If the received user input does not correspond to moving 
to the right in the array, the server 18 then determines 
Whether the input corresponds to moving to the user’s left in 
the array 10 in step 160. Upon determining that the input 
does correspond to moving to the left, the server 18 then 
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decrements the current node address along the X axis to 
arrive at the updated address. This is shoWn in step 170. 

If the received user input does not correspond to either 
moving to the right or to the left, the server 18 then 
determines Whether the input corresponds to moving up in 
the array. This determination is made in step 180. If the user 
input corresponds to moving up, in step 190, the server 18 
increments the current node address along the Z axis, 
thereby obtaining an updated address. 

Next, the server 18 determines Whether the received user 
input corresponds to moving doWn in the array 10. This 
determination is made in step 200. If the input does corre 
spond to moving doWn in the array 10, in step 210 the server 
18 decrements the current node address along the Z axis. 

Lastly, in step 220 the server 18 determines Whether the 
received user input corresponds to jumping or changing the 
vieW to a particular camera 14. As indicated in FIG. 5, if the 
input corresponds to jumping to a particular camera 14, the 
server 18 changes the current node address to re?ect the 
desired camera position. Updating the node address is 
shoWn as step 230. In an alternate embodiment, the input 
corresponds to jumping to a particular position in the array 
10, not identi?ed by the user as being a particular camera but 
by some reference to the venue, such as stage right. 

It is to be understood that the server 18 may decode the 
received user inputs in any of a number of Ways, including 
in any order. For example, in an alternate embodiment the 
server 18 ?rst determines Whether the user input corresponds 
to up or doWn. In another alternate, preferred embodiment, 
user navigation includes moving forWard, backWard, to the 
left and right, and up and doWn through a three dimensional 
array. 

If the received user input does not correspond to any of 
the recogniZed inputs, namely to the right, to the left, up, 
doWn, or jumping to a particular position in the array 10 then 
in step 240, the server 18 causes a message signal to be 
transmitted to the user display device 24, causing a message 
to be displayed to the user 22 that the received input Was not 
understood. Operation of the system 100 then continues With 
step 120, and the server 18 aWaits receipt of the next user 
input. 

After adjusting the current node address, either by incre 
menting or decrementing the node address along an axis or 
by jumping to a particular node address, the server 18 
proceeds in step 250 to adjust the user’s vieW. Once the vieW 
is adjusted, operation of the system 100 continues again With 
step 120 as the server 18 aWaits receipt of the next user 
input. 

In an alternate embodiment, the server 18 continues to 
update the node address and adjust the vieW based on the 
received user input. For example, if the user input corre 
sponded to “moving to the right”, then operation of the 
system 100 Would continuously loop through steps 140, 150, 
and 250, checking for a different input. When the different 
input is received, the server 18 continuously updates the 
vieW accordingly. 

It is to be understood that the foregoing user inputs, 
namely, to the right, to the left, up, and doWn, are merely 
general descriptions of movement through the array. 
Although the present invention is not so limited, in the 
present preferred embodiment, movement in each of these 
general directions is further de?ned based upon the user 
input. 

Accordingly, FIG. 6 is a more detailed diagram of the 
operation of the system according to steps 140, 150, and 250 
of FIG. 5. Moreover, it is to be understood that While FIG. 
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6 describes more detailed movement one direction i.e., to the 
right, the same detailed movement can be applied in any 
other direction. As illustrated, the determination of Whether 
the user input corresponds to moving to the right actually 
involves several determinations. As described in detail 
beloW, these determinations include moving to the right 
through the array 10 at different speeds, moving to the right 
into a composited additional source output at different 
speeds, and having the user input overridden by the system 
100. 
The present invention alloWs a user 22 to navigate 

through the array 10 at the different speeds. Depending on 
the speed (i.e. number of camera nodes transversed per unit 
of time) indicated by the user’s input, such as movement of 
a pointing device (or other interface device), the server 18 
Will apply an algorithm that controls the transition betWeen 
camera outputs either at critical speed (n nodes/per unit of 
time), under critical speed (n- 1 nodes/per unit of time), or 
over critical speed (n+ 1 nodes/per unit of time). 

It is to be understood that speed of movement through the 
array 10 can alternatively be expressed as the time to sWitch 
from one camera 14 to another camera 14. 

Speci?cally, as shoWn in step 140a, the server 18 makes 
the determination Whether the user input corresponds to 
moving to the right at a critical speed. The critical speed is 
preferably a predetermined speed of movement through the 
array 10 set by the system operator or designer depending on 
the anticipated environment being vieWed. Further, the criti 
cal speed depends upon various other factors, such as focal 
length, distance betWeen cameras, distance betWeen the 
cameras and the vieWed object, and the like. The speed of 
movement through the array 10 is controlled by the number 
of cameras 14 traversed in a given time period. Thus, the 
movement through the array 10 at critical speed corresponds 
to traversing some number, “n”, camera nodes per 
millisecond, or taking some amount of time, “s”, to sWitch 
from one camera 14 to another. It is to be understood that in 
the same embodiment the critical speed of moving through 
the array 10 in one dimension need not equal the critical 
speed of moving through the array in another dimension. 
Consequently, the server 18 increments the current node 
address along the X axis at n nodes per millisecond. 

In the present preferred embodiment the user traverses 
tWenty-four cameras 14 per second. As discussed above, a 
movie projector records tWenty-four frames per second. 
AnalogiZing betWeen the movie projector and the present 
invention, at critical the user traverses (and the server 18 
sWitches betWeen) approximately tWenty-four cameras 14 
per second, or a camera 14 approximately every 0.04167 
seconds. 
As shoWn in FIG. 6, the user 22 may advance not only at 

critical speed, but also at over the critical speed, as shoWn in 
step 140b, or at under the critical speed, as shoWn in step 
140c. Where the user input “I” indicates movement through 
the array 10 at over the critical speed, the server 18 incre 
ments the current node address along the X axis by a unit of 
greater than n, for example, at n+ 2 nodes per millisecond. 
The step of incrementing the current node address at n+ 1 
nodes per millisecond along the X axis is shoWn in step 
150b. Where the user input “I” indicates movement through 
the array 10 at under the critical speed, the server 18 
proceeds to increment the current node address at a variable 
less than n, for example, at n- 1 nodes per millisecond. This 
operation is shoWn as step 150C. 

Scaleable Arrays 
The shape of the array 10 can also be electronically scaled 

and the system 100 designed With a “center of gravity” that 


















