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(57) ABSTRACT 

Improvements to a motorized balancing personal trans 
porter. An intelligent battery has a battery container sealed 
against moisture and a plurality of battery blocks housed 
within the battery container. Additionally, the battery pack 
has a plurality of sensors, each of which is for monitoring a 
characteristic of a distinct battery block. The battery pack 
has a processor that generates a fault ?ag for transmission to 
a circuit external to the battery container on occurrence of a 
critical fault and that transmits an identifying characteristic 
such as a battery serial number. Various mechanisms are 
provided for receiving rider input in order to direct steering 
of the vehicle. These include a rotatable grip for imparting 
rotary motion to a rotation sensor, a thumb-activated rotation 
sensor and a palm-activated sensor, each disposed on the 
handlebar of the vehicle. 
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STEERING CONTROL OF A PERSONAL 
TRANSPORTER 

The present application is a continuation-in-part of US. 
application Ser. No. 09/325,976, ?led Jun. 4, 1999, itself a 
continuation in part of US. application Ser. No. 08/479,901, 
?led Jun. 7, 1995, noW issued as US. Pat. No. 5,975,225, 
Which is a continuation in part of US. application Ser. No. 
08/384,705, ?led Feb. 3, 1995, noW issued as US. Pat. No. 
5,971,091, Which is a continuation in part of US. application 
Ser. No. 08/250,693, ?led May 27, 1994, noW issued as US. 
Pat. No. 5,701,965, Which in turn is a continuation in part of 
US. application Ser. No. 08/021,789, ?led Feb. 24, 1993, 
noW abandoned, all of Which applications are hereby incor 
porated by reference. 

FIELD OF THE INVENTION 

The present application is directed to modes of poWering 
and controlling a motoriZed personal transporter. 

BACKGROUND OF THE INVENTION 

Dynamically stabiliZed transporters refer to personal 
vehicles having a control system that actively maintains the 
stability of the transporter While the transporter is operating. 
The control system maintains the stability of the transporter 
by continuously sensing the orientation of the transporter, 
determining the corrective action to maintain stability, and 
commanding the Wheel motors to make the corrective 
action. If the transporter loses the ability to maintain 
stability, such as through the failure of a component, the 
rider may experience discomfort at the sudden loss of 
balance. For some dynamically stabiliZed transporters, such 
as those described in US. Pat. No. 5,701,965, Which may 
include a Wheelchair for transporting a disabled individual 
doWn a ?ight of stairs, it is essential, for the safety of the 
operator, that the vehicle continue to operate inde?nitely 
after detection of a failed component. For other dynamically 
stabiliZed transporters, hoWever, the operator may readily be 
capable of safely dismounting from the transporter in case of 
component failure. It is desirable that control modes be 
provided for such vehicles from Which the operator is 
capable of safely dismounting in case of mishap. 

SUMMARY OF THE INVENTION 

In accordance With preferred embodiments of the present 
invention, there is provided an intelligent battery pack. The 
battery pack has a battery container sealed against moisture 
and a plurality of battery blocks housed Within the battery 
container. Additionally, the battery pack has a plurality of 
sensors, each of Which is for monitoring a characteristic of 
a distinct battery block. Finally, the battery pack has a 
processor disposed Within the battery container for gener 
ating a fault ?ag for transmission to a circuit external to the 
battery container on occurrence of a critical fault in at least 
one of the battery blocks Within the battery container. 

In accordance With alternate embodiments of the 
invention, the battery pack may also have an electrical 
connector in communication With the processor for provid 
ing electrical and signal communication betWeen the pro 
cessor and circuitry exterior to the container. At least one of 
the plurality of sensors may be a temperature sensor in 
thermal contact With at least one of the plurality of battery 
blocks. The battery container may include battery cells 
additional to the plurality of battery blocks or a second 
sensor for monitoring a characteristic of the at least one of 
a battery block, the second sensor also being in signal 
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2 
communication With the connector. The second sensor may 
be a voltage sensor generating a signal characteristic of the 
voltage of the battery block. 

In accordance With further alternate embodiments of the 
invention, the processor of the intelligent battery pack of 
claim 1 may also transmit an identifying characteristic of the 
battery pack, Where the identifying characteristic may be a 
battery cell type, a number of battery cells, or a serial 
number. 

In accordance With another aspect of the invention, a rider 
detector is provided for detecting the presence of a rider on 
a base of a tWo-Wheeled dynamically balanced transporter. 
The rider detector has a mat covering the base of the 
transporter, the mat itself having a mat edge attached to the 
base, a mat Wall having a bottom portion and a top portion, 
the bottom portion attached to the mat edge, and a mat cover 
having a top surface and a bottom surface, With the mat 
cover attached to the mat Wall and supported above the base. 
Finally, the rider detector has a sWitch mounted on the base 
and positioned beloW the bottom surface of the mat cover, 
the sWitch changing from a ?rst state to a second state When 
the mat cover is displaced into contact With the sWitch. 
Additionally, a rigid plate may be disposed under the bottom 
surface of the mat cover. 

In accordance With yet another aspect of the invention, a 
statically unstable motoriZed transporter is provided that has 
a base for supporting a rider and a pair of laterally disposed 
Wheels for supporting the base above a surface. The trans 
porter has a motoriZed drive for driving the pair of Wheels, 
a pitch sensor coupled to the base, the sensor generating a 
signal indicative of a transporter pitch and a controller for 
commanding the motoriZed drive based only on the trans 
porter pitch. 

In accordance With other aspects of the invention, a 
steering device is provided for a motoriZed vehicle having a 
handlebar. The steering device has a rotation sensor, such as 
a potentiometer, coupled to the handlebar for generating a 
steering command upon rotation, a rotatable grip for impart 
ing rotary motion to the rotation sensor, and a torsional 
spring for restoring the rotatable grip to a neutral position 
upon release of the grip. Alternatively, the steering device 
may have a rotation sensor coupled to a structure ?xed With 
respect to the user support for generating a steering com 
mand upon sensing rotation, a ?exible shaft coupled to the 
rotation sensor, a thumb button for imparting bending to the 
?exible shaft in such a manner as to provide rotation 
measured by the rotation sensor, and a spring member for 
providing a force countering bending of the ?exible shaft. 

In accordance With alternate embodiments of the 
invention, the steering device has lever With a top surface 
substantially ?ush With the handlebar, the lever being mov 
able by a palm of a hand of the user about a pivot axis 
substantially parallel to the underlying surface and substan 
tially parallel to the direction of travel of the vehicle. The 
steering device also has a restoring member for opposing 
motion of the lever from a neutral position and a sensor for 
sensing motion of the lever from the neutral position and for 
generating in response thereto a steering command. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side vieW of a personal vehicle lacking a stable 
static position, for supporting or conveying a subject Who 
remains in a standing position thereon; 

FIG. 2 shoWs a block diagram of the system architecture 
of an embodiment of the present invention; 

FIG. 3 shoWs a top vieW of the poWer source With the top 
cover removed; 
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FIG. 4 is a block diagram of the power drive module of 
an embodiment of the present invention; 

FIG. 5 is an electrical model of a motor; 

FIG. 6a shoWs a top vieW of a rider detector in accordance 
With an embodiment of the present invention; 

FIG. 6b shoWs a cut side vieW of the embodiment of FIG. 

6a; 
FIG. 7 shoWs an exploded vieW of a yaW input device in 

accordance With an embodiment of the present invention; 
FIG. 8a is a cross-sectional top vieW of an elastomer 

damped yaW input device, shoWn in its relaxed position, in 
accordance With an embodiment of the present invention; 

FIG. 8b is a cross-sectional top vieW of the yaW input 
device of FIG. 8a shoWn in a de?ected position; 

FIGS. 8c and 8d are back and top vieWs, respectively, of 
the yaW input device of FIG. 8a coupled to a handlebar of 
a personal transporter in accordance With an embodiment of 
the present invention; 

FIGS. 9a and 9b depict a palm steering device, in a rest 
state and activated state, respectively, as implemented in a 
handlebar of a personal transporter in accordance With an 
embodiment of the present invention; 

FIG. 10 is a logical ?oW diagram of the control program 
in accordance With embodiments of the present invention; 

FIG. 11 is a How diagram for traction control in accor 
dance With an embodiment of the present invention; and 

FIG. 12 is a How diagram for deceleration-to-Zero in 
accordance for an embodiment of the present invention. 

DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Apersonal transporter may be said to act as ‘balancing’ if 
it is capable of operation on one or more Wheels but Would 
be unable to stand on the Wheels but for operation of a 
control loop governing operation of the Wheels. Abalancing 
personal transporter lacks static stability but is dynamically 
balanced. The Wheels, or other ground-contacting elements, 
that provide contact betWeen such a personal transporter and 
the ground or other underlying surface, and minimally 
support the transporter With respect to tipping during routine 
operation, are referred to herein as ‘primary ground 
contacting elements.’ 
An embodiment of a balancing personal transporter in 

accordance With the present invention is depicted in FIG. 1 
and designated generally by numeral 10. In certain 
applications, operation of personal transporter 10 may not 
require operation for an extended period of time in case of 
failure. Fail-operative operation may be desirable, hoWever, 
for a de?nite period of time in order to alloW the transporter 
to maintain stability While stopping and permitting a user to 
alight from the vehicle. While certain balancing personal 
transporters may not be required to operate inde?nitely if a 
component fails, it may, hoWever, advantageously provide 
fail-detect redundant architecture Wherein the critical com 
ponents such as gyros, batteries, motor Windings, and pro 
cessors are replicated and run in parallel during operation of 
the transporter. If a failure occurs in one line of components, 
the parallel line Will still maintain the stability of the 
transporter for at least a short period of time. In accordance 
With the present invention and as discussed beloW, the short 
period of continued operation is advantageously used to 
bring the transporter to a stop While maintaining balance and 
then turn off the Wheel motors. The transporter is brought to 
a stop by commanding the transporter to pitch backWard as 
is done in speed limiting. 
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4 
User 8 is shoWn in FIG. 1, standing on platform (or 

‘base’) 12 of ground-contacting module 26. Wheels 21 and 
22 are shoWn as coaxial about the Y axis. Steering or other 
control may be provided by thumb Wheels 32 and 34, or by 
other user input mechanisms described in detail beloW. A 
handlebar 14 may be provided on stalk 16 for gripping by 
the user. 

Referring noW to FIG. 2, a block diagram is shoWn of the 
system architecture of an embodiment of the present inven 
tion. A left motor 110 drives a left Wheel 20 (shoWn in FIG. 
1) and a right motor 120 drives a right Wheel 21. Motors 110 
and 120 are preferably DC brushless but may be either AC 
or DC motors and either brushed or brushless. Each motor 
is energiZed by a redundant set of Windings 111, 112, 121, 
122. Each Winding is capable of energiZing the motor in the 
event the complimentary Winding is unable to energiZe the 
motor. In the discussion beloW, each redundant component 
is distinguished by a tWo letter group identifying either the 
left (L) or right (R) side of the transporter and either the A 
group or B group of redundant components. For example, 
the left motor Winding energiZed by the A group of compo 
nents is designated as the LA Winding. 

Each of motor Windings 111, 112, 121, 122 is driven by 
a motor ampli?er 132, 133, 142, 143. The A-group ampli 
?ers 132, 133 are supplied by the A-group poWer supply 131 
and the B-group ampli?ers 142, 143 are supplied by the 
B-group poWer supply 141. The electrical connections 
betWeen the poWer supplies and ampli?ers and betWeen the 
ampli?ers and motor Windings are expected to carry large 
currents up to 20 to 40 Amperes and are identi?ed by thick 
lines 105 in FIG. 2. 

Each motor 110 120 has a shaft feedback device (SFD) 
113 123 that measures the position or angular velocity of the 
motor shaft. The SFD is in signal communication With the 
motor ampli?ers driving the motor associated With the SFD. 
For example, the right SFD 123 associated With the right 
motor 120 is in signal communication With the RA ampli?er 
133 and the RB ampli?er 143. The SFD is preferably a Hall 
sensor that determines the position of the shaft, hoWever the 
SFD may be selected from a variety of sensors such as 
encoders, resolvers, and tachometers, all listed Without limi 
tation for purposes of example. Certain sensors, such as 
tachometers, may also be used to measure the shaft velocity. 
Conversion of a signal representing instantaneous shaft 
velocity to or from a signal representing position is accom 
plished by integrating or differentiating the signal, respec 
tively. 
The A-group ampli?ers 132, 133 are commanded by the 

Aprocessor 135 While the B-group ampli?ers 142, 143 are 
commanded by the B processor 145. PoWer is supplied to the 
A processor from the A poWer source 131 through the 
A-group DC-DC converter 136. Similarly, the B poWer 
source 141 supplies poWer to the B processor 146 through 
the B-group DC-DC converter 145. The A-group ampli?ers 
132, 133, A-group converter 136, and A processor 135 are 
preferably grouped together into a compartment or tray 130 
that is at least partially isolated by a barrier 150 from the 
B-tray 140 containing the B-group ampli?ers, B-group 
converter, and B processor. Physically separating the A tray 
130 and B tray 140 reduces the probability of a common 
point failure. The barrier 150 acts to delay the propagation 
of a failure, in one tray to the other tray such that the 
transporter has suf?cient time to put the rider in a safe 
condition to exit the transporter. Similarly, the A poWer 
supply 131 is physically separated from the B poWer supply 
141. The ApoWer supply 131 and the components in the A 
tray 130 are capable of driving both motors 110, 120 for a 
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short period of time, on the order of a feW seconds, in the 
event of a failure in any one of the B-group components. 
Conversely, the B poWer supply 141 and the components in 
the B tray 140 are capable of driving both motors 110, 120 
for a short period of time if an A-group component fails. 

Although the processors 135, 145 are physically isolated 
from each other, signal communication is maintained 
betWeen the processors via communication channels 137, 
147. Communication channels 137, 147 are preferably elec 
trical conductors but may also be electromagnetic such as 
optical, infrared, microWave, or radio. The A channel 137 
transmits signals from the A processor 135 to the B proces 
sor 145 and the B channel 147 transmits signals from the B 
processor 145 to the Aprocessor 135. Optical isolators 139, 
149 are incorporated into channels 137, 147 to prevent 
over-voltages from propagating from a shorted processor to 
the other processor. 

Each processor receives signals from a plurality of sen 
sors that monitor the state of the transporter and the input 
commands of the rider. The processor uses the sensor signals 
to determine and transmit the appropriate command to the 
motor ampli?ers. The information transmitted to the pro 
cessors by the sensors include the spatial orientation of the 
transporter provided by an inertial measurement unit (IMU) 
181, 182, the rider directed turn command provided by a 
yaW input device (YID) 132, 142, and the presence of a rider 
on the transporter provided by a rider detector (RD) 161, 
162, 163, 164. Other inputs to the processor may include a 
rider operated pitch trim device (PTD) 148 for adjusting the 
pitch of the transporter to a more comfortable pitch and a 
stop button (not shoWn) for bringing the transporter to a stop 
quickly. Depending on the importance of the sensor to the 
operation of the transporter, the sensors may or may not be 
duplicated for redundancy. For eXample, the spatial orien 
tation of the transporter is central to the operation of the 
transporter, as is described beloW, and therefore an A-group 
IMU 181 supplies transporter orientation information to the 
A processor 135 and a B-group INM 182 supplies trans 
porter orientation information to the B-processor 145. On 
the other hand, the transporter may still be operated in a safe 
manner Without the PTD 148 so only one such device is 
typically provided. Similarly, an output device such as a 
display 138 does not require redundancy. A non-redundant 
device such as a display 138 or a PTD 148 may be connected 
to either processor. 

In the embodiment depicted in FIG. 2, display 138 is 
controlled by the A processor 136 and the PTD 148 is in 
direct signal communication With the B processor 145. The 
information provided by the PTD 148 is transmitted by the 
B processor 145 to the A processor 135 via the B channel 
147. 

Additionally, each processor 135, 145 communicates With 
one of the user interface processors (UIPs) 173, 174. Each 
UIP 173, 174 receives steering commands from the user 
through one of the yaW input devices 171,172. AA-group 
UIP 173 also communicates to the non-redundant UIDs such 
as the display 138, brake sWitch 175, and pitch trim control 
148. Other user interface devices that are not provided 
redundantly in the embodiment shoWn in FIG. 2, such as a 
sound Warning device, lights, and an on/off sWitch, may also 
be connected to the A-group UIP 173. The A-group UIP 173 
may also pass along information provided by the user 
interface devices to the B-group UIP 174. 

In accordance With preferred embodiments of the 
invention, the A-group UIP 173 compares calculations of the 
A-group processor With calculations of the B-group proces 
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6 
sor and queries the A-group processor 135 With a ‘Watchdog’ 
calculation to verify operation of the A-group processor. 
Similarly, the B-group UIP 174 queries the B-group proces 
sor 145 to verify normal operation of the B-group processor. 

Several components of personal transporter 10, in accor 
dance With various embodiments of the present invention, 
are noW described. 

Battery 
The transporter poWer required to drive the motors 110, 

120 and electrical components may be supplied by any 
knoWn source of electrical poWer knoWn in the electrical 
arts. Sources of poWer may include, for eXample, both 
internal and eXternal combustion engines, fuel cells, and 
rechargeable batteries. In preferred embodiments of the 
present invention, poWer supplies 131, 141 are rechargeable 
battery packs. Various battery chemistry modalities may be 
used, as preferred under various conditions, and may 
include, Without limitation, lead-acid, Lithium-ion, Nickel 
Cadmium (Ni—Cd), or Nickel-metal hydride (Ni—MH) 
chemistry. Each poWer supply 131, 141 is enclosed in a 
container that protects the battery packs and associated 
electronics from the environment. 

FIG. 3 shoWs a top vieW of one embodiment of the poWer 
supply With the top cover removed. A tray 205 that is 
covered and sealed to protect the contents from the envi 
ronment encloses the components of poWer supply 200. Tray 
205 houses a plurality of battery blocks 210, each of Which 
contains a plurality of battery cells 215. The number of cells 
215 packaged in a block 210 and the total number of blocks 
in the poWer supply are determined by the eXpected poWer 
requirements of the transporter. In a preferred embodiment, 
cells 215 are “sub-C”-siZe cells and each block 210 contains 
ten cells 215. In another embodiments, block 210 may 
contains other numbers of cells 215. Cells 215 are preferably 
connected in series, as are blocks 210. In other embodiments 
blocks 210 may be connected in parallel With the cells 215 
Within each block connected in series, or, alternatively, 
blocks 210 may be connected in series With the cells 215 
Within each block 210 connected in parallel, each con?gu 
ration providing advantages for particular applications. 

Electrical current ?oWing into or out of poWer supply 200 
is conducted through a connector 220 that provides the 
electrical interface betWeen the poWer supply 200 and the 
transporter 10. In an embodiment shoWn in FIG. 3, connec 
tor 220 is located on the top cover (not shoWn) of poWer 
supply 200 but any positioning of connector 220 is Within 
the scope of the present invention. In addition to conducting 
current into or out of poWer supply 200, connector 220 may 
also include a plurality of signal lines that establish signal 
communication betWeen the poWer supply internals and any 
other transporter processor. 
The temperature of each block 210 is monitored by the 

supply controller 230 through temperature sensors 235. In 
addition, supply controller 230 also monitors the voltage of 
each block 210. If supply controller 230 detects that the 
temperature of a block 210 is over a preset temperature limit, 
the supply controller 230 sends an over-temperature signal 
to the processor through connector 220. Similarly, if supply 
controller 230 detects that the voltage of a block 210 is 
beloW a preset voltage limit, the supply controller 230 sends 
an under-voltage signal to the processor through the con 
nector 220. 

Supply controller 230 preferably contains an ID chip 240 
that stores information about the poWer supply such as 
battery type, the number of cells in the poWer supply 210, 
and optionally, a date code or serial number code. The ID 
chip 240 may be of any type of permanent or semi 
















