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(57) ABSTRACT 
A client device manages consumption of power supplied by 
an electric utility to multiple power consuming devices. 
Power ?ow to the power consuming devices is selectively 
enabled and disabled by one or more controllable devices 
controlled by the client device. The client device receives a 
power control message from a load management server. In 
one embodiment, the power control message indicates at least 
one of an amount of electric power to be reduced and an 
identi?cation of at least one controllable device to be 
instructed to disable a ?ow of electric power to one or more 

associated power consuming devices. Responsive to the 
power control message, the client device issues a power man 
agement command or instruction to one or more controllable 

devices under the client device’ 5 control. The power manage 
ment command causes the controllable device(s) to disable a 
?ow of electric power to at least one associated power con 
suming device. 

32 Claims, 8 Drawing Sheets 
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METHOD AND APPARATUS FOR ACTIVELY 
MANAGING CONSUMPTION OF ELECTRIC 

POWER SUPPLIED BY AN ELECTRIC 
UTILITY 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The present application is a division of US. application 
Ser. No. 11/895,909, ?led Aug. 28, 2007, now US. Pat. No. 
7,715,951 B2, which is incorporated herein by this reference 
as if fully set forth herein and upon which the present appli 
cation claims priority under 35 U.S.C. §120. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates generally to the ?eld of elec 

trical power load control systems and more particularly to a 
method and system for actively controlling power load man 
agement for individual customers and optionally tracking 
power savings for both the individual customer as well as the 
overall electric utility. 

2. Description of Related Art 
The increased awareness of the impact of carbon emissions 

from the use of fossil fueled electric generation combined 
with the increased cost of producing peak power during high 
load conditions has increased the need for alternative solu 
tions utilizing load control as a mechanism to defer, or in 
some cases eliminate, the need for the deployment of addi 
tional generation capacity by electric utilities. Existing elec 
tric utilities are pressed for methods to defer or eliminate the 
need for construction of fossil-based electricity generation. 
Today, a patchwork of systems exist to implement demand 
response load management programs, whereby various radio 
subsystems in various frequency bands utilize “one-way” 
transmit only methods of communication. Under these pro 
grams, RF controlled relay switches are typically attached to 
a customer’s air conditioner, water heater, or pool pump. A 
blanket command is sent out to a speci?c geographic area 
whereby all receiving units within the range of the transmit 
ting station (e.g., typically a paging network) are turned off 
during peak hours at the election of the power utility. After a 
period of time when the peak load has passed, a second 
blanket command is sent to turn on those devices that have 
been turned off. 

While tele-metering has been used for the express purpose 
of reporting energy usage, no techniques exist for calculating 
power consumption, carbon gas emissions, sulfur dioxide 
(S02) gas emissions, and/or nitrogen dioxide (NOZ) emis 
sions, and reporting the state of a particular device under the 
control of a two-way positive control load management 
device. In particular, one way wireless communications 
devices have been utilized to de-activate electrical appli 
ances, such as heating, ventilation, and air-conditioning 
(HVAC) units, water heaters, pool pumps, and lighting, from 
an existing electrical supplier or distribution partner’s net 
work. These devices have typically been used in combination 
with wireless paging receivers that receive “on” or “off” 
commands from a paging transmitter. Additionally, the one 
way devices are typically connected to a serving electrical 
supplier’s control center via landline trunks, or in some cases, 
microwave transmission to the paging transmitter. The cus 
tomer subscribing to the load management program receives 
a discount for allowing the serving electrical supplier (utility) 
to connect to their electrical appliances and deactivate those 
appliances during high energy usage periods. 
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While one-way devices are generally industry standard and 

relatively inexpensive to implement, the lack of a return path 
from the receiver, combined with the lack of information on 
the actual devices connected to the receiver, make the system 
highly inef?cient for measuring the actual load shed to the 
serving utility. While the differential current draw is measur 
able on the serving electric utility’s transmission lines, the 
actual load shed is approximate and the location of the load 
deferral is approximated at the control center of the serving 
utility. 
One exemplary tele-metering system is disclosed in US. 

Pat. No. 6,891,838 B1. This patent describes details sur 
rounding a mesh communication of residential devices and 
the reporting and control of those devices, via WANs, to a 
computer. The stated design goal in this patent is to facilitate 
the “monitoring and control of residential automation sys 
tems.” This patent does not explain how a serving utility or 
customer could actively control the devices to facilitate the 
reduction of electricity. In contrast, this patent discloses tech 
niques that could be utilized for reporting information that is 
being displayed by the serving utility’s power meter (as do 
many other prior applications in the ?eld of tele-metering). 
An additional exemplary tele-metering system is disclosed 

in US. PatentApplication Publication No. 2005/0240315 A1. 
The primary purpose of this published application is not to 
control utility loads, but rather “to provide an improved inter 
active system for remotely monitoring and establishing the 
status of a customer utility load.” A stated goal of this publi 
cation is to reduce the amount of time utility ?eld personnel 
have to spend in the ?eld servicing meters by utilizing wire 
less technology. 

Another prior art system is disclosed in US. Pat. No. 
6,633,823 B2, which describes, in detail, the use of propri 
etary hardware to remotely turn off or turn on devices within 
a building or residence. While initially this prior art generally 
describes a system that would assist utilities in managing 
power load control, the prior art does not contain the unique 
attributes necessary to construct or implement a complete 
system. In particular, this patent is de?cient in the areas of 
security, load accuracy of a controlled device, and methods 
disclosing how a customer utilizing applicable hardware 
might set parameters, such as temperature set points, cus 
tomer preference information, and customer overrides, 
within an intelligent algorithm that reduces the probability of 
customer dissatisfaction and service cancellation or churn. 

Attempts have been made to bridge the gap between one 
way, un-veri?ed power load control management systems 
and positive control veri?ed power load control management 
systems. However, until recently, technologies such as smart 
breakers and command relay devices were not considered for 
use in residential and commercial environments primarily 
due to high cost entry points, lack of customer demand, and 
the cost of power generation relative to the cost of implement 
ing load control. 
One such gap-bridging attempt is described in US. Patent 

Application Publication No. US 2005/ 0065742 A1. This pub 
lication discloses a system and method for remote power 
management using IEEE 802 based wireless communication 
links. The system disclosed in this publication includes an 
on-premise processor (OPP), a host processor, and an end 
device. The host processor issues power management com 
mands to the OPP, which in turn relays the commands to the 
end devices under its management. While the disclosed OPP 
does provide some intelligence in the power management 
system, it does not determine which end devices under its 
control to turn-off during a power reduction event, instead 
relying on the host device to make such decision. For 
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example, during a power reduction event, the end device must 
request permission from the OPP to turn on. The request is 
forwarded to the host device for a decision on the request in 
view of the parameters of the on-going power reduction event. 
The system also contemplates periodic reading of utility 
meters by the OPP and storage of the read data in the OPP for 
later communication to the host device. The OPP may also 
include intelligence to indicate to the host processor that the 
OPP will not be able to comply with a power reduction 
command due to the inability of a load under the OPP’s 
control to be deactivated. However, neither the ho st processor 
nor the OPP determine which loads to remove in order to 
satisfy a power reduction command from an electric utility, 
particularly when the command is issued by one of several 
utilities under the management of a power management sys 
tem. Further, neither the host processor nor the OPP tracks or 
accumulates power saved and/or carbon credits earned on a 
per customer or per utility basis for future use by the utility 
and/or customer. Still further, the system of this publication 
lacks a reward incentive program to customers based on their 
participation in the power management system. Still further, 
the system described in this publication does not provide for 
secure communications between the host processor and the 
OPP, and/ or between the OPP and the end device. As a result, 
the described system lacks many features that may be neces 
sary for a commercially viable implementation. 

Therefore, a need exists for a system and method for active 
power load management for individual customers that is 
optionally capable of tracking power savings for the indi 
vidual customer as well as the electric utility to thereby over 
come the shortcomings of the prior art. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of an IP-based active power load 
management system in accordance with an exemplary 
embodiment of the present invention. 

FIG. 2 is a block diagram illustrating an exemplary active 
load director (ALD) server as shown in the system of FIG. 1. 

FIG. 3 is a block diagram illustrating an exemplary active 
load client and smart breaker module as shown in the system 
of FIG. 1. 

FIG. 4 is an operational ?ow diagram illustrating a method 
for automatically scheduling service calls in an active power 
load management system in accordance with one exemplary 
embodiment of the present invention. 

FIG. 5 is an operational ?ow diagram illustrating a method 
for activating new subscribers in an active power load man 
agement system in accordance with another exemplary 
embodiment of the present invention. 

FIG. 6 is an operational ?ow diagram illustrating a method 
for managing events occurring in an active power load man 
agement system in accordance with yet another exemplary 
embodiment of the present invention. 

FIG. 7 is an operational ?ow diagram illustrating a method 
for actively reducing consumed power and tracking power 
savings on an individual customer basis in an active power 
load management system in accordance with another exem 
plary embodiment of the present invention. 

FIG. 8 is an operational ?ow diagram illustrating a method 
for tracking cumulative power savings of an electric utility in 
an active power load management system during a power 
savings event in accordance with yet another exemplary 
embodiment of the present invention. 

DETAILED DESCRIPTION OF EXEMPLARY 
EMBODIMENTS 

Before describing in detail exemplary embodiments that 
are in accordance with the present invention, it should be 
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4 
observed that the embodiments reside primarily in combina 
tions of apparatus components and processing steps related to 
actively managing power loading on an individual subscriber 
basis and optionally tracking power savings incurred by both 
individual subscribers and an electric utility. Accordingly, the 
apparatus and method components have been represented 
where appropriate by conventional symbols in the drawings, 
showing only those speci?c details that are pertinent to under 
standing the embodiments of the present invention so as not to 
obscure the disclosure with details that will be readily appar 
ent to those of ordinary skill in the art having the bene?t of the 
description herein. 

In this document, relational terms, such as “?rst” and “sec 
ond,” “top” and “bottom,” and the like, may be used solely to 
distinguish one entity or element from another entity or ele 
ment without necessarily requiring or implying any physical 
or logical relationship or order between such entities or ele 
ments. The terms “comprises,” “comprising,” or any other 
variation thereof are intended to cover a non-exclusive inclu 

sion, such that a process, method, article, or apparatus that 
comprises a list of elements does not include only those 
elements, but may include other elements not expressly listed 
or inherent to such process, method, article, or apparatus. The 
term “plurality of” as used in connection with any object or 
action means two or more of such object or action. A claim 
element proceeded by the article “a” or “an” does not, without 
more constraints, preclude the existence of additional identi 
cal elements in the process, method, article, or apparatus that 
includes the element. Additionally, the term “ZigBee” refers 
to any wireless communication protocol adopted by the Insti 
tute of Electronics & Electrical Engineers (IEEE) according 
to standard 80215.4 or any successor standard(s), the term 
“Wi-Fi” refers to any communication protocol adopted by the 
IEEE under standard 802.1 1 or any successor standard(s), the 
term “WiMax” refers to any communication protocol adopted 
by the IEEE under standard 802.16 or any successor 
standard(s), and the term “Bluetooth” refers to any short 
range communication protocol implementing IEEE standard 
80215.1 or any successor standard(s). 

It will be appreciated that embodiments of the invention 
described herein may be comprised of one or more conven 
tional processors and unique stored program instructions that 
control the one or more processors to implement, in conjunc 
tion with certain non-processor circuits, some, most, or all of 
the functions for managing power load distribution and track 
ing individual subscriber power consumption and savings in 
one or more power load management systems as described 
herein. The non-processor circuits may include, but are not 
limited to, radio receivers, radio transmitters, antennas, 
modems, signal drivers, clock circuits, power source circuits, 
relays, meters, smart breakers, current sensors, and user input 
devices. As such, these functions may be interpreted as steps 
of a method to distribute information and control signals 
between devices in a power load management system. Alter 
natively, some or all functions could be implemented by a 
state machine that has no stored program instructions, or in 
one or more application speci?c integrated circuits (ASICs), 
in which each function or some combinations of functions are 
implemented as custom logic. Of course, a combination of the 
two approaches could be used. Thus, methods and means for 
these functions have been described herein. Further, it is 
expected that one of ordinary skill in the art, notwithstanding 
possibly signi?cant effort and many design choices motivated 
by, for example, available time, current technology, and eco 
nomic considerations, when guided by the concepts and prin 
ciples disclosed herein, will be readily capable of generating 
such software instructions, programs and integrated circuits 
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(ICs), and appropriately arranging and functionally integrat 
ing such non-processor circuits, without undue experimenta 
tion. 

Recently, the IEEE has released improved WiMax wireless 
standards that have facilitated the consideration of new tech 
nologies to improve the response and control of power load 
control devices employing smart breaker technologies. 
Embodiments of the present invention expand upon and 
enhance prior technologies by, among other things, employ 
ing WiMax or IP-based load control in a system with the 
ability to monitor, in real time, the amount of power deferred 
(or carbon, SOZ, or NO2 eliminated). These improvements 
allow new options for electric utilities to defer or invest in new 
power generation that is friendlier to the environment. 

IP-based power management is advantageous over existing 
systems for many reasons. For example, positive control 
allows a system controller to receive a response from an end 
device installed at a customer location, which indicates that 
the actual target device has turned “off” or “on.”Additionally, 
each equipment identi?er is unique and each IP address is 
either dynamically assigned when the device is activated 
(e. g., through use of the dynamic host con?guration protocol 
(DHCP)) or statically assigned by the serving IP network, 
thereby providing enhanced security to protect against an act 
of random terrorism or sabotage inadvertently shutting down 
power services. Existing power management systems, 
including those utiliZing radio subsystems, do not address 
security problems adequately and thus are more likely sus 
ceptible to hostile or malicious acts. 

IP-based systems are also bandwidth or network ef?cient. 
For example, IP devices are controlled via the 7-layer Open 
Systems Interconnection (OSI) model whereby the payload 
of each packet can contain a message or “change in state” and 
does not require synchronous communication. This method 
of transmission allows for very minimum overhead and low 
data rates on a broadband network. Additionally, IP devices 
can report many states, including “no power.” For example, 
the active load client 300 may be implemented with a battery 
backup mechanism to provide backup or auxiliary power to 
the active load client 300 when AC power is lost. In this case, 
when battery backup is invoked, the active load client 300 can 
report a “no power” condition. Alternatively, a “no power” 
condition may be assumed if an active load client 300 fails to 
timely respond to a message (e.g., a poll or other message) 
from the ALD server 100, particularly where multiple active 
load clients 300 in a geographic area fail to timely respond to 
the ALD server messaging. Because the geographic location 
of each customer premises and active load client 300 may be 
known at the time of installation or thereafter (e. g., using GPS 
coordinates), such network outages may be located on a per 
meter basis. 
One of the most bene?cial advantages of an IP-based 

power management system, as provided in one embodiment 
of the present invention, is accurate reporting of the actual 
amount of power saved by each customer on an individual 
basis. Embodiments of the present invention monitor and 
calculate precisely how many kilowatts (or carbon credits) are 
being generated or saved per customer instead of merely 
providing an estimate. Furthermore, embodiments of the 
present invention provide means for tracking the actual 
amount of deferred load and pollutants according to genera 
tion mix, serving utility and geographic area. 

Embodiments of the present invention include an exem 
plary system for supporting a serving utility or power dis 
tributor (e.g., such as a municipality, electric cooperative, or 
any other wholesale or retail producer of electric power), 
methods for providing continuous, real time active power 
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control in the system, and a method for determining how 
much actual load may be controlled at any given time for the 
purposes of conservation, alternative power generation and 
the creation of carbon (and other gaseous emissions) credits. 

Additional embodiments of the present invention provide a 
system that implements the exemplary methods through the 
unique use of load information, location of customers con 
suming electricity, changes in state of controlled devices, 
current sensing, customer set points/preferences and arti?cial 
intelligence (e.g., as implemented through software) to opti 
mize the presentation of load available to the serving utility 
for control. 

Generally, the embodiments disclosed in the present inven 
tion are directed towards the real time (active) control of 
residential and commercial electrical devices that generally 
are 240V or less. However, speci?c features and functions 
may also be applicable to larger commercial installations that 
are greater than 240V. The description herein is intended to 
provide a practical implementation of real time load manage 
ment for either voluntary or involuntary participants over 
large geographies and ideally for many serving electrical 
power producers, wholesalers or distributors. The exemplary 
methods and systems disclosed in the present invention may 
be implemented by an individual utility provider, or a third 
party monitoring service that tracks and manages power load 
ing for one or more utilities. This application describes the 
necessary methods and generally describes software sub 
systems for both a host function (e.g., an active load director 
(ALD) server) and a companion active load client (ALC). 
One embodiment of the present invention controls power 

distribution for a variety of electric utility companies by 
actively monitoring the amount of power needed by each 
utility and supplying the required power by redirecting power 
from participating customers. In this embodiment, customers 
agree to allow the power management system to disable cer 
tain power-consuming devices during peak loading times of 
the day. Smart breakers, which have the ability to be switched 
on or off remotely, are installed for speci?c devices in an 
electric service control panel accessed by a known IP address. 
Alternatively, IP-addressable smart appliances may be used. 
The power management system determines the amount of 
steady-state power each device consumes when turned on and 
logs the information in a database for each subscriber. For 
example, a current sensor on each smart appliance or within 
each smart breaker may measure the amount of current con 
sumed by each monitored device. An active load client then 
multiplies the amount of current consumed by the operating 
voltage of the device to obtain the power consumption, and 
transmits the power consumption to the ALD server. When 
the serving utility needs more power than it is currently able 
to supply, the power load management system automatically 
adjusts the power distribution by turning off speci?c loads on 
an individual subscriber basis. Because the amount of power 
consumed by each speci?c load is known, the system can 
determine precisely which loads to turn off and tracks the 
power savings generated by each customer as a result of this 
short-term outage. 
The present invention can be more readily understood with 

reference to FIGS. 1-8, in which like reference numerals 
designate like items. FIG. 1 depicts an exemplary IP-based 
active power load management system 10 in accordance with 
one embodiment of the present invention. The exemplary 
power management system 10 monitors and manages power 
distribution via an active load director (ALD) server 100 
connected between one or more utility control centers 

(U CCs) 200 (one shown) and one or more active load clients 
(ALCs) 300 (one shown). The ALD server 100 may commu 
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nicate with the utility control center 200 and each active load 
client 300 either directly or through a network 80 using the 
Internet Protocol (IP) or any other connection-based proto 
cols. For example, the ALD server 100 may communicate 
using RF systems operating via one or more base stations 90 
(one shown) using one or more wireless communication pro 
tocols, such as Global System for Mobile communications 
(GSM), Enhanced Data GSM Environment (EDGE), High 
Speed Packet Access (HSDPA), Time Division Multiple 
Access (TDMA), or Code Division Multiple Access data 
standards, including CDMA 2000, CDMA Revision A, and 
CDMA Revision B. Alternatively, or additionally, the ALD 
server 100 may communicate via a digital subscriber line 
(DSL) capable connection, cable television based IP capable 
connection, or any combination thereof. In the exemplary 
embodiment shown in FIG. 1, the ALD server 100 commu 
nicates with one or more active load clients 300 using a 
combination of traditional IP-based communication (e.g., 
over a trunked line) to a base station 90 and a wireless channel 
implementing the WiMax protocol for the “last mile” from 
the base station 90 to the active load client 300. 

Each active load client 300 is accessible through a speci?ed 
address (e.g., IP address) and controls and monitors the state 
of individual smart breaker modules or intelligent appliances 
60 installed in the business or residence 20 to which the active 
load client 300 is associated (e.g., connected or supporting). 
Each active load client 300 is associated with a single resi 
dential or commercial customer. In one embodiment, the 
active load client 300 communicates with a residential load 
center 400 that contains smart breaker modules, which are 
able to switch from an “ON” (active) state to an “OFF” 
(inactive), and vice versa, responsive to signaling from the 
active load client 300. Smart breaker modules may include, 
for example, smart breaker panels manufactured by 
Schneider Electric SA under the trademark “Square D” or 
Eaton Corporation under the trademark “Cutler-Hammer” for 
installation during new construction. For retro-?tting existing 
buildings, smart breakers having means for individual iden 
ti?cation and control may be used. Typically, each smart 
breaker controls a single appliance (e. g., a washer/dryer 30, a 
hot water heater 40, an HVAC unit 50, or a pool pump 70). 

Additionally, the active load client 300 may control indi 
vidual smart appliances directly (e.g., without communicat 
ing with the residential load center 300) via one or more of a 
variety of known communication protocols (e.g., IP, Broad 
band over PowerLine (BPL) in its various forms, including 
through speci?cations promulgated or being developed by the 
HOMEPLUG Powerline Alliance and the IEEE, Ethernet, 
Bluetooth, ZigBee, Wi-Fi, WiMax, etc.). Typically, a smart 
appliance 60 includes a power control module (not shown) 
having communication abilities. The power control module is 
installed in-line with the power supply to the appliance, 
between the actual appliance and the power source (e.g., the 
power control module is plugged into a power outlet at the 
home or business and the power cord for the appliance is 
plugged into the power control module). Thus, when the 
power control module receives a command to turn off the 
appliance 60, it disconnects the actual power supplying the 
appliance 60. Alternatively, a smart appliance 60 may include 
a power control module integrated directly into the appliance, 
which may receive commands and control the operation of 
the appliance directly (e. g., a smart thermostat may perform 
such functions as raising or lowering the set temperature, 
switching an HVAC unit on or off, or switching a fan on or 

off). 
Referring now to FIG. 2, the ALD server 100 may serve as 

the primary interface to customers, as well as to service per 
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sonnel. In the exemplary embodiment depicted in FIG. 2, the 
ALD server 100 includes a utility control center (UCC) secu 
rity interface 102, a UCC command processor 104, a master 
event manager 106, an ALC manager 108, an ALC security 
interface 110, an ALC interface 112, a web browser interface 
114, a customer sign-up application 116, customer personal 
settings 138, a customer reports application 118, a power 
savings application 120, an ALC diagnostic manager 122, an 
ALD database 124, a service dispatch manager 126, a trouble 
ticket generator 128, a call center manager 130, a carbon 
savings application 132, a utility P & C database 134, a read 
meter application 136, and a security device manager 140. 

Using the web browser interface 114, in one embodiment, 
customers interact with the ALD server 100 and subscribe to 
some or all of the services offered by the power load man 
agement system 10 via a customer sign-up application 116. In 
accordance with the customer sign-up application 116, the 
customer speci?es customer personal settings 138 that con 
tain information relating to the customer and the customer’s 
residence or business, and de?nes the extent of service to 
which the customer wishes to subscribe. Additional details of 
the customer sign-up application 116 are discussed below. 
Customers may also use the web browser interface 114 to 
access and modify information pertaining to their existing 
accounts. 

TheALD server 100 also includes a UCC security interface 
102 which provides security and encryption between the 
ALD server 100 and a utility company’ s control center 200 to 
ensure that no third party is able to provide unauthorized 
directions to the ALD server 1 00. A UCC command processor 
104 receives and sends messages between the ALD server 
100 and the utility control center 200. Similarly, an ALC 
security interface 110 provides security and encryption 
between the ALD server 100 and each active load client 300 
on the system 10, ensuring that no third parties can send 
directions to, or receive information from, the active load 
client 300. The security techniques employed by the ALC 
security interface 110 and the UCC security interface 102 
may include conventional symmetric key or asymmetric key 
algorithms, such as Wireless Encryption Protocol (WEP), 
Wi-Fi Protected Access (WPA and WPA2), Advanced 
Encryption Standard (AES), Pretty Good Privacy (PGP), or 
proprietary encryption techniques. 

In one embodiment, the commands that can be received by 
the UCC command processor 104 from the electric utility’s 
control center 200 include a “Cut” command, a “How Much” 
command, an “End Event” command, and a “Read Meters” 
command. The “Cut” command instructs the ALD server 100 
to reduce a speci?ed amount of power for a speci?ed amount 
of time. The speci?ed amount of power may be an instanta 
neous amount of power or an average amount of power con 

sumed per unit of time. The “Cut” command may also option 
ally indicate general geographic areas or speci?c locations for 
power load reduction. The “How Much” command requests 
information for the amount of power (e.g., in megawatts) that 
can be reduced by the requesting utility control center 200. 
The “End Event” command stops the present ALD server 100 
transaction. The “Read Meters” command instructs the ALD 
server 100 to read the meters for all customers serviced by the 
requesting utility. 
The UCC command processor 104 may send a response to 

a “How Much” command or an “Event Ended” status con?r 
mation to a utility control center 200. A response to a “How 
Much” command returns an amount of power that can be cut. 
An “Event Ended” acknowledgement message con?rms that 
the present ALD server transaction has ended. 
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The master event manager 106 maintains the overall status 
of the power load activities controlled by the power manage 
ment system 10. The master event manager 106 maintains a 
separate state for each utility that is controlled and tracks the 
current power usage within each utility. The master event 
manager 106 also tracks the management condition of each 
utility (e.g., whether or not each utility is currently being 
managed). The master event manager 106 receives instruc 
tions in the form of transaction requests from the UCC com 
mand processor 104 and routes instructions to components 
necessary to complete the requested transaction, such as the 
ALC manager 108 and the power savings application 120. 

The ALC manager 108 routes instructions between the 
ALD server 100 and each active load client 300 within the 
system 10 through an ALC interface 112. For instance, the 
ALC manager 108 tracks the state of every active load client 
300 serviced by speci?ed utilities by communicating with the 
active load client 300 through an individual IP address. The 
ALC interface 112 translates instructions (e. g., transactions) 
received from the ALC manager 108 into the proper message 
structure understood by the targeted active load client 3 00 and 
then sends the mes sage to the active load client 3 00. Likewise, 
when the ALC interface 1 12 receives messages from an active 
load client 300, it translates the message into a form under 
stood by the ALC manager 108 and routes the translated 
message to the ALC manager 108. 

The ALC manager 108 receives from each active load 
client 300 that it services, either periodically or responsive to 
polling messages sent by the ALC manager 108, messages 
containing the present power consumption and the status 
(e. g., “ON” or “OFF”) of each device controlled by the active 
load client 300. Alternatively, if individual device metering is 
not available, then the total power consumption and load 
management status for the entire active load client 300 may 
be reported. The information contained in each status mes 
sage is stored in the ALD database 124 in a record associated 
with the speci?ed active load client 300. The ALD database 
124 contains all the information necessary to manage every 
customer account and power distribution. In one embodi 
ment, the ALD database 124 contains customer contact infor 
mation, such as names, addresses, phone numbers, email 
addresses, and associated utility companies for all customers 
having active load clients 300 installed at their residences or 
businesses, as well as a description of speci?c operating 
instructions for each managed device (e.g., IP-addressable 
smart breaker or appliance), device status, and device diag 
nostic history. 

There are several types of messages that the ALC manager 
108 may receive from an active load client 300 and process 
accordingly. One such message is a security alert message. A 
security alert message originates from an optional security or 
safety monitoring system installed in the residence or busi 
ness and coupled to the active load client 300 (e.g., wirelessly 
or via a wired connection). When a security alert message is 
received, the ALC manager 108 accesses the ALD database 
124 to obtain routing information for determining where to 
send the alert, and then sends the alert as directed. For 
example, the ALD manager 108 may be programmed to send 
the alert or another message (e.g., an electronic mail message 
or a pre-recorded voice message) to a security monitoring 
service company and/or the owner of the residence or busi 
ness. 

Another message communicated between an active load 
client 300 and the ALC manager 108 is a report trigger mes 
sage. A report trigger message alerts the ALD server 100 that 
a predetermined amount of power has been consumed by a 
speci?c device monitored by an active load client 300. When 
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a report trigger message is received from an active load client 
300, the ALC manager 108 logs the information contained in 
the message in the ALD database 124 for the customer asso 
ciated with the information-supplying active load client 300. 
The power consumption information is then used by the ALC 
manager 108 to determine the active load client(s) 300 to 
which to send a power reduction or “Cut” message during a 
power reduction event. 

Yet another message exchanged between an active load 
client 300 and the ALC manager 108 is a status response 
message. A status response message reports the type and 
status of each device controlled by the active load client 300 
to the ALD server 100. When a status response message is 
received from an active load client 3 00, the ALC manager 1 08 
logs the information contained in the message in the ALD 
database 124. 

In one embodiment, upon receiving instructions (e.g., a 
“Cut” instruction) from the master event manager 106 to 
reduce power consumption for a speci?ed utility, the ALC 
manager 108 determines which active load clients 300 and/or 
individually controlled devices to switch to the “OFF” state 
based upon present power consumption data stored in the 
ALD database 124. The ALC manager 108 then sends a 
message to each selected active load client 300 containing 
instructions to turn off all or some of the devices under the 
active load client’s control. 

In another embodiment, a power savings application 120 
may be optionally included to calculate the total amount of 
power saved by each utility during a power reduction event 
(referred to herein as a “Cut event”), as well as the amount of 
power saved for each customer whose active load client 300 
reduced the amount of power delivered. The power savings 
application 120 accesses the data stored in the ALD database 
124 for each customer serviced by a particular utility and 
stores the total cumulative power savings (e. g., in megawatts 
per hour) accumulated by each utility for each Cut event in 
which the utility participated as an entry in the utility Power 
and Carbon (“P&C”) database 134. 

In a further embodiment, an optional carbon savings appli 
cation 132 uses the information produced by the power sav 
ings application 120 to determine the amount of carbon saved 
by each utility and by each customer for every Cut event. 
Carbon savings information (e.g., type of fuel that was used to 
generate power for the customer set that was included in the 
just completed event, power saved in the prior event, govem 
mental standard calculation rates, and/or other data, such as 
generation mix per serving utility and geography of the cus 
tomer’ s location and the location of the nearest power source) 
is stored in the ALD database 124 for each active load client 
300 (customer) and in the utility P&C database 134 for each 
utility. The carbon savings application 132 calculates the total 
equivalent carbon credits saved for each active load client 300 
(customer) and utility participating in the previous Cut event, 
and stores the information in the ALD database 124 and the 
utility P&C database 134, respectively. 

Additionally, the ALC manager 108 automatically pro 
vides for smooth operation of the entire power load manage 
ment system 10 by optionally interacting with a service dis 
patch manager 126. For example, when a new customer 
subscribes to participate in the power load management sys 
tem 10, the service dispatch manager 126 is noti?ed of the 
new subscription from the customer sign-up application 116. 
The service dispatch manager 126 then sends an activation 
request to the ALC manager 108. Upon receiving the activa 
tion request from the service dispatch manager 126, the ALC 
manager 108 may sends a query request for information to the 
new active load client 300 and, upon receipt of the informa 
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tion, provides it to the service dispatch manager 126. Addi 
tionally, if at any time the ALC manager 108 detects that a 
particular active load client 300 is not functioning properly, 
the ALC manager 108 may send a request for service to the 
service dispatch manager 126 to arrange for a service call to 
correct the problem. 

In another embodiment, the service dispatch manager 126 
may also receive requests for service from a call center man 
ager 130 that provides support to an operations center (not 
shown), which receives telephone calls from customers of the 
power load management system 10. When a customer calls 
the operations center to request service, the call center man 
ager 130 logs the service call in the ALD database 124 and 
sends a “Service” transaction message to the service dispatch 
manager 126. When the service call has been completed, the 
call center manager 130 receives a completed noti?cation 
from the service dispatch manager 126 and records the origi 
nal service call as “closed” in the ALD database 124. 

In yet another embodiment, the service dispatch manager 
126 may also instruct an ALC diagnostic manager 122 to 
perform a series of diagnostic tests for any active load client 
300 for which the service dispatch manager 126 has received 
a service request. After the ALC diagnostic manager 122 has 
performed the diagnostic procedure, it returns the results to 
the service dispatch manager 126. The service dispatch man 
ager 126 then invokes a trouble ticket generator 128 to pro 
duce a report (e.g., trouble ticket) that includes information 
(some of which was retrieved by the service dispatch manager 
126 from the ALD database 124) pertaining to the required 
service (e.g., customer name, address, any special consider 
ation for accessing the necessary equipment, and the results 
of the diagnostic process). A residential customer service 
technician may then use the information provided in the 
trouble ticket to select the type of equipment and replacement 
parts necessary for performing a service call. 
A read meter application 136 may be optionally invoked 

when the UCC command processor 104 receives a “Read 
Meters” or equivalent command from the utility control cen 
ter 200. The read meter application 136 cycles through the 
ALD database 124 and sends a read meter message or com 
mand to each active load client 300, or those active load 
clients 300 speci?cally identi?ed in the UCC’s command, via 
the ALC manager 108. The information received by the ALC 
manager 108 from the active load client 300 is logged in the 
ALD database 124 for each customer. When all the active load 
client meter information has been received, the information is 
sent to the requesting utility control center 200 using a busi 
ness to business (e.g., ebXML) or other desired protocol. 

The optional security device management block 140 
includes program instructions for handling security system 
messages received by the security interface 110. The security 
device management block 140 includes routing information 
for all security system messages and may further include 
messaging options on a per customer or service company 
basis. For example, one security service may require an email 
alert from the ALD server 100 upon the occurrence of a 

security event; whereas, another security service may require 
that the message sent from the in-building system be passed 
on by the active load client 300 and the ALD server 100 
directly to the security service company. 

In a further embodiment, the ALD server 100 also includes 
a customer reports application 118 that generates reports to be 
sent to individual customers detailing the amount of power 
saved during a previous billing cycle. Each report may con 
tain a cumulative total of power savings over the prior billing 
cycle, details of the amount of power saved per controlled 
device (e. g., breaker or appliance), power savings from utility 
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directed events, power savings from customer directed 
events, devices being managed, total carbon equivalents used 
and saved during the period, and/or speci?c details for each 
Cut event in which the customer’s active load client 300 
participated. Customers may also receive incentives and 
awards for participation in the power load management sys 
tem 10 through a customer rewards program 150. For 
example, the utilities or a third party system operator may 
enter into agreements with product and/ or service providers 
to offer system participants discounts on products and ser 
vices offered by the providers based upon certain participa 
tion levels or milestones. The rewards program 150 may be 
setup in a manner similar to conventional frequent ?yer pro 
grams in which points are accumulated for power saved (e. g., 
one point for each megawatt saved or deferred) and, upon 
accumulation of predetermined levels of points, the customer 
can select a product or service discount. Alternatively, a serv 
ing utility may offer a customer a rate discount for participat 
ing in the system 10. 

FIG. 3 illustrates a block diagram of an exemplary active 
load client 300 in accordance with one embodiment of the 
present invention. The depicted active load client 300 
includes a Linux-based operating system 302, a status 
response generator 304, a smart breaker module controller 
306, a smart device interface 324, a communications interface 
308, a security interface 310, an IP-based communication 
converter 312, a device control manager 314, a smart breaker 
(Bl-BN) counter manager 316, a report trigger application 
318, an IP router 320, a smart meter interface 322, a security 
device interface 328, and an IP device interface 330. The 
active load client 300, in this embodiment, is a computer or 
processor-based system located on-site at a customer’s resi 
dence or business. The primary function of the active load 
client 300 is to manage the power load levels of controllable 
devices located at the residence or business, which the active 
load client 300 oversees on behalf of the customer. In an 

exemplary embodiment, the software running on the active 
load client 300 operates using the Linux embedded operating 
system 302 to manage the hardware and the general software 
environment. One skilled in the art will readily recognize that 
other operating systems, such as Microsoft’s family of oper 
ating systems, Mac OS, and Sun OS, among others, may be 
alternatively used. Additionally, the active load client 300 
may include DHCP client functionality to enable the active 
load client 300 to dynamically request IP addresses for itself 
and/or one or more controllable devices 402-412, 420, 460 
managed thereby from a DHCP server on the ho st IP network 
facilitating communications between the active load client 
300 and the ALD server 100. The active load client 300 may 
further include router functionality and maintain a routing 
table of assigned IP addresses in a memory of the active load 
client 300 to facilitate delivery of messages from the active 
load client 300 to the controllable devices 402-412, 420, 460. 
A communications interface 308 facilitates connectivity 

between the active load client 300 and the ALD server 100. 
Communication between the active load client 300 and the 
ALD server 100 may be based on any type of IP or other 
connection protocol, including but not limited to, the WiMax 
protocol. Thus, the communications interface 308 may be a 
wired or wireless modem, a wireless access point, or other 
appropriate interface. 
A standard IP Layer-3 router 320 routes messages received 

by the communications interface 308 to both the active load 
client 300 and to any other locally connected device 440. The 
router 320 determines if a received message is directed to the 
active load client 300 and, if so, passes the message to a 
security interface 310 to be decrypted. The security interface 
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310 provides protection for the contents of the messages 
exchanged between the ALD server 100 and the active load 
client 300. The message content is encrypted and decrypted 
by the security interface 310 using, for example, a symmetric 
encryption key composed of a combination of the IP address 
and GPS data for the active load client 300 or any other 
combination of known information. If the message is not 
directed to the active load client 300, then it is passed to the IP 
device interface 330 for delivery to one or more locally con 
nected devices 440. For example, the IP router 320 may be 
programmed to route power load management system mes 
sages as well as conventional Intemet messages. In such a 
case, the active load client 300 may function as a gateway for 
Internet service supplied to the residence or business instead 
of using separate Internet gateways or routers. 
An IP based communication converter 3 12 opens incoming 

messages from the ALD server 100 and directs them to the 
appropriate function within the active load client 300. The 
converter 312 also receives messages from various active load 
client 300 functions (e.g., a device control manager 314, a 
status response generator 3 04, and a report trigger application 
3 18), packages the messages in the form expected by the ALD 
server 100, and then passes them on to the security interface 
310 for encryption. 

The device control manager 314 processes power manage 
ment commands for various controllable devices logically 
connected to the active load client 300. The devices can be 
either smart breakers 402-412 or other IP based devices 420, 
such as smart appliances with individual control modules (not 
shown). The device control manager 314 also processes 
“Query Request” or equivalent commands or messages from 
the ALD server 100 by querying a status response generator 
304 which maintains the type and status of each device con 
trolled by the active load client 300, and providing the sta 
tuses to the ALD server 100. The “Query Request” message 
may include information other than mere status requests, such 
as temperature set points for thermally controlled devices, 
time intervals during which load control is permitted or pro 
hibited, dates during which load control is permitted or pro 
hibited, and priorities of device control (e. g., during a power 
reduction event, hot water heater and pool pump are turned 
off before HVAC unit is turned off). If temperature set points 
or other non-status information are included in a “Query 
Request” message and there is a device attached to the active 
load client 300 that can process the information, the tempera 
ture set points or other information are sent to that device 420 
via a smart device interface 324. 

The status response generator 304 receives status messages 
from the ALD server 100 and, responsive thereto, polls each 
controllable device 402-412, 420, 460 under the active load 
client’s control to determine whether the controllable device 
402-412, 420, 460 is active and in good operational order. 
Each controllable device 402-412, 420, 460 responds to the 
polls with operational information (e.g., activity status and/or 
error reports) in a status response message. The active load 
client 300 stores the status responses in a memory associated 
with the status response generator 304 for reference in con 
nection with power reduction events. 

The smart device interface 324 facilitates IP or other 
address-based communications to individual devices 420 
(e. g., smart appliance power control modules) that are 
attached to the active load client 300. The connectivity can be 
through one of several different types of networks, including 
but not limited to, BPL, ZigBee, Wi-Fi, Bluetooth, or direct 
Ethernet communications. Thus, the smart device interface 
324 is a modem adapted for use in or on the network connect 
ing the smart devices 420 to the active load client 300. The 
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smart device interface 324 also allows the device control 
manager 314 to manage those devices that have the capability 
to sense temperature settings and respond to temperature 
variations. 
The smart breaker module controller 306 formats, sends, 

and receives messages, including power control instructions, 
to and from the smart breaker module 400. In one embodi 
ment, the communications is preferably through a BPL con 
nection. In such embodiment, the smart breaker module con 
troller 306 includes a BPL modem and operations software. 
The smart breaker module 400 contains individual smart 
breakers 402-412, wherein each smart breaker 402-412 
includes an applicable modem (e.g., a BPL modem when 
BPL is the networking technology employed) and is prefer 
ably in-line with power supplied to a single appliance or other 
device. The B1-BN counter manager 316 determines and 
stores real time power usage for each installed smart breaker 
402-412. For example, the counter manager 316 tracks or 
counts the amount of power used by each smart breaker 
402-412 and stores the counted amounts of power in a 
memory of the active load client 300 associated with the 
counter manager 316. When the counter for any breaker 402 
412 reaches a predetermined limit, the counter manager 316 
provides an identi?cation number corresponding to the smart 
breaker 402-412 and the corresponding amount of power 
(power number) to the report trigger application 318. Once 
the information is passed to the report trigger application 318, 
the counter manager 316 resets the counter for the applicable 
breaker 402-412 to zero so that information can once again be 
collected. The report trigger application 318 then creates a 
reporting message containing identi?cation information for 
the active load client 300, identi?cation information for the 
particular smart breaker 402-412, and the power number, and 
sends the report to the IP based communication converter 312 
for transmission to the ALD server 100. 
The smart meter interface 322 manages either smart meters 

460 that communicate using BPL or a current sensor 452 
connected to a traditional power meter 450. When the active 
load client 300 receives a “Read Meters” command or mes 
sage from the ALD server 100 and a smart meter 460 is 
attached to the active load client 300, a “Read Meters” com 
mand is sent to the meter 460 via the smart meter interface 322 
(e.g., a BPL modem). The smart meter interface 322 receives 
a reply to the “Read Meters” message from the smart meter 
460, formats this information along with identi?cation infor 
mation for the active load client 300, and provides the for 
matted message to the IP based communication converter 312 
for transmission to the ALD server 100. 
A security device interface 328 transfers security messages 

to and from any attached security device. For example, the 
security device interface 328 may be coupled by wire or 
wirelessly to a monitoring or security system that includes 
motion sensors, mechanical sensors, optical sensors, electri 
cal sensors, smoke detectors, carbon monoxide detectors, 
and/or other safety and security monitoring devices. When 
the monitoring system detects a security or safety problem 
(e.g., break-in, ?re, excessive carbon monoxide levels), the 
monitoring system sends its alarm signal to the security inter 
face 328, which in turn forwards the alarm signal to the IP 
network through the ALD server 100 for delivery to the target 
IP address (e.g., the security monitoring service provider). 
The security device interface 328 may also be capable of 
communicating with the attached security device through the 
IP device interface to recognize a noti?cation message from 
the device that it has lost its line based telephone connection. 
Once that noti?cation has been received, an alert message is 
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formatted and sent to the ALD server 100 through the IP 
based communication converter 312. 

Operation of the power management system 10 in accor 
dance with exemplary embodiments will now be described. In 
one embodiment, customers initially sign up for power load 
management services using a web browser. Using the web 
browser, the customer accesses a power management system 
provider’ s website through the web browser interface 114 and 
provides his or her name and address information, as well as 
the type of equipment he or she would like to have controlled 
by the power load management system 10 to save energy at 
peak load times and to accumulate power savings or carbon 
credits (which may be used to receive reward incentives based 
upon the total amount of power or carbon saved by the cus 
tomer). The customer may also agree to allow management of 
power consumption during non-peak times to sell back excess 
power to the utility, while simultaneously accumulating 
power savings or carbon credits. 

The customer sign up application 116 creates a database 
entry for each customer in the ALD database 124. Each cus 
tomer’s contact information and load management prefer 
ences are stored or logged in the database 124. For example, 
the customer may be given several simple options for man 
aging any number of devices or class of devices, including 
parameters for managing the devices (e.g., how long each 
type of device may be switched off and/ or de?ne hours when 
the devices may not be switched off at all). In particular, the 
customer may also be able to provide speci?c parameters for 
HVAC operations (e.g., set control points for the HVAC sys 
tem specifying both the low and high temperature ranges). 
Additionally, the customer may be given an option of receiv 
ing a noti?cation (e.g., an email message, Instant Message, 
Text Message, or recorded phone call, or any combination 
thereof) when a power management event occurs. When the 
customer completes entering data, a “New Service” or 
equivalent transaction message or command is sent to the 
service dispatch manager 126. 

FIG. 4 illustrates an exemplary operational ?ow diagram 
500 providing steps executed by the ALD server 100 (e.g., as 
part of the service dispatch manager 126) to manage service 
requests in the exemplary power load management system 10, 
in accordance with one embodiment of the present invention. 
The steps of FIG. 4 are preferably implemented as a set of 
computer instructions (software) stored in a memory (not 
shown) of the ALD server 100 and executed by one or more 
processors (not shown) of theALD server 100. Pursuant to the 
logic ?ow, the service dispatch manager 126 receives (502) a 
transaction message or command and determines (503) the 
type of transaction. Upon receiving a “New Service” trans 
action message, the service dispatch manager 126 schedules 
(504) a service person (e.g., technician) to make an initial 
installation visit to the new customer. The service dispatch 
manager 126 then noti?es (506) the scheduled service person, 
or dispatcher of service personnel, of an awaiting service call 
using, for example, email, text messaging, and/ or instant mes 
saging noti?cations. 

In one embodiment, responsive to the service call noti?ca 
tion, the service person obtains the new customer’s name and 
address, a description of the desired service, and a service 
time from a service dispatch manager service log. The service 
person obtains an active load client 300, all necessary smart 
breaker modules 402-412, and all necessary smart switches to 
install at the customer location. The service person notes any 
missing information from the customer’s database informa 
tion (e. g., the devices being controlled, type make and model 
of each device, and any other information the system will 
need to function correctly). The service person installs the 
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active load client 300 and smart breakers 402-412 at the new 
customer’s location. A global positioning satellite (GPS) 
device may optionally be used by the service person to deter 
mine an accurate geographic location of the new customer 
building, which will be added to the customer’s entry in the 
ALD database 124 and may be used to create a symmetric 
encryption key to facilitate secure communications between 
the ALD server 100 and the active load client 300. The physi 
cal location of the installed active load client 300 is also 
entered into the customer’s entry. Smart switch devices may 
be installed by the service person or left at the customer 
location for installation by the customer. After the active load 
client 300 has been installed, the service dispatch manager 
126 receives (508) a report from the service person, via a 
service log, indicating that the installation is complete. The 
service dispatch manager 126 then sends (510) an “Update” 
or equivalent transaction message to the ALC manager 108. 

Returning to block 503, when a “Service” or similar trans 
action message or command is received, the service dispatch 
manager 126 schedules (512) a service person to make a 
service call to the speci?ed customer. The service dispatch 
manager 126 then sends (514) a “Diagnose” or similar trans 
action to the ALC diagnostic manager 122. The ALC diag 
nostic manager 122 returns the results of the diagnostic pro 
cedure to the service dispatch manager 126, which then 
noti?es (516) the service person of the service call and pro 
vides him or her with the results of the diagnostic procedure 
using a conventional trouble ticket. The service person uses 
the diagnostic procedure results in the trouble ticket to select 
the type of equipment and replacement parts necessary for the 
service call. 

FIG. 5 illustrates an exemplary operational ?ow diagram 
600 providing steps executed by the ALD server 100 (e. g., as 
part of the ALC manager 108) to con?rm customer sign-up to 
the power load management system 10, in accordance with 
one embodiment of the present invention. The steps of FIG. 5 
are preferably implemented as a set of computer instructions 
(software) stored in a memory (not shown) of the ALD server 
100 and executed by one or more processors (not shown) of 
the ALD server 100. In accordance with the logic ?ow, the 
ALC manager 108 receives (602) an “Update” or similar 
transaction message or command from the service dispatch 
manager 126 and uses the IP address speci?ed in the 
“Update” message to send (604) out a “Query Request” or 
similar message or command to the active load client 300. 
The “Query Request” message includes a list of devices the 
ALD server 100 expects to be managed. If the customer 
information input at customer sign-up includes temperature 
set points for one or more load-controllable devices, that 
information is included in the “Query Request” message. The 
ALC manager 108 receives (606) a query reply containing 
information about the active load client 300 (e.g., current 
WiMax band being used, operational state (e. g., functioning 
or not), setting of all the counters for measuring current usage 
(e.g., all are set to zero at initial set up time), status of devices 
being controlled (e.g., either switched to the “on” state or 
“off” state)). The ALC manager 108 updates (608) the ALD 
database 124 with the latest status information obtained from 
the active load client 300. If the ALC manager 108 detects 
(610), from the query reply, that the active load client 300 is 
functioning properly, it sets (612) the customer state to 
“active” to allow participation inALD server activities. How 
ever, if theALC manager 108 detects (610) that the active load 
client 300 is not functioning properly, it sends (614) a “Ser 
vice” or similar transaction message or command to the ser 
vice dispatch manager 126. 
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FIG. 6 illustrates an exemplary operational ?ow diagram 
700 providing steps executed by the ALD server 100 (e.g., as 
part of the master event manager 106) to manage events in the 
exemplary power load management system 10, in accordance 
with one embodiment of the present invention. The steps of 
FIG. 6 are preferably implemented as a set of computer 
instructions (software) stored in a memory (not shown) of the 
ALD server 100 and executed by one or more processors (not 
shown) of the ALD server 100. Pursuant to the logic ?ow, the 
master event manager 106 tracks (702) current power usage 
within each utility being managed by the ALD server 100. 
When the master event manager 106 receives (704) a trans 
action message or command from the UCC command pro 
cessor 104 or the ALC manager 108, the master event man 
ager 106 determines (706) the type of transaction received. 
Upon receiving a “Cut” transaction from the UCC command 
processor 104 (resulting from a “Cut” command issued by the 
utility control center 200), the master event manager 106 
places (708) the utility in a managed logical state. The master 
event manager then sends (710) a “Cut” transaction or event 
message or command to the ALC manager 108 identifying 
the amount of power (e. g., in megawatts) that must be 
removed from the power system supplied by the utility. The 
amount of power speci?ed for reduction in a “Cut” command 
may be an instantaneous amount of power or an average 
amount of power per unit time. Finally, the master event 
manager 106 noti?es (711) every customer that has chosen to 
receive a noti?cation (e. g., through transmission of an email 
or other pre-established noti?cation technique) that a power 
management event is in process. 

Returning to block 706, when the master event manager 
106 receives a “How Much” or other equivalent power 
inquiry transaction mes sage or command from the UCC com 
mand processor 104 (resulting from a “How Much” or 
equivalent power inquiry command issued by the utility con 
trol center 200), the master event manager 106 determines 
(712) the amount of power that may be temporarily removed 
from a particular utility’s managed system by accessing the 
current usage information for that utility. The current usage 
information is derived, in one embodiment, by aggregating 
the total available load for the serving utility, as determined 
from the customer usage information for the utility stored in 
the ALD database 124, based on the total amount of power 
that may have to be supplied to the utility’s customers in view 
of the statuses of each of the active load clients 300 and their 
respectively controllable load devices 402-412, 420, 460 dur 
ing the load control interval identi?ed in the “How Much” 
message. 

Each utility may indicate a maximum amount of power or 
maximum percentage of power to be reduced during any 
power reduction event. Such maximums or limits may be 
stored in the utility P&C database 134 of the ALD server 100 
and downloaded to the master event manager 106. In one 
embodiment, the master event manager 1 06 is pro grammed to 
remove a default one percent (1%) of the utility’s current 
power consumption during any particular power management 
period (e. g., one hour). In alternative embodiments, the mas 
ter event manager 106 may be programmed to remove other 
?xed percentages of current power consumption or varying 
percentages of current power consumption based on the cur 
rent power consumption (e.g., 1% when power consumption 
is at system maximum and 10% when power consumption is 
at only 50% of system maximum). Based on the amount of 
power to be removed, the master event manager 106 sends 
(710) a “Cut” or equivalent event message to the ALC man 
ager 108 indicating the amount of power (e.g., in megawatts) 
that must be removed from the utility’s power system (e.g., 
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1% of the current usage), and noti?es (711) all customers that 
have chosen to receive a noti?cation that a power manage 
ment event is in process. The master event manager 106 also 
sends a response to the utility control center 200 via the UCC 
command processor 104 advising the utility control center 
200 as to the quantity of power that can be temporarily 
reduced by the requesting utility. 

Returning once again to block 706, when the master event 
manager 106 receives an “End Event” or equivalent transac 
tion message or command from the UCC command processor 
104 (resulting from an “End Event” command issued by the 
utility control center 200), the master event manager 106 sets 
(714) the state of the current event as “Pending” and sends 
(716) an “End Event” or equivalent transaction message or 
command to the ALC manager 108. When the ALC manager 
108 has performed the steps necessary to end the present 
event (e. g., a power reduction or Cut event), the master event 
manager 106 receives (718) an “Event Ended” or equivalent 
transaction from the ALC manager 108 and sets (720) the 
utility to a logical “Not Managed” state. The master event 
manager 106 then noti?es (722) each customer that has cho 
sen to receive a noti?cation (e.g., through transmission of an 
email or other pre-established noti?cation mechanism) that 
the power management event has ended. Finally, the master 
event manager 106 sends an “Event Ended” or equivalent 
transaction message or command to the power savings appli 
cation 120 and the utility control center 200 (via the UCC 
command processor 104). 

Turning now to FIG. 7, exemplary operational ?ow dia 
gram 800 illustrates steps executed by the ALD server 100 
(e.g., as part of the ALC manager 108) to manage power 
consumption in the exemplary power load management sys 
tem 10, in accordance with one embodiment of the present 
invention. The steps of FIG. 7 are preferably implemented as 
a set of computer instructions (software) stored in a memory 
of the ALD server 100 and executed by one or more proces 
sors of the ALD server 100. In accordance with the logic ?ow, 
the ALC manager 108 tracks (802) the state of each managed 
active load client 300 by receiving messages, periodically or 
responsive to polls issued by the ALC manager 108, from 
every active load client 300 that the ALC manager 108 man 
ages. These messages indicate the present states of the active 
load clients 300. The state includes the present consumption 
of power for each controllable device 402-412, 420 controlled 
by the active load client 300 (or the total power consumption 
for all controllable devices 402-412, 420 controlled by the 
active load client 300 if individual device metering is not 
available) and the status of each device 402-412, 420 (e.g., 
either “Off” or “On”). The ALC manager 108 stores or logs 
(804) the power consumption and device status information 
in the ALD database 124 in a record corresponding to the 
speci?ed active load client 300 and its associated customer 
and serving utility. 
When the ALC manager 108 receives (806) a transaction 

message from the master event manager 106, the ALC man 
ager 108 ?rst determines (808) the type of transaction 
received. If the ALC manager 108 receives a “Cut” or equiva 
lent transaction message or command from the master event 
manager 106, the ALC manager 108 enters (810) a “Manage” 
logical state. The ALC manager 108 then determines (812) 
which active load clients 300 and associated devices 402-412, 
420 operating on the utility speci?ed in the “Cut” message to 
switch to the “Off” state. If a location (e.g., list of GPS 
coordinates, a GPS coordinate range, a geographic area, or a 
power grid reference area) is included in the “Cut” transaction 
message, only those active load clients 300 within the speci 
?ed location are selected for switching to the “Off” state. In 












