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METHOD AND APPARATUS USING A 
SCANNED IMAGE FOR MARKING BRACKET 

LOCATIONS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

CROSS REFERENCE T 0 RELATED 
APPLICATIONS 

This application claimspriority to US. ProvisionalAppli 
cation Sen No. 60/351,311, ?led Jan. 22, 2002, and titled 
Method andApparatus Using a Scanned Imagefor Marking 
Bracket Locations. 

TECHNICAL FIELD 

The invention relates generally to a method and apparatus 
for locating brackets to be placed on patients’ teeth via indi 
rect bonding; more particularly to a system, method and 
apparatus for automatically marking located bracket posi 
tions on a study cast subsequent to electronically determining 
the bracket locations on a scanned image of the teeth; and 
more particularly still an image driven system for manipulat 
ing the scanned image of teeth to a ?nal position, electroni 
cally marking the placement of brackets in the ?nished posi 
tion, and automatically marking a study cast with the selected 
electronic positions. 

BACKGROUND 

Dental study casts are an integral part of a dentist’s under 
standing of how a patient’s teeth and bite function in a static 
relationship. This static relationship serves three important 
functions. The primary function is one of a diagnostic func 
tion for interpretation of any discrepancies or problems that 
exist within the bite relationship. The second function is 
educational. For example, the study casts provide better com 
munication as a concrete model while helping the patient 
understand any discrepancies that may exist in the way their 
teeth function in that static relationship. Third, the dental 
study casts serve an important medical/legal function in 
de?ning the pre-existing static bite relationship prior to the 
performance of any work. This work can be de?ned either 
from an oral surgical standpoint, prosthetic standpoint or 
orthodontic/periodontal standpoint. 

Yet another function is to provide a model when creating 
orthodontic devices. In the prior art, impressions are taken of 
the patient’s teeth with a study cast or model taken from the 
impression. It is also known that either the impression and/or 
study cast can be electronically digitized. For example, US. 
Pat. No. 6,217,334, commonly assigned to the assignee ofthe 
present application describes a scanning process. US. Pat. 
No. 6,217,334 is hereby incorporated herein by reference and 
made a part hereof. By digitizing the model, a set of electronic 
data of the patient’s teeth and surrounding soft tissue is cre 
ated which can be electronically manipulated, displayed, 
stored and transmitted. 

Bonding brackets to teeth for the purpose of orthodontic 
treatment is known. One method of securing the brackets to 
the teeth comprises manually locating the brackets by hand. 
Another method involves manually placing the brackets on a 
model of the patient’ s teeth, transferring the brackets to a tray 
and transferring the brackets from the tray to the correct 
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2 
location on the patient’s teeth. This latter method is com 
monly known as indirect bonding. While indirect bonding 
generally provides an accurate location of the brackets, it 
does not take advantage of advances in the electronic imaging 
of teeth. 

Therefore, there arises a need in the art to provide a system 
for providing a scanned image set of data of a patient’s teeth, 
displaying the scanned image set to generate a virtual model, 
storing the ?nish positions of the virtual model teeth after 
manipulation of the teeth into a ?nal desired position, storing 
electronically generated bracket marker points on the teeth of 
the virtual model (e.g., where the physical brackets may be 
placed in order to move the physical teeth into a ?nal, desired 
position), and automatically marking the physical location of 
the marker points on a model, wherein an indirect bonding 
tray can be created. The present invention directly addresses 
and overcomes the shortcomings of the prior art. 

SUMMARY 

The present invention provides for an imaging and marking 
system for locating the physical placement location of a plu 
rality of brackets on a patient’s study cast. In one preferred 
embodiment of the present invention, the system may include 
a three-dimensional scanner; a computer including a proces 
sor, memory associated with the processor, one or more input 
devices, and a video display unit; and a marking device. 
The scanner functions to gather an array of data points from 

the impression and/or study cast. The computer generates a 
virtual model of from the array of scanned data points. The 
marking device takes the locations identi?ed by the orthodon 
ti st from the virtual model and transfers the data to the physi 
cal model. 

After the array of data points is collected and the computer 
generates an image of a virtual model, the virtual model is 
displayed on the video display unit for the orthodontist, den 
tist or other medical professional (hereafter collectively 
referred to as “orthodontist”) to review. Each tooth that is 
desired to be moved by the orthodontist in an orthodontic 
treatment plan may be manually severed or “cut” from the 
other portions of the virtual model. Accordingly, the virtual 
model becomes segmented into a plurality of virtual model 
teeth, each of which may be manually dragged with a com 
puter input device by the orthodontist from a starting position 
(e.g., that position where the tooth originally begins) to a 
?nished position (e.g., the position that the tooth will be 
physically located at the end of the treatment plan). The 
computer stores the beginning and ending vectors of each 
manipulated teeth. 
When each of the desired teeth have been manipulated into 

the desired ?nished locations, the orthodontist points and 
clicks with a marking tool on the position of the tooth where 
a physical bracket may be located to induce the necessary 
forces on the tooth to move the physical tooth from the start 
ing position to the ?nished position. This point is also stored 
in memory by the computer. The computer then determines 
the starting positions of the plurality of teeth and may display 
the same. An output ?le of the bracket marker locations is 
transmitted to the marking device. 

The marking device takes the output ?le and physically 
marks a physical model with the bracket location informa 
tion. The marking device may take the form of a pen or other 
device which provides visually perceptible indicia of the 
bracket placement. The marker device may constitute a 
robotic arm which moves about the ?xed model marking the 
known coordinates from the output ?le. Alternatively, the 
marker device may have a ?xed marking device and move the 
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model into engagement With the marking device or both the 
marking device and the model may move into engagement 
With one another. 

Subsequent to the marking operation, the model can serve 
as a template or guide to locate brackets for an indirect bond 
ing style tray. In this manner, the placement of brackets is 
improved. 

According to one aspect of the invention, there is provided 
a computer implemented method of automatic marking of 
locations on a study cast for creation of an indirect bonding 
tray, the method comprising: displaying an electronic model 
image corresponding to the actual study cast of a patient With 
the individual teeth in starting positions; storing an array of 
start coordinates for the individual teeth; storing an array of 
?nish coordinates once the teeth are moved to ?nish loca 
tions; storing an array of bracket mark locations for one or 
more individual teeth With respect to the ?nish locations; and 
calculating the bracket mark locations in connection With the 
start locations based on the stored start and ?nish coordinates, 
Wherein the bracket mark locations can be vieWed With the 
teeth in the start locations. 

According to another aspect of the invention, there is pro 
vided a method as recited in the preceding paragraph and 
further comprising the step of generating an output ?le With 
the bracket mark locations in connection With the start loca 
tions and transmitting the output ?le to a marking device for 
marking a study cast With the bracket mark locations. Accord 
ing to yet another aspect, there is provided the foregoing 
method further comprising the step of manually cutting the 
teeth into individual teeth from the electronic model image. 

Accordingly to yet another aspect of the invention, there is 
provided a system for marking of locations on a study cast for 
creation of an indirect bonding tray, the apparatus compris 
ing: means for displaying an electronic model image corre 
sponding to the actual study cast of a patient With the indi 
vidual teeth in starting positions; means for storing an array of 
start coordinates for the individual teeth; means for storing an 
array of ?nish coordinates once the teeth are moved to ?nish 
locations; means for storing an array of bracket mark loca 
tions for one or more individual teeth With respect to the ?nish 
locations; and means for calculating the bracket mark loca 
tions in connection With the start locations based on the stored 
start and ?nish coordinates, Wherein the bracket mark loca 
tions can be vieWed With the teeth in the start locations. 

Another feature of the present invention is the optional 
automation of the cutting function betWeen the teeth of inter 
est. In this embodiment, the system constructed in accordance 
With the principles of the present invention includes a com 
puting system that is programmed for automatically deter 
mining the location of individual teeth Within an electronic 
model image of a patient’s mouth to alloW the manipulation 
of the electronic model images by end users. The method and 
apparatus determines possible horizontal cut lines Within a 
horizontal plane cut through the electronic model image cor 
responding to possible separation lines betWeen teeth, deter 
mines possible vertical cut lines Within a vertical plane cut 
through the electronic model image corresponding to pos 
sible separation lines betWeen teeth, and automatically deter 
mines the locations of individual teeth using the possible 
horizontal cut lines and the possible vertical cut lines. 

While the invention Will be described With respect to a 
preferred embodiment con?guration and With respect to par 
ticular devices used therein, it Will be understood that the 
invention is not to be construed as limited in any manner by 
either such con?guration or components described herein. 
Also, While the particular types of scanning devices, input 
devices, and marking device used in the preferred embodi 
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4 
ment are described herein, it Will be understood that such 
particular components are not to be construed in a limiting 
manner. Instead, the functionality of those devices should be 
appreciated. Further, While the preferred embodiment of the 
invention Will be described in relation to cutting and moving 
teeth in a digitized image in order to locate brackets for use in 
orthodontic treatments, it Will be understood that the scope of 
the invention is not to be so limited. The principles of the 
invention apply to the use of cutting, moving and marking a 
digitized image for later use in a physical model. These and 
other variations of the invention Will become apparent to 
those skilled in the art upon a more detailed description of the 
invention. 
The advantages and features Which characterize the inven 

tion are pointed out With particularity in the claims annexed 
hereto and forming a part hereof. For a better understanding 
of the invention, hoWever, reference should be had to the 
draWing Which forms a part hereof and to the accompanying 
descriptive matter, in Which there is illustrated and described 
a preferred embodiment of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Referring to the draWing, Wherein like numerals represent 
like parts throughout the several vieWs: 

FIG. 1 is a schematic functional block diagram of the 
various components of a system constructed in accordance 
With the principles of the present invention. 

FIG. 2 is a logic ?oW diagram of the various steps utilized 
in connection With the system of the present invention. 

FIGS. 3a, 3b, and 3c illustrates the array data stored in 
connection With each of the teeth Which are cut from the 
electronic model image. 

FIG. 3D illustrates an operation How to determine bracket 
marker locations on an occluded state tooth. 

FIG. 4a schematically illustrates a portion of an electronic 
model image prior to moving individual teeth. 

FIG. 4b schematically illustrates the electronic model 
image of FIG. 3a in Which a single tooth has been identi?ed 
for cutting from the other portions of the electronic model 
image. 

FIG. 4c schematically illustrates the electronic model 
image of FIG. 3b in Which the teeth have been moved to the 
?nished locations. 

FIG. 4d schematically illustrates the electronic model 
image of FIG. 3c in Which the bracket locations have been 
identi?ed and marked on the teeth in their respective ?nished 
locations. 

FIG. 4e schematically illustrates the electronic model 
image of FIG. 3d in Which the teeth have been returned to the 
start positions While retaining the bracket location marking. 

FIG. 5a illustrates an electronic model image of a patient’ s 
mouth in Which individual teeth have been identi?ed and 
moved locations in support of a plan of treatment according to 
one embodiment of the present invention. 

FIG. 5b illustrates an electronic model image of a patient’ s 
mouth useful for implementing an embodiment of the present 
invention. 

FIG. 6 illustrates an exemplary computing system useful 
for implementing an embodiment of the present invention. 

FIGS. 7a-b illustrate horizontal processing elements deter 
mined from the electronic model image to identify locations 
of individual teeth according to an embodiment of the present 
invention. 
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FIGS. 8a-b illustrate vertical processing elements deter 
mined from the electronic model image to identify locations 
of individual teeth according to an embodiment of the present 
invention. 

FIG. 9 illustrates a distributed computing system for the 
creation and distribution of electronic models of objects 
according to one embodiment of the present invention. 

FIG. 10 illustrates a block diagram for an tooth location 
determination processing system according to an embodi 
ment of the present invention. 

FIG. 11 illustrates an operational ?oW for determining the 
locations of teeth Within an electronic model image according 
to yet another example embodiment of the present invention. 

DETAILED DESCRIPTION 

Although the present invention Will be described With 
respect to digitiZing the model, it should be appreciated that 
the principles of the present invention may be applied to a 
digitiZed impression. In the latter case, a computer can invert 
the scanned impression to provide a positive image of the 
patient’s teeth. 

Referring ?rst to FIGS. 1 and 2, the overall method of the 
present invention is illustrated generally by the designation 
20 and starts at 21. First, at block 22, a dental impression of a 
patient’s teeth and surrounding soft tissues (hereafter referred 
to collectively as “teeth” for convenience) is taken. The 
impression material hardens, forming a negative image of the 
teeth. Generally loWer and upper trays are used in connection 
With taking the impression. Such trays are Well knoWn in the 
art and trays Which may be used in connection With scanning 
an impression are described in US. Pat. No. 6,217,334 iden 
ti?ed above. A bite/clutch tray is used in connection With 
determining the correct spatial orientation and relationship 
betWeen the upper and loWer impressions. A study cast is then 
formed from the impression. The forming of the study cast is 
Well knoWn in the art. 

At block 23, the study cast is placed in the tool or ?xture 
600 (best seen in FIG. 1). The ?xture 600 is used to securely 
hold the study cast during the scanning step. The ?xture 600 
may also aid the scanning step by helping rotate the mold so 
that the image data can be properly generated. 

Next at block 24, the scan of the study cast occurs. In the 
preferred embodiment, a dental scanner manufactured by 
Geodigm Corporation of Minneapolis, Minn. may be used. 
The operation and scanning methodology used by this type of 
line scanner is generally described in US. Pat. No. 6,217,334. 

At block 25 the image data is processed by processor 501. 
Such processing may include generating an image for display 
at block 26 on a video display unit 503; converting the image 
scan data into CNC or other format of output for use by a 
fabrication device 507 (also knoWn as a prototyping appara 
tus); storing the image scan data in a memory location or 
device 504; and/ or transmitting the negative image scan data 
to a remote processor 505 via modem block 502. 

In the preferred embodiment, a softWare package Which 
may be used to generate three dimensional images from the 
line scan data is the package under the designation “e-Mod 
eler” by the assignee hereof, Geodigm Corporation. Other 
scanning packages such as the DataSculpt softWare available 
from Laser Design Inc. of Minneapolis, Minn. might also be 
used. 

At block 27, the orthodontist manually segments the teeth 
in the virtual model With a CAD/ CAM type “cutting” utility. 
This is typically accomplished With a pointing tool (e.g., a 
mouse, trackball, pointing pen, touch pad, touch sensitive 
screen, etc.) or other input device 506 by clicking on the point 
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6 
and dragging a line to initiate the cutting function. The func 
tion may also be implemented in tWo dimensions the same 
general manner by draWing a rectangle around the portion of 
the image Which is intended to be segmented (best seen in 
FIG. 4b at 64). The orthodontist continues making cuts 
around each of the teeth Which are desired to be moved in the 
virtual image. It Will be appreciated that the segmented virtual 
image teeth Will generally correspond to the physical teeth in 
an orthodontic treatment plan on a patient. 
At block 28, the operator moves each of the noW segmented 

teeth from their start positions to their ?nal positions. The 
orthodontist then marks the desired locations of brackets on 
the virtual teeth With the input device 506. The processor 501 
stores the original position data of a tooth 60 in its start 
position (best seen in FIG. 3a) in an [XY Z 1] array in memory 
device 504. The ?nish position data of tooth 60 in its ?nish 
position (best seen in FIG. 3b) is stored by the processor 501 
in an [X'Y'Z' 1] second array in memory device 504. 
The moved individual teeth 60 are then marked at block 29. 

The mark is designated by 61 (best seen in FIGS. 3b, 3c, 4d 
and 4e) by locating four points on the tooth. These data points 
are also stored. The processor maintains the position of the 
markers on the virtual teeth 60 by storing the data points. The 
markers can be repositioned on the teeth 60 by tracking 
changes to the stored arrays. For example, the location of the 
bracket markers can be determined on the starting position of 
the teeth (as shoWn in FIG. 3D) by multiplying the points by 
the inverse matrix. 

At block 30, the teeth are returned to the original start 
positions by the processor 501, While retaining the desired 
location of the markers 61 on the marked teeth 60. At block 
31, an output ?le is generated to provide the coordinate data 
of the marks. At block 34, the data may optionally be provided 
to an automated robotic arm to place the brackets onto the 
model. HoWever, proceeding to block 32, the marker device 
508 operates to create visually perceptible indicia on the 
physical model Where the brackets should be located. 

At block 33, a lab can create an indirect bonding tray. The 
process ends at 35. 

Referring more speci?cally to FIG. 1, the functional blocks 
of the electronic components of the present invention are 
illustrated. The components include a computer 500 Which 
preferably includes a processor 501, a video display unit 503, 
a memory device 504, a user input device 506 (e.g., a mouse, 
trackball, touch pad, touch screen and/ or keypad, etc.), and a 
modem 502. Also illustrated is a remote computer 505, a 
fabrication device 507, and the scanner 60 (and its attendant 
X-Y-Z axis controllers and motors). 

It Will be appreciated by those of skill in the art that the 
computer 500 may be a personal computer (e.g., a Pentium 
based PC) or a special purpose computer. Further, the video 
display unit 503 may include any number of display devices 
such as cathode ray tubes, LCD displays, etc. Still further, the 
memory device 504 may include hard drives, ?oppy drives, 
magnetic tape, CD-ROM, random access memory, and read 
only memory devices. Further, the modem 502 is illustrated to 
shoW a communications capability. Such capability may also 
be by Way of a netWork, etc. 
As discussed above, marker device 508 takes the output ?le 

and physically marks a physical model With the bracket loca 
tion information. The marking device may take the form of a 
pen or other device Which provides visually perceptible indi 
cia of the bracket placement. The marker device may consti 
tute a robotic arm Which moves about the ?xed model mark 
ing the knoWn coordinates from the output ?le. Alternatively, 
the marker device may have a ?xed marking device and move 
the model into engagement With the marking device or both 
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the marking device and the model may move into engagement 
With one another. In the preferred embodiment, the scanner 
60 may be used as the marker device 508 by locating a pen on 
the scanner head. 

Fabrication device 507 may be connected directly to the 
computer 500 or may be connected to a remote computer 505. 
The fabrication device 507 may be any number of devices 
Which can utiliZe computer generated data and create a three 
dimensional object from such data. One example of such a 
machine are the devices utiliZing stereo lithography technol 
ogy manufactured by 3-D Systems of Valencia, Calif. under 
the model designations SLA-250 and SLA-SOO. Another 
example is the device utiliZing ?lament technology (fused 
deposition modeling) manufactured by Statasys Corporation 
of Minneapolis, Minn. under the model designation FDM 
l 500. 

In operation the scan data is generated by the scanner 60 
and provided to the processor 501. The scan data may be 
saved in a memory device 504 as a permanent record of the 
baseline condition of the patient’s teeth, or temporarily prior 
to one of several other options. The data may be transmitted to 
a remote PC 505 for storage, study by a consulting dentist (or 
physician), or fabrication of a study cast by fabrication device 
507. The fabrication device 507 may optionally be connected 
directly to computer 500. These and other options may be 
selected by the computer 500 user via the input device 506. 
The programming operation of the processor 501 prefer 

ably provides for scanning each of the upper and loWer mod 
els and the bite registration impression. These scans provide 
the information necessary to create an electronic equivalent 
of the physical study casts. 

Referring to FIGS. 4a-4e, several schematic representa 
tions of several teeth of the virtual image model are shoWn. 
FIG. 4a illustrates the teeth in their start position. While 
several teeth are shoWn, only tooth 60 is designated for clarity 
throughout FIGS. 4a-4e. FIG. 4b illustrates the segmenting 
process of tooth 60 from the other adjacent teeth in order to 
move tooth 60. The dotted line 64 illustrates the segmenting 
or cutting tool function. Assuming that each of the teeth Will 
be moved to accomplish the ?nish positions shoWn in FIG. 4c, 
the orthodontist Would use the segmenting or cutting tool on 
each of the teeth. HoWever, it Will be appreciated that only one 
or more teeth might be segmented for movement. 
As noted above, one manner in Which the teeth may be 

manipulated is to virtually cut betWeen the teeth by draWing 
a “cut” line betWeen the teeth Which should be separated. It 
Will be appreciated that this is accomplished by pointing and 
clicking using a separate tool in a cad/cam type library. By 
using these types of tools, the objects are released from their 
static relationship to other objects and the released object may 
be moved. Other manners of segmenting the teeth Will be 
described in the alternative embodiment described beloW. 

At FIG. 4d, the teeth in their ?nish positions are marked, 
While at FIG. 4e, the teeth are returned to their start positions 
With the bracket markers remaining in the spots on the teeth 
Which Were selected in the ?nish or end positions. 

Alternative Embodiment 

An alternative manner in Which the teeth may be manipu 
lated is next described. In this embodiment, there is provided 
a system, method and article of manufacture for automatic 
determination of the location of individual teeth Within an 
electronic model image of a patient’s mouth to alloW the 
manipulation of the electronic model images by end users. 

FIG. 5a illustrates an electronic model image of a patient’ s 
mouth in Which individual teeth have been identi?ed and 
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8 
moved locations in support of a plan of treatment according to 
one embodiment of the present invention. An electronic 
model of a patent’s upper teeth are shoWn 101 in Which 
individual teeth 111-113 have been electronically moved to 
alloW a dental practitioner to visualiZe the treatment plan. In 
order for this process to occur, tWo events must occur. First, an 
electronic model for the teeth must be generated. This occurs 
When a physical mold or impression of the mouth is gener 
ated. This impression is then electronically scanned to gen 
erate the model. 
Once the electronic model has been generated for the 

impression, the locations of the individual teeth need to be 
determined. This location identi?cation may occur using 
manually speci?ed locations entered into a computing system 
by a user. Alternatively, these locations may be automatically 
determined using information contained Within the electronic 
model. Once the locations of the teeth are knoWn, the elec 
tronic model may be cut into a set of individual teeth images 
111-113 that may be manipulated on a computer display 
device. 

FIG. 5b illustrates an electronic model image of a patient’ s 
mouth useful for implementing an embodiment of the present 
invention. The electronic model image for a patient’s mouth 
is typically constructed using tWo model components, an 
upper teeth section 104 and a loWer teeth section 103. Both of 
these teeth sections themselves include teeth model elements, 
gum model elements, and a model base element. The module 
base element is added to the module When it is generated to 
aid in the spatial registration of the upper teeth section 104 
and the loWer teeth 103 section relative to each other as the 
teeth appear in the patient’s mouth. When the location of 
individual teeth is determined only one of the tWo teeth sec 
tions are processed at any given time. 

With reference to FIG. 6, an exemplary system for imple 
menting the invention includes a general-purpose computing 
device in the form of a conventional personal computer 200, 
including a processor unit 202, a system memory 204, and a 
system bus 206 that couples various system components 
including the system memory 204 to the processor unit 200. 
The system bus 206 may be any of several types of bus 
structures including a memory bus or memory controller, a 
peripheral bus and a local bus using any of a variety of bus 
architectures. The system memory includes read only 
memory (ROM) 208 and random access memory (RAM) 
210. A basic input/output system 212 (BIOS), Which contains 
basic routines that help transfer information betWeen ele 
ments Within the personal computer 200, is stored in ROM 
208. 
The personal computer 200 further includes a hard disk 

drive 212 for reading from and Writing to a hard disk, a 
magnetic disk drive 214 for reading from or Writing to a 
removable magnetic disk 216, and an optical disk drive 218 
for reading from or Writing to a removable optical disk 219 
such as a CD ROM, DVD, or other optical media. The hard 
disk drive 212, magnetic disk drive 214, and optical disk drive 
218 are connected to the system bus 206 by a hard disk drive 
interface 220, a magnetic disk drive interface 222, and an 
optical drive interface 224, respectively. The drives and their 
associated computer-readable media provide nonvolatile 
storage of computer readable instructions, data structures, 
programs, and other data for the personal computer 200. 

Although the exemplary environment described herein 
employs a hard disk, a removable magnetic disk 216, and a 
removable optical disk 219, other types of computer-readable 
media capable of storing data can be used in the exemplary 
system. Examples of these other types of computer-readable 
mediums that can be used in the exemplary operating envi 










